
Lighting Electronics Product Reference 2010 9

Rapid Start Fluorescent Ballasts for T12 Lamps

No.  of 
Lamps

Lamp Type Input        
Volts

Ballast  
Family

Philips Advance  
Model

Input        
Power 
(Watts)

Ballast     
Factor

Line         
Current

Rapid Start Lamps Operated
F13T8 F15T8 F14/15T12 F20T12 F30T12 F34T12 F40T12

1 F20T12 120 Magnetic RLQ-120-TP 28 0.83 0.55 1 1 1 1
1 F20T12 120 Magnetic HM-1P20-TP 29 0.83 0.24 1 1 1
1 F34T12 120 AmbiStar RELB-140-SC 35 0.92 0.27 1 1 1
1 F34T12 277 Standard 

Electronic
VEL-1S40-SC 31 0.88 0.12 1 1 1

2 F20T12 120 Magnetic RL-2SP20-TP 36 0.61 0.49 2 2 2 2
2 F20T12 120 Magnetic HM-2SP20-TP 53 0.90 0.48 2 2 2
2 F34T12 120 AmbiStar RELB-2S40-SC 62 0.85 0.53 2 2 2
2 F34T12 120-277 Centium ICN-2S40-N 62 0.85 0.55-0.23 2 2 2
4 F34T12 120 Magnetic R-4S40-ATPAC 144 0.88 1.26 4 4

Preheat Fluorescent Ballasts (separate starter required — except for LX140FTP) for T12 Lamps

No.  of 
Lamps

Lamp Type Input        
Volts

Ballast  
Family

Philips Advance  
Model

Input        
Power 
(Watts)

Ballast     
Factor

Line         
Current

Preheat Lamps Operated
F14/15T8 F18/19T8 F14/15T12 F20T12 F30T8 F30T12 F40T12

1 F20T12 120 Magnetic LC-1420-CTP 21 0.93 0.33 1 1 1 1
1 F20T12 120 Magnetic LO-1322-TP 18 0.77 0.28 1 1 1 1
1 F40T12 120 Magnetic L1-40-FTP 41 0.79 0.65 1 1 1
1 F40T12 120 Magnetic LX-140-FTP 40 0.83 0.63 1 1 1

Instant Start Fluorescent Ballasts for T12 Slimline Lamps

No.  of 
Lamps

Lamp Type Input        
Volts

Ballast  
Family

Philips Advance  
Model

Input        
Power 
(Watts)

Ballast     
Factor

Line         
Current

Slimline Lamps Operated
F24/
F36T12

F42/
F48T12

F60/
F64T12

F72T12 F96T12 F96T12/
ES

1 F48T12 120 Magnetic SM-140S-TP 62 0.90 0.54 1 1
1 F96T12 120 Magnetic RSM-175S-TP 92 0.94 0.82 1 1 1
1 F96T12 277 Magnetic VSM-175S-TP 94 0.94 0.35 1 1 1
2 F96T12 120-277 Centium ICN-2P60-SC 137-135 0.90 1.17-0.50 1 or 2 1 or 2 1 or 2
2 F48T12 120 Magnetic SM-2E40S-TP 96 0.90 0.82 2 2
2 F48T12 277 Magnetic VSM-2E40S-TP 98 0.96 0.36 2

Rapid Start Fluorescent Ballasts for T12/HO Lamps

No.  of 
Lamps

Lamp Type Input        
Volts

Ballast  
Family

Philips Advance  
Model

Input        
Power 
(Watts)

Ballast     
Factor

Line         
Current

HO Lamps Operated
F24/
F36T12

F42/
F48T12

F60/
F64T12

F72T12 F96T12 F96T12/
ES

1 F96T12/HO 120 Magnetic RS-110-TP 140 0.98 1.20 1 1 1 1 1
1 F96T12/HO 277 Magnetic VS-110-TP 145 1.00 0.54 1 1 1 1 1
2 F72T12/HO 120 Magnetic RC-2S85-TP 184 0.91 1.54 2 1 or 2 1 or 2 1 or 2 1
2 F72T12/HO 277 Magnetic VC-2S85-TP 180 0.90 0.67 2 1 or 2 1 or 2 1 or 2 1
2 F96T12/HO 120-277 Centium ICN-2S110-SC 194-190 0.89 1.60-0.69 1 or 2 1 or 2
2 F96T12/HO 120 Magnetic R-2S110-TP 237 0.95 2.00 2 2
2 F96T12/HO 277 Magnetic V-2S110-TP 245 0.98 0.90 2 2
4 F48T12/HO 120 Magnetic RC-4S60-TP 288 0.92 2.40 3 or 4 3 or 4
4 F72T12/HO 120 Magnetic RC-4S85-TP 323 0.75 2.73 3 or 4 3 or 4 3 or 4

Rapid Start Fluorescent Ballasts for T12/VHO Lamps

No.  of 
Lamps

Lamp Type Input        
Volts

Ballast  
Family

Philips Advance 
Model

Input        
Power 
(Watts)

Ballast     
Factor

Line         
Current

VHO Lamps Operated
F48T12 F60T12 F72T12 F96T12

2 F48T12/VHO 120 Magnetic RC-2S102-TP 230 0.89 2.20 1 or 2 1 1 1
2 F48T12/VHO 277 Magnetic VC-2S102-TP 241 0.87 0.94 1 or 2 1 1 1
2 F96T12/VHO 120 Magnetic RC-2S200-TP 320 0.80 2.72 2 2 2
2 F96T12/VHO 120 Magnetic RS-2S200-TP 358 0.85 3.31 2 2
2 F96T12/VHO 277 Magnetic VS-2S200-TP 442 0.90 1.65 2 2

Our broad line of T12 ballasts includes our standard electromagnetic, standard electronic, Centium, and AmbiStar (residential) lines for all your retrofit applications that use either  
energy-saving or standard lamps.
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In compliance with the Energy Policy Act of 2005 (EPAct 2005), T12 magnetic ballasts will no longer be available after July 1, 2010

Smart Solution


