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Accessories

Article Description

VF D16 Spacers for FA-FF series
By interposing spacers 
between the switches, it is 
possible to join two or more 
prewired switches, prevent-
ing them from moving one 
against the other.
10 pcs packs

General Catalog 2007-2008

Prewired position switches FA series
versions with 2 meter “N” type cable from right

Contacts type:

R  = snap action
L  = slow action

LA  = slow action 
 closer

Contact blocks

Contact blocks

Contact blocks

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

1,5 m/s
0,03 Nm

page 6/8 - group 4

1,5 m/s
0,03 Nm

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

3x3 mm square rodWith stainless steel roller on request With stainless steel roller on request

With stainless steel roller on requestØ 3 mm stainless steel round rod With stainless steel roller on request With stainless steel roller on request

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

1,5 m/s
0,03 Nm

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

Glass fi bre rodWith stainless steel roller on request With stainless steel roller on request With stainless steel roller on request

1,5 m/s
0,03 Nm

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

page 6/7 - type 1
0,03 Nm (0,25 Nm ) 

page 6/8 - group 4

(1)  Positive opening only with lever adjusted on the max. See page 2/51




