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 TUFF-LINKTM 
TECHNOLOGY
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6 TO 8 POLE  
PVC MINI-LINKTM  
PLUG ASSEMBLIES

SPECIFICATIONS
MATERIALS

Body PVC

Contact Sleeve Stainless Steel 

Contact Brass, Gold Plated over Nickel 

Coupling Nut Machined Aluminum, Black Anodized

Cable #16 AWG Type STOW, 65 x #34 stranding 105° C

Cable Diameters 6/C-.53”, 7/C-.54”, 8/C-.58”

ELECTRICAL

Voltage Rating 600 V

Contact 
Resistance ≤5mΩ

ENVIRONMENTAL 

Protection IP 67

Operating Temp -20°C to 105°C

CERTIFICATIONS

Recognized,  
File No. E165657

Certified,  
File No. E165657

OPTIONS 

#16 AWG TPE Cable

Stainless Steel Couplers

Plastic Couplers
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SPECIFICATIONS
Materials

Body: PVC
O-Ring: Nitrile Rubber
Contact Carrier: Zytel ST801
Contact: Brass, Gold Plated over Nickel
Coupling Nut: Machined Aluminum,
Black Anodized
Cable: #22 AWG PVC 26 x #36
Stranding, 105°C
#18 AWG PVC 41 x #34 Stranding,
105°C, UL Recognized, CSA Certified
Cable Diameters: #22 AWG PVC
without braid, 3/C-.18", 4/C-.19", 5/C-.21"
#22 AWG PVC with braid, 3/C-.22", 
4/C-.25", 5/C-.26" (braid not electrically
connected)
#18 AWG PVC, 3/C-.29", 4/C-.29", 
5/C-.29"

Electrical:
Voltage Rating: 250 VAC/300 VDC
Current: #22 AWG-4A #18 AWG-5A
Contact Resistance: ≤5mΩ

Environmental:
Protection: IP68, NEMA 6P
Operating Temp: PVC: -20°C to 105°C

Certifications
Recognized, 
File No. E165657
Certified, 
File No. E165657

OPTIONS
#18 AWG (PVC) Cord Sets 
Plastic Couplers
Stainless Steel Couplers
90° Style Male or Female bodies 

MALE/FEMALE PLUGS 
CABLE ASSEMBLY PART NUMBERS

Number Female Wiring Wire Gauge Male/Female Male/Female
of Poles Contact Rotation Color Code Length (AWG) Non-Braided Braided*
3

1-Brown 2M/6.6 Ft. # 22 (PVC) 303K0066J 303K0066H
2-Not Used 4M/13.1 Ft. # 22 (PVC) 303K0131J 303K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 303K0164J 303K0164H
4-Black

4
1-Brown 2M/6.6 Ft. # 22 (PVC) 304K0066J 304K0066H
2-White 4M/13.1 Ft. # 22 (PVC) 304K0131J 304K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 304K0164J 304K0164H
4-Black

5
1-Brown 2M/6.6 Ft. # 22 (PVC) 305K0066J 305K0066H
2-White 4M/13.1 Ft. # 22 (PVC) 305K0131J 305K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 305K0164J 305K0164H
4-Black
5-Gray

*Braid not electrically connected.
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DIMENSIONS

 
 

 
 

 
 

 
 


 

  

TUFF-LINK™

singLe key ™(m12™)
PVc micro-Linktm

cabLe
assembLies
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SPECIFICATIONS
Materials

Body: PVC
O-Ring: Nitrile Rubber
Contact Carrier: Zytel ST801
Contact: Brass, Gold Plated over Nickel
Coupling Nut: Machined Aluminum,
Black Anodized
Cable: #22 AWG PVC 26 x #36
Stranding, 105°C
#18 AWG PVC 41 x #34 Stranding,
105°C, UL Recognized, CSA Certified
Cable Diameters: #22 AWG PVC
without braid, 3/C-.18", 4/C-.19", 5/C-.21"
#22 AWG PVC with braid, 3/C-.22", 
4/C-.25", 5/C-.26" (braid not electrically
connected)
#18 AWG PVC, 3/C-.29", 4/C-.29", 
5/C-.29"

Electrical:
Voltage Rating: 250 VAC/300 VDC
Current: #22 AWG-4A #18 AWG-5A
Contact Resistance: ≤5mΩ

Environmental:
Protection: IP68, NEMA 6P
Operating Temp: PVC: -20°C to 105°C

Certifications
Recognized, 
File No. E165657
Certified, 
File No. E165657

OPTIONS
#18 AWG (PVC) Cord Sets 
Plastic Couplers
Stainless Steel Couplers
90° Style Male or Female bodies 

MALE/FEMALE PLUGS 
CABLE ASSEMBLY PART NUMBERS

Number Female Wiring Wire Gauge Male/Female Male/Female
of Poles Contact Rotation Color Code Length (AWG) Non-Braided Braided*
3

1-Brown 2M/6.6 Ft. # 22 (PVC) 303K0066J 303K0066H
2-Not Used 4M/13.1 Ft. # 22 (PVC) 303K0131J 303K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 303K0164J 303K0164H
4-Black

4
1-Brown 2M/6.6 Ft. # 22 (PVC) 304K0066J 304K0066H
2-White 4M/13.1 Ft. # 22 (PVC) 304K0131J 304K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 304K0164J 304K0164H
4-Black

5
1-Brown 2M/6.6 Ft. # 22 (PVC) 305K0066J 305K0066H
2-White 4M/13.1 Ft. # 22 (PVC) 305K0131J 305K0131H
3-Blue 5M/16.4 Ft. # 22 (PVC) 305K0164J 305K0164H
4-Black
5-Gray

*Braid not electrically connected.
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DIMENSIONS

 
 

 
 

 
 

 
 


 

  

TUFF-LINK™

singLe key ™(m12™)
PVc micro-Linktm

cabLe
assembLies
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DIMENSIONS
Straight Plug

90° Plug

SPECIFICATIONS
Materials

Body: PVC (PUR if use TPE Cable)
Contact Carrier: Nitrile Rubber
Contact Sleeve: Stainless Steel
Contact: Brass, Gold Plated over Nickel
Coupling Nut: Machined Aluminum, Black Anodized
Cable: #16 AWG Type STOW, 65 x #34 stranding 105° C
Cable Diameters: 6/C-.53”, 7/C-.54”, 8/C-.58”

Electrical
Voltage Rating: 600 V
Contact Resistance: ≤5mΩ

Environmental
Protection: IP68, NEMA 6P
Operating Temp: -20°C to 105°C 

Certifications
Recognized, 
File No. E165657
Certified, 
File No. E165657

OPTIONS
#16 AWG TPE Cable
Stainless Steel Couplers
Plastic Couplers
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1.785"
45.35 mm

1.125"
28.58 mm

2.125"
53.97 mm

CABLE
LENGTH

 

1.125"
28.58 mm

2.48"
62.99 mm

TUFF-LINK™

6 to 8 PoLe PVc
mini-Linktm PLug
assembLies
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DIMENSIONS
Straight Plug

90° Plug

SPECIFICATIONS
Materials

Body: PVC (PUR if use TPE Cable)
Contact Carrier: Nitrile Rubber
Contact Sleeve: Stainless Steel
Contact: Brass, Gold Plated over Nickel
Coupling Nut: Machined Aluminum, Black Anodized
Cable: #16 AWG Type STOW, 65 x #34 stranding 105° C
Cable Diameters: 6/C-.53”, 7/C-.54”, 8/C-.58”

Electrical
Voltage Rating: 600 V
Contact Resistance: ≤5mΩ

Environmental
Protection: IP68, NEMA 6P
Operating Temp: -20°C to 105°C 

Certifications
Recognized, 
File No. E165657
Certified, 
File No. E165657

OPTIONS
#16 AWG TPE Cable
Stainless Steel Couplers
Plastic Couplers
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1.125"
28.58 mm

2.48"
62.99 mm

TUFF-LINK™

6 to 8 PoLe PVc
mini-Linktm PLug
assembLies

STRAIGHT PLUG

90° PLUG
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PLUG ASSEMBLY PART NUMBERS

Number of 
Poles Male Face View Wiring Color Code AMP RTG. @ 600V Cable Length Straight 90°

6

1-Orange 
2-Blue 
3-Black 
4-White 
5-Red 
6-Green

8A 3 FT 106BB0030AP 106BD0030AP

8A 6 FT 106BB0060AP 106BD0060AP

8A 12 FT 106BB0120AP 106BD0120AP

8A 20 FT 106BB0200AP 106BD0200AP

7

1-Wht.blk. Tr. 
2-Black 
3-White 
4-Red 
5-Orange 
6-Blue 
7-Green

8A 3 FT 107B0030AP 107D0030AP

8A 6 FT 107B0060AP 107D0060AP

8A 12 FT 107B0120AP 107D0120AP

8A 20 FT 107B0200AP 107D0200AP

8

1-Orange 
2-Blue 
3-Wht.blk. Tr. 
4-Black 
5-White 
6-Red 
7-Green 
8-Red-Blk. Tr.

7A 3 FT 108B0030AP 108D0030AP

7A 6 FT 108B0060AP 108D0060AP

7A 12 FT 108B0120AP 108D0120AP

7A 20 FT 108B0200AP 108D0200AP

PLUG ASSEMBLY PART NUMBERS

Number of 
Poles

Female Face 
View Wiring Color Code AMP RTG. @ 600V Cable Length Straight 90°

6

1-Orange 
2-Blue 
3-Black 
4-White 
5-Red 
6-Green

8A 3 FT 106BA0030AP 106BC0030AP

8A 6 FT 106BA0060AP 106BC0060AP

8A 12 FT 106BA0120AP 106BC0120AP

8A 20 FT 106BA0200AP 106BC0200AP

7

1-Wht.blk. Tr. 
2-Black 
3-White 
4-Red 
5-Orange 
6-Blue 
7-Green

8A 3 FT 107A0030AP 107C0030AP

8A 6 FT 107A0060AP 107C0060AP

8A 12 FT 107A0120AP 107C0120AP

8A 20 FT 107A0200AP 107C0200AP

8

1-Orange 
2-Blue 
3-Wht.blk. Tr. 
4-Black 
5-White 
6-Red 
7-Green 
8-Red-Blk. Tr.

7A 3 FT 108A0030AP 108C0030AP

7A 6 FT 108A0060AP 108C0060AP

7A 12 FT 108A0120AP 108C0120AP

7A 20 FT 108A0200AP 108C0200AP

MALE

FEMALE
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MALE 
PLUG ASSEMBLY PART NUMBERS

Number Male Wiring AMP RTG. Cable
of Poles Face View Color Code @ 600V Length Straight 90 Degree
6

1-ORANGE 8A 3 FT 106BB0030AP 106BD0030AP
2-BLUE 8A 6 FT 106BB0060AP 106BD0060AP
3-BLACK 8A 12 FT 106BB0120AP 106BD0120AP
4-WHITE 8A 20 FT 106BB0200AP 106BD0200AP 
5-RED
6-GREEN

7
1-WHT.BLK. TR. 8A 3 FT 107B0030AP 107D0030AP
2-BLACK 8A 6 FT 107B0060AP 107D0060AP
3-WHITE 8A 12 FT 107B0120AP 107D0120AP
4-RED 8A 20 FT 107B0200AP 107D0200AP
5-ORANGE
6-BLUE
7-GREEN

8
1-ORANGE 7A 3 FT 108B0030AP 108D0030AP
2-BLUE 7A 6 FT 108B0060AP 108D0060AP
3-WHT.BLK. TR. 7A 12 FT 108B0120AP 108D0120AP
4-BLACK 7A 20 FT 108B0200AP 108D0200AP
5-WHITE
6-RED
7-GREEN
8-RED-BLK. TR.

FEMALE 
PLUG ASSEMBLY PART NUMBERS

Number Female Wiring AMP RTG. Cable
of Poles Face View Color Code @ 600V Length Straight 90 Degree
6

1-ORANGE 8A 3 FT 106BA0030AP 106BC0030AP
2-BLUE 8A 6 FT 106BA0060AP 106BC0060AP
3-BLACK 8A 12 FT 106BA0120AP 106BC0120AP
4-WHITE 8A 20 FT 106BA0200AP 106BC0200AP 
5-RED
6-GREEN

7
1-WHT.BLK. TR. 8A 3 FT 107A0030AP 107C0030AP
2-BLACK 8A 6 FT 107A0060AP 107C0060AP
3-WHITE 8A 12 FT 107A0120AP 107C0120AP
4-RED 8A 20 FT 107A0200AP 107C0200AP
5-ORANGE
6-BLUE
7-GREEN

8
1-ORANGE 7A 3 FT 108A0030AP 108C0030AP
2-BLUE 7A 6 FT 108A0060AP 108C0060AP
3-WHT.BLK. TR. 7A 12 FT 108A0120AP 108C0120AP
4-BLACK 7A 20 FT 108A0200AP 108C0200AP
5-WHITE
6-RED
7-GREEN
8-RED-BLK. TR.
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MALE 
PLUG ASSEMBLY PART NUMBERS

Number Male Wiring AMP RTG. Cable
of Poles Face View Color Code @ 600V Length Straight 90 Degree
6

1-ORANGE 8A 3 FT 106BB0030AP 106BD0030AP
2-BLUE 8A 6 FT 106BB0060AP 106BD0060AP
3-BLACK 8A 12 FT 106BB0120AP 106BD0120AP
4-WHITE 8A 20 FT 106BB0200AP 106BD0200AP 
5-RED
6-GREEN

7
1-WHT.BLK. TR. 8A 3 FT 107B0030AP 107D0030AP
2-BLACK 8A 6 FT 107B0060AP 107D0060AP
3-WHITE 8A 12 FT 107B0120AP 107D0120AP
4-RED 8A 20 FT 107B0200AP 107D0200AP
5-ORANGE
6-BLUE
7-GREEN

8
1-ORANGE 7A 3 FT 108B0030AP 108D0030AP
2-BLUE 7A 6 FT 108B0060AP 108D0060AP
3-WHT.BLK. TR. 7A 12 FT 108B0120AP 108D0120AP
4-BLACK 7A 20 FT 108B0200AP 108D0200AP
5-WHITE
6-RED
7-GREEN
8-RED-BLK. TR.

FEMALE 
PLUG ASSEMBLY PART NUMBERS

Number Female Wiring AMP RTG. Cable
of Poles Face View Color Code @ 600V Length Straight 90 Degree
6

1-ORANGE 8A 3 FT 106BA0030AP 106BC0030AP
2-BLUE 8A 6 FT 106BA0060AP 106BC0060AP
3-BLACK 8A 12 FT 106BA0120AP 106BC0120AP
4-WHITE 8A 20 FT 106BA0200AP 106BC0200AP 
5-RED
6-GREEN

7
1-WHT.BLK. TR. 8A 3 FT 107A0030AP 107C0030AP
2-BLACK 8A 6 FT 107A0060AP 107C0060AP
3-WHITE 8A 12 FT 107A0120AP 107C0120AP
4-RED 8A 20 FT 107A0200AP 107C0200AP
5-ORANGE
6-BLUE
7-GREEN

8
1-ORANGE 7A 3 FT 108A0030AP 108C0030AP
2-BLUE 7A 6 FT 108A0060AP 108C0060AP
3-WHT.BLK. TR. 7A 12 FT 108A0120AP 108C0120AP
4-BLACK 7A 20 FT 108A0200AP 108C0200AP
5-WHITE
6-RED
7-GREEN
8-RED-BLK. TR.
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