
POLYCARBONATE PROTECTION

 KEY FEATuREs
General Information

·  Offers excellent protection against
tampering, abuse and accidental
damage without affecting operation
of the thermostat.

·  Includes a lock and key assembly
(excludes sTI-9116).

·  Three year guarantee against
breakage of polycarbonate in
normal use.

Design

·  Holes in the frame allow air to
circulate freely.

·  Includes a lock and key assembly
(excludes sTI-9116).

Construction

·  Inner wall construction prevents
tampering with dials and levers
(excludes sTI-9116).

Installation

· Easy and quick installation.

· shipped complete with anchors and
screws.

· Typical working properties of
polycarbonate are -40° to 250°F
(-40° to 121°C).

Options

· Models available for flush and
surface mounted applications.

· spacers available to accommodate
exposed conduit.

sTI THERMOsTAT 
PROTECTOR

PROduCT OvERvIEw
Molded of clear polycarbonate material, these protective covers are recommended 
for areas where abuse to a thermostat exists.  This may include vandalism, accidental 
damage or costly, annoying tampering by employees and guests.  Especially useful 
where thermostats are located in public areas, the covers are easy to install. Holes in the 
frame allow air to circulate freely for proper operation of protected thermostats or energy 
sensors.  An interior wall on the frame prevents objects from entering and tampering 
with the protected thermostat. 

THREE YEAR guARANTEE ON COvER
As all sTI polycarbonate covers, these tough units are backed by a three year guarantee 
against breakage in normal use. The Thermostat Protectors are shipped complete with 
all mounting hardware.

sTI-9110

sTI-9116
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sTI Thermostat Protector
dimensions and Technical Information

MOdELs AvAILABLE
STI-9102 Thermostat Protector, small with 1/4 turn lock - clear
STI-9105 Thermostat Protector, small with key lock - clear
STI-9110 Thermostat Protector, Large with key lock - clear
STI-9115 Thermostat Protector, dome shaped, tamper screws 

and bit - clear
STI-9116 Thermostat Protector, dome shaped, standard 

mounting hardware - clear

Accessories:
KIT-900    Clear, 2” spacer for sTI-9110
KIT-901 Clear, 2” spacer for sTI-9105
KIT-905 Clear, 1 1/4” spacer for sTI-9105
KIT-H18053 Two replacement keys for sTI-9105, sTI-9110
KIT-H19016 Two replacement keys for sTI-9102

wARRANTY
Three year guarantee against breakage of polycarbonate in normal use.
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2" SPACER MUST BE USED ON ALL
SURFACE MOUNTED INSTALLATIONS
(PART #STI 3100)
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COVER AND
LOCK ASSEMBLY
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STI-9110-S (SMOKE)

9110 FRAME
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(STI-9110)

COVER AND
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PRODUCT DIMENSIONS

THE THREE (3) COVER TABS
MUST FACE UPWARD AS SHOWN

(CENTER FRAME OVER EXISTING
THERMOSTAT MARK AND DRILL
(4) 1/4 in. (6.3mm) HOLES AND
COMPLETE ASSEMBLY AS SHOWN.)

VIEW A
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FOR SURFACE MOUNT
STI-9110 AND SUB-900

FOR SURFACE MOUNT

FOR ADEQUATE CLEARANCE
A 2 in. (50mm) DEEP SPACER
MUST BE USED
(ORDER SUB-900)

A SEE VIEW A

19013 SCREW
#10 x 1/2  PHILIPS PAN HEAD
(4) PROVIDED

19033 ANCHOR
(4) PROVIDED

STI-9105

STI-9102

EXISTING THERMOSTAT WITH
DECORATIVE BEZEL

COVER

19049 WASHER (6) PROVIDED

19038 SPANNER BIT
(1) PROVIDED

19036 TAMPERPROOF SPANNER 
HEAD SCREW #8 x 1 1/2 in.
(6) PROVIDED                                                                          

9.37 in.(238mm)

2.87 in.(73mm)

7.37 in. (187mm)

19018 ANCHOR
(6) PROVIDED

STI-9115
STI-9116
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TABS MUST FACE UPWARD.
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FOR ADDTIONAL CLEARANCE A 
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SEE VIEW A ABOVE

A�

STI-9105 (CLEAR)

A

8.2 in.
(207mm)

6.9 in.
(174mm)

6.3 in.
(159mm)

5.6 in.
(141mm)

A

B

B 2.6 in.
(65mm)

3.3 in.
(83mm) 4.9 in.

(126mm)6.2 in.
(159mm)

.9 in.
(23mm)
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SUB SPACER KIT MUST BE ORDERED.

KIT-901 2 in. (50mm) DEPTH
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