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Schneider SmartX Actuators Spring Return Damper
LPElectric Mx41-730x Series Installation Sheet
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Schneider

SmartX Actuators Spring Return Damper
Mx41-730x Series Installation Sheet

24 VAC Transformer
Line | Blk (1) C
24 VAC/DC Transformer J2ovae Volts oy |-+HHRed (2) + Hot
Line | Bik::(1)| Common Line WhtN — it t1)f Neulral Control Signal = E
A e——|-H{Red (2) | + Hot Volts  Bik H —e. &——]jiBlk (2)] Hot 2t010VDC or 4to 20ma+ P * (Wt @ YZ':‘::,"
2t0o10VDC (~) =
Feedback Signal (+) |4510rg (5) U Output,
On/Off 0n/0ff 21010V
21010 VDC (4 to 20 mA with 500 Q resistor)
24 VAC Transformer 24 VAC Transformer (AC Only)
Line —e—— 1 Blk (1)| Common 24 VAC/DC Transtormer VL;:: (=R} Bik (1) | Common
Volts ——1I1{ Red (2)| + Hot Line s [ Ik (1)| Common Iy Red @) | + Hot
Gd :_?_I Volts ?I Red (2)|+ Hot o— -1l wnt @ | v input
Cortro Sgnt +) 4T/ Wht ()Y, mpu position ™ ™ o—(+H wnt (3) ¥ Input & o—-Hl prk (9)] Yatoput
Pnk Y, ) —
“mm“m% |41 Pk (4)] Y input Feedback VDC II org :;: U’Om Mﬁ:g;g,‘;ﬁm |-t 0rg (5) | U Output2 o 10V
|1t Org (5)| U output, 2 to 10v
VDC/mA, PWM* Two-Position Floating Point*
24 VAC Transformer Master
Line 5 1N Bk (1)
Volts | '_L |4 Red (2) +Hot
= | BLK RED PNK Master
210 vDCer ) —® i-H] wht (@) ¥ ioput Black Red Pink Master
| 5) U ¥
e 1) b Negro Rojo Rosado Amo
e Noir Rouge Rosa Maitre
@ Preto Vermelho Cor-de rosa Mestre
e ORG WHT Slave
Total of 1 el Orange White Slave
ot: T "
three MS41- Anaranjado Blanco Esclavo
actuators per 1" | Orange Blanc Esclave
shaft allowed. 1 [ el g
1) 0 () U Output Alaranjado Branco Escravo
YYY [ovow

MS41- Master-Slave

*Requires a programming tool to reconfigure the actuator’s input signal
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Auxiliary Switch Wiring

for Switched

\/\/\/\/\/\ Auxiliary Switch Ratings
RH-s1 Product Switched Version
|H-s2e Voltage 250 Max
rS3-e, 10° Resistive Load | 3.0 A Max
1HH-sa Inductive Load | 0.5 A Max
1 QE_N‘C
opsee e
WARNING: Apply only AC line voltage or
only UL-Class 2 voltage to the terminals
of both auxiliary switches. Mixed or
— - — combined operation of line voltage/safety
Auxiliary Switch Wiring extra low voltage is not allowed.
for NEMA 4
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24 VAC Transformer

Volts _I H2 HTR| | + Hot

Heater Wiring
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