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BT300 Output Ratings

Product Number Output Rating Rated

L wer unmn S sy
BT300-001X2-01X = BT300-001X2-12X | BT300-001X2-12D | 1.0 = 0.75 4.8 FS4
BT300-00152-01X  BT300-00152-12X  BT300-00152-12D | 15 = 1.1 6.7 FS4
BT300-002X2-01X  BT300-002X2-12X = BT300-002X2-12D | 2.0 = 15 8.0 FS4
BT300-003X2-01X  BT300-003X2-12X  BT300-003X2-12D | 3.0 = 22 1.0 FS4
BT300-005X2-01X  BT300-005X2-12X = BT300-005X2-12D | 50 4.0 18.0 FS5
BT300-00752-01X  BT300-00752-12X  BT300-00752-12D | 7.5 = 55 24.0 FS5
208V BT300-010X2-01X  BT300-010X2-12X  BT300-010X2-12D | 100 = 7.5 31.0 FS5
(3-Phase) BT300-015X2-01X  BT300-015X2-12X  BT300-015X2-12D | 150 = 11.0 48.0 FS6
BT300-020X2-01X = BT300-020X2-12X = BT300-020X2-12D | 200 = 15.0 62.0 FS6
BT300-025X2-01X  BT300-025X2-12X  BT300-025X2-12D | 250 = 18.5 75.0 FS7
BT300-030X2-01X = BT300-030X2-12X = BT300-030X2-12D | 30.0 = 22.0 88.0 FS7
BT300-040X2-01X  BT300-040X2-12X  BT300-040X2-12D | 40.0 = 30.0 105.0 FS7
BT300-050X2-01X  BT300-050X2-12X — 500  37.0 140.0 FS8
BT300-060X2-01X  BT300-060X2-12X — 60.0 = 450 170.0 FS8
BT300-075X2-01X | BT300-075X2-12X — 750 | 55.0 205.0 FS8
(3_i3h°;e) BT300-100X2-01X  BT300-100X2-12X — 100.0  75.0 261.0 FS9
BT300-125X2-01X  BT300-125X2-12X — 1250  90.0 310.0 FS9
BT300-00154-01X  BT300-00154-12X | BT300-00152-12D | 1.5 1.1 37 FS4
BT300-002X4-01X  BT300-002X4-12X  BT300-002X4-12D | 2.0 = 15 53 FS4
BT300-003X4-01X  BT300-003X4-12X = BT300-003X4-12D | 3.0 = 2.2 6.2 FS4
BT300-005X4-01X  BT300-005X4-12X  BT300-005X4-12D | 50 = 4.0 10.6 FS4
BT300-00754-01X  BT300-00754-12X  BT300-00752-12D | 7.5 = 55 13.2 FS4
BT300-010X4-01X  BT300-010X4-12X  BT300-010X4-12D | 100 = 7.5 16.0 FS5
BT300-015X4-01X  BT300-015X4-12X  BT300-015X4-12D | 150 = 11.0 23.0 FS5
BT300-020X4-01X = BT300-020X4-12X  BT300-020X4-12D | 200 = 15.0 31.0 FS5
BT300-025X4-01X  BT300-025X4-12X = BT300-025X4-12D | 250 = 185 38.0 FS6
38(‘;‘_’;:;2‘)"’ BT300-030X4-01X = BT300-030X4-12X = BT300-030X4-12D | 30.0 = 22.0 46.0 FS6
BT300-040X4-01X = BT300-040X4-12X  BT300-040X4-12D | 40.0 = 30.0 61.0 FS6
BT300-050X4-01X | BT300-050X4-12X = BT300-050X4-12D | 50.0 = 37.0 72.0 FS7
BT300-060X4-01X = BT300-060X4-12X = BT300-060X4-12D | 60.0 = 45.0 87.0 FS7
BT300-075X4-01X = BT300-075X4-12X = BT300-075X4-12D | 750 = 55.0 105.0 FS7
BT300-100X4-01X  BT300-100X4-12X - 100.0  75.0 140.0 FS8
BT300-125X4-01X | BT300-125X4-12X — 1250 = 90.0 170.0 Fs8
BT300-150X4-01X  BT300-150X4-12X — 150.0  110.0 205.0 FS8
BT300-200X4-01X | BT300-200X4-12X — 200.0  132.0 261.0 FS9
BT300-250X4-01X  BT300-250X4-12X — 250.0  160.0 310.0 FS9
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