
Installation
Easy Clip in Installation on Panel. 

                           

 
 
 
 
 
 
            

 

Easy Clip-in
mounting 

Swivel screw

Panel Thickness : 1 - 3 mm  for self clicking, 
                             1 – 6 mm for swivel screws.
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Electrical Connections

*Note: For Measurement of parameters, Voltage must be present between terminal 2 & 11 for single phase or 3 phase 4 wire network and between
  terminal 2 & 5 or 2 & 8 for 3 phase 3 wire network.

Self Powered Aux External Powered Aux

3 Phase 
4 Wire 
Unbalanced 
Load 

 

 

3 Phase 
3 Wire 
Unbalanced 
Load 

Not Applicable  

1 Phase 
2 Wire 

L1
L2

L3

N

NC

2 5 8 11 1 3 4 6 7 9 13 14

L1
L2
L3

N

NC

13 141 3112

L1
L2

L3

N

2 5 8 11 1 3 4 6 7 9 13 14

L N
AUX

SUPPLY

+ -

2 5 8 1 3

L N
AUX

SUPPLY

7 9 13 14

L1
L2

L3

+ -

L1
L2
L3

N

L N

AUX
SUPPLY

13 141 3112

+ -

Amik 200 /201

Rear Connection

Multifunction Meter 

13
AUX.

IL1 IL2 IL3VL1 VL2 VL3IL1’ IL2’ IL3’ N
1 2 3 4 5 6 7 8 9 11

MODEL : Amik 200
INPUT :500VL-L, 5A/1A, 45-65Hz
AUX SUPPLY :40V-300V AC-DC , 3VA
SR NO : 11/02/3232
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