
SIRCO DC UL98B
Load break switches for photovoltaic applications

from 100 to 2000 A - up to 1000 VDC

Auxiliary contact
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Use

Pre-break and signalling of positions 0 and I:

- 1 to 2 NO/NC auxiliary contacts,

-  1 to 2 low level NO/NC auxiliary contacts.

Electrical characteristics

A300.

NO/NC contact for 3/4 poles

Rating (A) Position AC Type Reference

100 … 1200 1 contact NO/NC 2799 0021
100 … 1200 2 contacts NO/NC 2799 0022
1600 … 2000 1 contact NO/NC 4159

Low level NO/NC contact for 3/4 poles

Rating (A) Position AC Type Reference

100 … 1200 1 contact NO/NC 2799 0121
100 … 1200 2 contacts NO/NC 2799 0122
1600 … 2000 1 contact NO/NC 4159

Terminal screen
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Use

Top or bottom protection against direct contact with terminals or connection parts.

For 3/4 poles

Rating (A) No. of poles Operating principle Reference

100 … 250 3 P top 2798 3021
100 … 250 3 P bottom 2798 8021
100 … 250 4 P top or bottom 2798 4021
400 3 P top 2798 3041
400 3 P bottom 2798 8041
400 4 P top or bottom 2798 4041
600 3 P top or bottom 2798 3060
600 4 P top or bottom 2798 4060
800 … 1200 3 P top or bottom 2798 3120
800 … 1200 4 P top or bottom 2798 4120
1600 … 2000 3 P top or bottom 2798 6122
1600 … 2000 4 P top or bottom 2798 8122

Cage terminals
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Use

Connection of bare copper cables onto the terminals (without lugs).

Rating max 
(A)

Numbrer and size of cables
Max. number 

of connections 
per terminal

Type of 
cable

Quantity Reference

100 … 250 1 conductorr (#6-300MCM) 1 Cu / Al 2 lugs 3954 2020
100 … 250 2 conductors (#4-2/0) 1 Cu / Al 2 lugs 3954 2025
400 1 conductor (#2-600MCM) 1 Cu / Al 2 lugs 3954 2040
400 2 conductors (#6-350MCM) 1 Cu / Al 2 lugs 3954 2041
600 2 conductors (#2-600MCM) 1 Cu / Al 2 lugs 3954 2060
800 … 1200 2 conductors (#2-600MCM) 2 Cu / Al 2 lugs 3954 2060
800 … 1200 2 conductors (#2-600MCM) 3(1) Cu / Al 3 lugs 3954 3060
1600 … 2000 2 conductors (#2-600MCM) 2(2) Cu / Al 2 lugs 3954 2060
1600 … 2000 2 conductors (#2-600MCM) 3(3) Cu / Al 3 lugs 3954 3060

(1)  Order a fan out kit reference 2709 1203 for connecting 3 connectors per terminal (6 in total for the switch).

(2) 2 connectors per terminal with the connection kit 2729 1200.

(3) 3 connectors per terminal with the connection kits 2729 1201 and 2709 1202.

Bridging bars for connecting poles in series
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Use

The bridging bars will make easy the connection of the poles in 
series, allowing the following configurations(1).

Connection diagrams: 
     (1) Other connections: refer to mounting instructions.

Rating (A) Reference

100 2709 0021(1)

250 2709 0025
400 2709 0040(2)

400 2709 0041
600 2709 0062
800 2709 0081
1200 … 2000 2709 0121(3)

(1) from 100 to 200 A: 1 piece per pole in series. For 250 A: 2 pieces per pole in series. 

(2) Compact version with radiator (availability to be confirmed).

(3) For 2000 A: 2 units per pole en series.

si
rc

o
-u

l_
0
1
2
_a

_1
_g

b
_c

a
t

161General Catalogue 2013-2014




