FUSERBLOC UL

Fusible disconnect switches UL and CSA
30 to 800 A

- Motor on-load disconnect

- Protection of industrial
cabinet

Electrical distribution

v

- Improved safety
- High breaking capacity
~ A complet range of functions

fuser-u_005_a

v

IEC 60947-3

~ NFPA79
(2002 Edition)

- UL489,

Guide WJAZ,
file E255272
(Frame size 1 and 2)
- UL98, Guide WHTY,
Function file E201138 sp@,
y ) : " (Frame sizes 3 to 8)
FUSERBLOC UL fusible disconnect switches are heavy duty switches that break and make  CSA22.2 #5

power circuits on and off load. .
The switches employ double break contacts per pole that ensure complete isolation of the fuse gﬁ: g?zi_?%rrldlez} 1561

when the switch is in the "OFF” position. These switches are extremely durable and are tested

and approved for use in the most demanding applications. 33’:3392 6*;4, Class 4651-02,
The TEST position function is enabled with handles with the TEST position. This function tests {;:e E 3t08)

the control circuit auxiliaries without switching the main contacts. It is a simple alternative to a rame sizes 3 to

separately wired push button. () ot (ferce o e
Advantages
Improved safety A complet range of functions
* On load make and break power circuit * Compact footprints.
applications. * Front or side operation.
* Double break by phase. * Flange operation.
* Touch safe covers. * NFPA 79 compliant kits.

* Voltage sensing terminals.
High breaking capacity.
* Up to 200 kA Short circuit rating.
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References
Fusible disconnect
Rating (A)
Fuses
Frame size No. of poles
3P
S 3P + switched
1 neutral
3 P + solid
neutral
3P
S 3P + switched
0 neutral
3 P + solid
neutral
2P
30A
al 3P
4
4p
2P
80 A
J 3P
4
4p
(1) No door interiacking.
#ASo0comecC

Innovative Power Solutions

Switch body

3710 3003

3710 4003

3710 5003

3710 3004

3710 4004

3710 5004

3861 2004

3861 3004

3861 6004

3861 2005

3861 3005

3861 6005

Direct handle

Black
3729 4012

3729 4014

Black
3629 7910

Front external | External right | Shaft external

FUSERBLOC UL

Fusible disconnect switches UL and CSA

handl side handle™ handle
SO type
200 mm
7.9inches
50 type 1405 0620
Black IP65 320 mm
1-0 12 6 inches
1,31, 12 1405 0632
1493011 400 mm
4, 4% 15.7 inches
1490 011 1405 0640
S1 type S1 type
Black IP65 200 mm
1-0 7.9inches
1.38,12 1401 0520
1HF2111 320 mm
4, 4% 12.8 inches
41021 1401 0532
400 mm
15.7 inches
1401 0540
51 type
Black
1-0
1,382 51 type 51 type
Defeatable  Black |- 04, 4X 200 mm
1HF211 141H 6111 7.9 inches
1-0 51 type 1400 1020
4, 4% Red / yellow
Defeatable -0 320 mm
D21 4, 4% 12.6 inches
-0 -Test 1411611 1400 1032
4, 4%
Defeatable
141D 2115

U-type
auxiliary

NFPAT9 kit contacts

3729 4532

1 contact NC
3999 0701

1 contact NO
3999 0702

3729 7540

30 to 800 A

Terminal
shrouds

standard

General Catalog UL/CSA Ed. 1
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FUSERBLOC UL

Fusible disconnect switches UL and CSA

30 to 800 A

References (continued)

Rating (A)
fuses No. of Front external | External right Shaft for
Frame size poles Switch body Direct handle handles side handle™ | external handl
2p 3861 2006
60 A
1] 3P 3861 3006
b
4p 3861 6006
2p 3861 2010
100 A S2 type
Black 52 type
J 3P 3861 3010 e ik St type
5 -0 200 mm
4p 3861 6010 [;ef:i:}a:fe 4 A% 7.9 inches
Black 142F 2111 142H 6111 1400 1020
3629 7910
2p 3861 2020 S 320 mm
200 A : ?g Rled[; gel&w 12 6 inches
Al P 3861 3020 4, 4X Defeatable 1421 5:111 1400 1032
6 142D 2111
4p 3861 6020
2p 3851 2038
400 A
J 3p 3851 3038
5
4p 3851 6038
2p 3850 2060
600 A
J 3P 3850 3060 S3 type S3 type
8 Black 200 mm
AP 2850 6060 -0 7.9inches
Black 1,3R, 12 1400 1220
3859 6011 Defeatable
2p 3850 2080 143F 3111 320 mm
800 A 4, 4X Defeatable 12.6 inches
L 3p 3850 3080 1430 3111 1400 1232
8
4p 3850 6080
(1) No doar interlocking.
Accessories
Electronic fuse operation indication (FMD)
Use Principle
For fuse cartridge BS88, DIN and UL. The FMD detects fuse operation using a bistable
relay and a signaling LED.

References

For FUSERBLOC 63 to 1250 A - size 000 to 4
Operating voltage

Nb of leds
1

1

S

3

Accessories

Kit for connection accessones

Kit for connection accessonies

Relay characteristics

Rating (A)
63 ... 1250

120 - 260 VAC
380 - 890 VAC
120 - 260 VAC
380 - 890 VAC

Standard
Door mounted

Reference
3899 1120
3899 1380
3899 3120
3899 3380

Reference
38199120
38299120

Relay operating current L. (A)

AC-15
25HA

General Catalog UL/CSA Ed. 1

DC-13
02

It can be mounted on a DIN rall, a back plate, next
to the FUSERBLOC, or on the door.

NFPAT9 kit

acoes_319 a

3729 7540

3729 7544

3729 7552

1-led version

U-type
auxiliary Terminal
contacts shrouds
standard
3898 2020
3898 3020
1 contact type
NC 3898 4020
3999 0701
1 contact
CoeCtYPE | 3598 2040
3999 0702
3898 3040
3898 6040
a2
3898 2080
3P
3898 3080
4P
3898 4080
1 l, [ 5
| : | M
§ o
INET
3-leds version
A SocomecC
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NFPA79 accessories
Flange handle for flange operation

Use
Meets both ULS08A and NFPAT9 requirements.
The handle will operate the switch by cable or rod.

Rating (A) [ Type [ Nema type

30 ... 200 Standard handle 1.3.3R, 4,12

30 ... 200 Chrome plated handle 1,3,3R, 4, 4%, 12
(1) Defeatable handie.

Cable operator

Use

Link between the flange handle and the switch, please order the flange handle,

the mechanism and a cable length of your choice.

Rating (A) ' Description
&2l | R SRS
Cable length (inches) Cable length (mm)
36 Q00

80 1500

120 3000

Rod operator

Use

Link between the flange handle and the switch. The rod flange is an
economical solution, please order the flange handle and a rod kit.

Rating 30 ... 200 A

For h e depth (inches) : For enclosure depth (mm)

NFPA79 "Through the door" kit

Use

Meets both ULS08A and NFPAT9 requirements.

Allows retrofitt of your installations for ratings from 30 to 800 A.
Please order an S-type external handle separately.

Rating (A)
CD 30, frame 1 - 2
30 ... 200, frame 310 6
400, frame 7
~ 600 ... 800, frame 8

~ASocomec
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FUSERBLOC UL

Fusible disconnect switches UL and CSA
30 to 800 A

‘él
Reference g
3729 90020 ?:
3729 90030 §

2
’
L
i
siron_247_a_1_cat

Reference | »

3729 9903

Reference
3729 9992
37299993
3729 9994

b1

uld

ul043 8

Reference
3720 9904

Reference
3729 4532
3729 7540
3729 7544
3729 7552

General Catalog UL/CSA Ed. 1

93



94

FUSERBLOC UL

Fusible disconnect switches UL and CSA
30 to 800 A

Accessories

Direct handle

Rating (A)

CD 30
CD 30

600 ... 800

External handle

Use

The locking function of the front external
handle prevents the user from opening the
door of the enclosure when the switch is in

the "ON" position, and when the switch is

padlocked in the “OFF” position (31, 52, 53
and S4 type handles only).

Front operation
Handle
Rating (A) |Frame size| type
CD30 1 S0
CD30 1 50
CD 30 1 50
CD30 1 S0
CD30...60 34 51
CD30...60 3/4 51
CD30...60 34 51
CD30...60 34 1
CD30...60 3/4 51
CD30...60 34 51
60 ... 200™ 5/8/7 52
60 ... 200™ 5/8/7 52
60 ... 400 5/8/7 52
60 ... 400 5/8/7 52
60 ... 400 5/8/7 52
60 .. 400 5/8/7 52
600 ... 80O 8 53
800 ... 80O 8 53
600 ... 80O 8 53
600 ... 80O 8 53
{T) No test position on 400 A.
Right side operation
Frame | Handle
Rating (A) size
30 .80 34 S1
30 .60 3/4 51
100 ... 400 | 5/&/7 52
100 ... 400 | 5/8/7 s2
8600 ... BOO 8 53
600 ... BOO 8 53

Nema type

1,3R, 12
1,3R, 12
4, 4X
4,4
1,3R, 12
1,3R, 12
4,4%
4,4
4, 4%
4,4
4,4
4,4
1,3R, 12
1,3R, 12
4, 4X
4,4
1,3R, 12
1,3R, 12
4, 4%
4,4%

type | Nema type

4,4x
4,4x
4,4
4,4x
4,4x
4 4x

JIL

(VG C

Reference
3729 4012
3729 4014
3629 7910
3859 6011

Opening the door when the switch is in the
"ON" position is possible by defeating the
interlocking function with the use of a tool
(authorized persons only).
The interlocking function is restored when
the door is re-closed.

Standard
Test Handle color = Reference
1-0 Black 1493 01M
1-0 Red/Yellow 1494 01M
1-0 Black 149D 0111
-0 Red/Yellow 149E 0111
-0 Black 14F21M
-0 Red/Yellow 6211
-0 Black 41D 2m
-0 Red/Yellow 1HE21M
1-0-Test Black 141D 2115
1-0-Test  Red/Yellow 141E2115
1-0-Test Black 1420 2115
|-0-Test Red/Yellow 142E 2115
-0 Black 142F 211
-0 Red/Yellow 1426211
-0 Black 1420 2111
-0 Red/Yellow 142E21M
-0 Black 143F 311
1-0 Red/Yellow 1436311
1-0 Black 1430 3111
-0 Red/Yellow 143E3111
Standard
Test Handle color Reference
1-0 | Black 141H611
1-0 Red/Yellow 14116111
1-0 Black 142H 6111
1-0 Red/Yellow 14216111
1-0 Black consult us
I-0 Red/Yellow consult us

General Catalog UL/CSA Ed. 1

Heavy duty

Reference

141D 291
1HE2911

142D 2911
142E 2911

143D 3911
143E 3911

Heavy duty
Reference
141H 6911
14116911
142H 6911
14216911
consult us
consult us

\

acoes_147_a_2 cat

: ﬂ
-
acoes_261_a

il
=)

§I
wl
QI
o
RI
!

S0 type handle
w®
9
E:I
g
1

51 type handle

Y
\]

§I
E:I
1
3
o

52 type handle
?I
i
o
1

53 type handle

ASocomec
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FUSERBLOC UL

Fusible disconnect switches UL and CSA
30t0 800 A

S-type handle raiser

Use Dimensions

Enables S-type handles to be fitted in place Increases distance to door by 12 mm.
of existing older style SOCOMEC handles.

Adapter can also be utilized as a spacer to

increase the distance between the panel

door and the handle lever.

‘él
Handle color Pack qty External degree of protection (IP) Reference ';:
Black 10 IP65 1493 0000 g
Alternative color S-type handle cover
Use
For single lever handleS-type 51, 52, S3 and double lever handle, type S4.
Other colors: please consult us.
Handle color Pack qty Handle Reference §|
Light grey 50 52, 53 type 1401 0001 o
Dark grey 50 52, S3type 1401 0011 =
Light grey 50 S4 type 1401 0031 §
Dark grey 50 54 type 1401 0041
Shaft for external handle
Use
Standard lengths: Other lengths: please consult us.
-7.9in/200 mm, 3

-12.6in/ 320 mm,
-15.7 in / 400 mm.

ao0as_145

Di ions Dimensi Length | Length

Rating (A) X (in) X {mm) Handle type = (inches) (mm) Reference

CD30 402 0865 102 . 245 S0 79 200 1405 0620

cD30 402 1437 102 ... 365 S0 126 320 1405 0632 ?.
cD30 402 1752 102 .. 445 S0 157 400 1405 0640 %l
cD30 402 9865 102 . 245 51 79 200 1401 0520 S
cD30 402 1437 102 ... 365 S 126 320 1401 0532 §
cD30 402 1752 102 .. 445 S 15.7 400 1401 0540

30 100 53906 135 230 s2 79 200 1400 1020

30 100 53 ..2087 135 . 530 s2 19.7 500 1400 1050

200 57 ...906 145 . 230 s2 79 200 1400 1020

200 57 ..2087 145 530 s2 19.7 500 1400 1050

400 787 ...1024 200 ... 260 s2 79 200 1400 1020 L]

400 787 .92 200 ... 560 52 19.7 500 1400 1050 ?.
30 100 53..1378 135 . 350 s2 12.6 320 1400 1032 3
200 57 ..1378 145 350 s2 12.6 320 1400 1032 &
400 787 .. 1496 200 ... 380 s2 12.6 320 1400 1032 X §
30 100 53 ..16.93 135 . 430 s2 15.7 400 1400 1040

200 57 ...1693 145 430 s2 15.7 400 1400 1040

400 7.87 ...181 200 ... 460 s2 15.7 400 1400 1040

600 . 800 1063 .. 11.97 270 ... 304 53 79 200 1400 1220

600 _. 800 1063 . 16.69 270 ... 424 s3 12.6 320 1400 1232

600 . 800 1063 . 19.84 270 ... 504 s3 15.7 400 1400 1240

600...800 | 1063..2378 270 ... 604 s3 19.7 500 1400 1250

~AsocomecC General Catalog UL/CSA Ed. 1 95
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FUSERBLOC UL

Fusible disconnect switches UL and CSA

30 to 800 A

Accessories (continued)

Shaft guide for external handle

Use

This accessory enables handle to engage shaft with a misalignment of up to 15 mm.
Required for a shaft length over 400 mm for S1 to S3 handles and for a shaft

from 320 mm for SO handle.

Description
Shaft guide for S1 to S3 handles
Shaft guide for SO handle

U-type auxiliary contacts

Use
U-type AC can be configured to be
operated on both, standard and TEST
position switches from CD 30 to 800 A.
Each slot can accommodate up to
2 interlocked ACs.
- For CD 30A/CC, a maximum of 4 ACs
(8 with an additional holder),
- For CD 30A/J, maximum 2 ACs
(6 with an additional holder),
- For 30 to 200A/J, maximum 4 ACs,
- For 400 to 800A/L, maximum 8 ACs.

Reference
1429 0000
1419 0000

Electrical characteristics

ABOO.

When FUSERBLOC is front operated, ACs
are prebreak and signaling position | and 0.
When FUSERBLOC is side operated, Acs
are signaling positions | and 0

NO auxiliary contacts

Rating (A) Number of contacts Reference
CD 30 ... 800 3999 0701

NC auxiliary contacts

Rating (A) Number of contacts Reference
CD30... 800 3999 0702
Contact holder for additional auxiliary contacts

Rating (A) Fuses Reference
CD30 3999 0710
CD 30 3999 0710

S-type auxiliary contacts

Use

Side operated auxiliary contacts for
FUSERBLOC 30 to 400 A, position OFF
and ON signalled by 1 to 4 NO + NC
auxiliary contacts.

NO+NC auxiliary contacts

Electrical characteristics
AB00/D600.

S-type auxiliary contacts are signaling
position | and 0.

Rating (A) Number of contacts Reference

General Catalog UL/CSA Ed. 1

3999 Lo41
3999 U042

acoms 260_a 2_cat

acoes 056_a 1 _cat

acces 043 8 1 _x cat

\
LY
LT
\I st
L %
acces 061_a 1 cat

aooes 083 a1 _cat

ASocomec
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Terminal shrouds

Use

FUSERBLOC UL

Fusible disconnect switches UL and CSA

Top or bottom protection against direct contact with terminals or connection parts.
2 sets required to fully shroud both line and load terminals.

Front and side operation
Rating (A)
30 ... 100
200

200

200

400

400

400

600 ... BOO
600 ... 80O
600 ... 800

(1) Top or bottom. (2] Line side delivered as standard.

Terminals lugs

Use
Connection of cables to the terminals.
Rating (A) Wires range No wires per lug
CD 30 #14-#10 1
30 #14-#10 1
30...60 #10-#6 1
60 ... 100 #12-#1 1
200 #6 - 300MCM 1
200 #6 - 300MCM 1
200 #6 - 300MCM 1
400 #2 - BOOMCM 1
400 #2 - BOOMCM 1
400 #2 - BOOMCM 1
400 2 x [#6 - 350 MCM) 2
400 2 x (#6 - 350 MCM) 2
400 2 x (#6 - 350 MCM) 2
600 ... 8OO 2 x (#2 - B0OMCM) 1
600 ... 80O 2 x (#2 - B0OMCM) 2
600 ... B0O 2 x (#2 - 60OMCM) 2
Solid links
Rating (A) Fuses
100 J
100 d
200 J
200 J
400 4
400 J
600 ... 80O JIL
600 ... 80O J/L

Class T fuse adapter

Use

No. of poles

2/3/4 P
2P
3P

Lugs per kit

B =S - T SR o T R o T S Ty

Wires
Cu
Cu
Cu
Cu

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

Cu/Al

No of links per kit

3

N R SN R S

Reference!
as standard
3898 2020
3898 3020
3898 4020
3898 2040
3898 3040
3898 6040
3898 2080

3898 40802

Reference
as standard
as standard

as standard
3954 2020
3954 3020
3954 4020
3954 2040
3954 3040
3954 4040
3954 2041
3954 3041
3954 4041
3954 2060
3954 3060
3954 4060

Reference
3799 9010
3799 8010
3799 9020
3799 8020
3799 9040
3799 8040
3799 9080
3799 8080

The adapter makes it possible to fit class T fuses in the FUSERBLOC fuse switches.

Rating (A) Size Class T fuse (in/mm) No. of poles
100 234/595 3P
200 248/83 ap
400 271/89 ap
600 295/75 3ap
800 3.17/805 ap
100 2.34/595 4P
200 248/83 4P
400 271/869 4P
600 295/75 4p
800 3.17/805 4P

ASocomec
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Reference
3729 8010
3729 8020
3729 8040
3729 8060
3729 8080
3729 9010
3729 9020
3729 9040
3729 9060
3729 9080

30to 800 A

|
[. §I
£ 1
Lo A o ]
| &0 T .
= R— - -a 3
- 1 '“__'-:
[~ | '
:I
>

)
fuserul 013_a_1_cat

_1_cat

fuser-ul_014

General Catalog UL/CSA Ed. 1
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FUSERBLOC uL

Fusible disconnect switches UL and CSA
30 to 800 A

Characteristics according to UL98/CSA22.2 #4

CD 30 to 800 A

Characteristics UL and CSA CD 30A® | CD 30AP
Short circuit rating at 600 VAC (kA) 100 100
Type of fuse CcC Al
Max. fuse rating (A) 30 30
Max. motor hp / FLA 3 ph motor max.
220-240 VAC 75722 75/22
440-480 VAC 15/21 15/21
800 VAC 20/22 20/22
125 VDG 3/25 3/25
250 VDC® 5/20 5720
Mechanical endurance
Endurance (number of operating cycles) 10 000 10 000
Operating torque {lbs.in/Nm) 31/35 31/35
Connection
Min. connection cross-section/ (mm?)@ #14 #14
Max. connection cross-section/ (mm?® #10 #10
(7) 2 pole in series.
(2) 3 pole in series.
(3) UL 489/C5A22.2 #5.
Dimensions (in/mm)
CD 30 A/ CC - Frame size 1
H
%Z_
|
o
A it I 2
T :)
AR :
i
o
— o
o
H1
Rating (A) / Fuse Unit F H
COOACe in 378 328
mm 96 835

General Catalog UL/CSA Ed. 1

60A

200
J
60

15742
30/40
50/52
3/26
10738

10000
71/8

#10
#2/0

100A
200
J
100

30/ 80
B80/77
w177
751758
20/38

10 000
71/8

#10
#2/0

200A
200
J
200

60 /154
1257156
150 /144
15/112
40/140

8000
90/10.2

#06
300MCM

400A 600A 800A
200 200 200
& il L
400 600 800
1257312 200/480 | 200/480
250 / 302 500/590 | 500 /590
350/ 336 500/472 | 500/472
20/148
50/173
6000 5000 5000
150/17 586/66.2 586/66.2
#2or2x #6 2x#2 2x#2
BOOMCM or
2 x 350MCM 2 x B00OMCM 2 x 600MCM

30A 60A
200 100
J J
30 60
75/22 | 15742
15/21 | 30740
20/22 | 50/52
3/95 | 3/25
5/20 | 10/38
10000 | 10000
71/8 71/8
#10 #0
#6 6
3 =z
Switch body
H1 J
519 147
132 375

0.59
15

fuser_655_a 1 _x_cat

Switch mounting Connection

N N1 AA z
313 1 4.56 1.12
795 2556 116 28.5

“SocomecC
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FUSERBLOC UL

Fusible disconnect switches UL and CSA

30 to 800 A
CD 30 A/ J - Frame size 2
H F
1
#_ J TJ
[ | [ 10 1 |
] 3 ] |
] ] i
o ] ] z
fi
= D I ? i
&@ ¥ z| |[DO0o0O0g
[+] ] ] S 8
] ] 5
] ] L
] ]
] S ]
4 =r i i |
_J u S| ]:D'I]'l]]
Switch body Switch mounting Connection
Rating (A) / Fuse Unit F H J J1 N N1 AA z
oA in 413 3.89 147 0.59 3.30 1 456 112
mm 105 o9 375 15 84 255 116 285

5.87
149.3 4.84
123
1.41 1.46 1.41
36 7.2 36
[E :3,: i_,] r (o) 1 B =
= ©\
0000 | 0000 | 0000
0000 | oooo | cooo 5
88813 | 8388 | 8288 © f=
8|8 Sl | booo | oooo | cooo @ 0 5
s~ <|© | oooo | oooo | booo
0000 | cooo | cooo O i
0000 | cooo | cooo -
0000 | oooo | ocooo )
0000 | oooo | ocooo ®
|
Tl
N l _l (=T, ||
Mote for width -

For 2 pole device decrease overall width by 1.41 in / 36 mm.
For 4 pole device increase overall width by 1.41 in / 36 mm.

~AsocomecC General Catalog UL/CSA Ed. 1
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FUSERBLOC uL

Fusible disconnect switches UL and CSA
30 to 800 A

Dimensions (continued)
60 to 100 A/ J - Frame size 5

fuser-ul_002_a_1_x_cat

fuser-ul_003_a_1_x_cat

5.87 4.81
149.3 1.41 122.2
1.41 1.46
36 37.2
1]
Uy | [
H oooo | oooo | oooo || [
Doon | oooo | oooo ||@m @
OoOooo | Oaoo | dooo i1
OOOoo | Ogoo | oooo
i - o OOoOoo | Ogoo | oooo
© o™ el DOoOoo | Ogoo | ooobo
™
cr st o2 (OoED| EoEE | EEEE ©
0OOoOoo | Oopoo | ooobo
OOoOoo | Oopoo | oooo
OOoOoo | Ogpoo | oooo
EDDDD OOooo | oood
OOooo |y Oooo ( oooo
M
Note for width :
For 2 pole device decrease overall width by 1.41 in / 36 mm.
For 4 pole device increase overall width by 1.41 in / 36 mm.
200 A/ J - Frame size 6
7.72
196.2
6.61
168
; 6.18
157
[0
L]
ooooaa | oooooo | booooo f L]
oooooo | oooooo | ocooooo || =
gooooo | oooooo | 0ooooo (gl | i
goooaa | oopooo | booooo (&
oooood | oooooo | oooooo o
e ol ol nlp €2
ooooao | booooo | booooo QO ™ © @ —~lo
ooooodd | oooooo | oooooo Wi V- ~T N

goooDgd | DODbgdo | bogdoo
oonoood | ohoodo | boodoo
oooooo oonoooo oooooo
gooogd | oOo0gdo | Dogdoo
oonobad | obhoodo | boodooD
oooood oonoooo oooooo
OoDood | D0D0000 | DO0000 /S

(B EGE

in
oy

5.11 1.96
130 50

Note for width:
For 2 pole device decrease overall width by 1.96 in / 50 mm.
For 4 pole device increase overall width by 1.96 in / 50 mm.

General Catalog UL/CSA Ed. 1 ‘.socomec
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400 A / J - Frame size 7

180

7.5

. 101.25

202.5

101.25

390

Note for width:
For 2 pole device decrease overall 3 pole width by 2.59 in / 66 mm.

600 to 800 A / J - Frame size 8

min 10.43
min 265
9.84
250
6.10 |
155

,!0.27

7

90

300 go7| 3.54

11.81

14.96
380

Note for width:
For 2 pole device decrease overall 3 pole width by 3.7 in / 94 mm.

#sSocomecC
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259 (3P) - 325 (4P)

FUSERBLOC UL

Fusible disconnect switches UL and CSA
30 to 800 A

198 (3P) - 264 (4P) |

75

240

r’f'\\ I/('\

194

209

75

24.9

66 83

fix 11.18 (3P) - fix 14.88 (4P)

fix 284 (3P) - fix 378 (4P)
2.56

3.36

85.5

0.43| | 11 |

ﬂr! Il |:i|

134

[niamiin

11.81

300

10.23
260
fix 9.84

fix 250

<]
126.5

A, R

g |

34
r*'-"-n—T

W
| — — 7
(T

e T

]
]
]

3.36
85.5

@0.51

@13

A
L _HE-

Iﬂlgss

9

18.54

471

2

51 37 | 37
Y94 " 94

14.33 (3P) - 18.03 (4P)

364 (3P) - 458 (4P)

General Catalog UL/CSA Ed. 1

fugerd 004 ¢ 1 _x cat

fuser_631_b_1_gb_cat

101



FUSERBLOC UL

Fusible disconnect switches UL and CSA

30 to 800 A

Dimensions (continued)

30 to 400 A
Front direct handle

1.57

Fﬁ‘

1.79

600 to 800 A
Front direct handle

2.36

58 ? & 5
9= 4 2
8 s
?I g|
335 |
85
External handle dimensions (in/mm)
CD 30A-Frames 1/2
Front operation Side operation
Handle type Direction of operation Direction of operation Door drilling
S0 type
With 4 fixing screws

o I
37

?E

231

053
135
,_\
\

2225

CD30toc60A-Frames1/2/4

Front operation Side operation™

Handle type Direction of operation Door drilling Direction of operation Door drilling

S1 type
1
i

23.07 i

@78 !
0
(1) Not for frames 1 and 2.
102 General Catalog UL/CSA Ed. 1 ssSsSocomecC

Innovative Power Solutions

fuser-ui_015_a_1_gb_cat

fuser-u_015_b_1_go_cat



FUSERBLOC UL

Fusible disconnect switches UL and CSA

30 to 800 A
External handle dimensions (in/mm)
6010 400 A-Frames5/6/7
Front operation Side operation
Handle type Direction of operation Door drilling Direction of operation Door drilling
52 type |
5 i

11
@3.07 A

11

D78\ H

600 and 800 A - Frame 8

Front operation
Handle type Direction of operation Door drilling
S3 type |
@3.07 S
a7rs %()
A o 4%}3
\ 11
11
i
i
Terminal lugs (in/mm)
200 A 400 A 400 A 600 to 800 A
Al D 5135 288 e ]? i
S I R N == ey
S 28 0.63 13.46 2102
045 715 15.88 - @ 35105
1.52 o11.6 -
888
E: g @1 g
3: ?: 3-0_559/ f‘:
— 3 A de £ 02sS £ SR
va & = 3= 3 B-5 S
D: ol = ] g [ g 1
300 kemil 600 kemil 2 % 350 kemil 2 % 600 kemil max
“Socomec General Catalog UL/CSA Ed. 1

Innovative Power Solutions

fuser-u_016_b_1_gh_cat

fuser-u_017_b_1_gb_cat

sirco_116_b_1_us_cat
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