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DSA500A 5 Function Digital Snap-Around

• 400 Amp non-contact current reading
• Data hold capability to maintain reading on display
• Auto power off functionality to save battery life
• Compact lightweight design
• Includes convenient carrying case
• Operates from (2) AAA batteries

DSA500A Range Accuracy Resolution Overload Protection
DC Voltage 400/600V 1.5% 100mV 720VAC/DC
AC Voltage 400/600V 2% 100mV 720VAC/DC
AC Current 40–400 2% 10mA 480A
Resistance 400/4000Ω 2% 100mΩ 300VAC/DC

Cont Buzzer 0–600 Ohms Buzzer Sounds @ 100 Ohms or less

CAT Rating II 600, III 300V AC – – –

Compact Design

Measure
Panel Voltage

Measure
Outlet Voltage

Clamp Meters

Includes Carrying Case

DSA660A 7 Function Digital Snap-Around

• 600 Amp non-contact current reading
• Integrated non-contact voltage detection
•  Min/Max function to hold either minimum reading or  

maximum reading on the display
• Data hold capability to maintain reading on display
• Duty cycle
• Auto power off functionality to save battery life
• Includes convenient carrying case
• Operates from (2) AAA batteries

DSA660A Range Accuracy Resolution Overload Protection
DC Voltage 600mV/6/60/600V 1% ±3dgt 100µV 720AC/DC
AC Voltage 6/60/600V 1.3% ± 4dgt 1mV 720AC/DC
AC Current 600A 1.5%rdg ± 5dgt 100mA 720AC

Resistance 600/6K/60K/ 
600K/6M/60MΩ

1% ±5dgt (600~6MΩ) 
5% ±8dgt (6M~60M) 100mΩ 600AC/DC

Frequency 10/100/1000/10K 0.5% – –
Diode Test 3 – – –
Cont Buzzer 0–600 Ohms Buzzer Sounds @ 100 Ohms or less
CAT Rating IV 600 – – –
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