Product data sheet

Characteristics

XALD321S1H7

PUSH BUTTON ENCLOSURE 600VAC 10A

XALB SP

Product availability : Stock - Normally stocked in distribution facility

a{ Green
N Premium”

Main

Range of product Harmony XALD

Product or component type Complete control station
Device short name XALD

Product destination

For XB5 @ 22 mm control and signalling units

Control station application

Three functions

Colour of base of enclosure

Light grey RAL 7035)

Colour of cover

Dark grey RAL 7016)

Material

Polycarbonate

Operator profile

Control station composition

3 flush push-buttons
1 flush push-button

Complementary

Cable entry 2 knock-outs for cable entry 0.55 in (14 mm)
2 knock-outs for Pg 13 cable gland and ISO M20 0.47 in (12 mm)
Net Weight 0.66 Ib(US) (0.299 kg)

Resistance to high pressure washer

1015.26 psi (7000000 Pa) 131 °F (55 °C) 0.1 m

Mechanical durability

5000000 cycles

Connections - terminals

Tightening torque

Screw clamp terminals, <= 2 x 1.5 mm? with cable end EN/IEC 60947-1
Screw clamp terminals, >= 1 x 0.22 mm? without cable end EN/IEC 60947-1

7.08...10.62 Ibf.in (0.8...1.2 N.m) EN/IEC 60947-1

Shape of screw head

Cross Philips no 1
Cross pozidriv No 1
Slotted flat @ 4 mm
Slotted flat @ 5.5 mm

Contacts material

Silver alloy (Ag/Ni)

Short-circuit protection

10 A cartridge fuse gG EN/IEC 60947-5-1

* Price is “List Price” and may be subject to a trade discount — check with your local distributor or retailer for actual price.
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



[Ith] conventional free air thermal
current

10 A EN/IEC 60947-5-1

[Ui] rated insulation voltage

600 V 3)EN/IEC 60947-1

[Uimp] rated impulse withstand voltage

6 kV EN/IEC 60947-1

[le] rated operational current

6 A 120 V, AC-15, A600 EN/IEC 60947-5-1

3 A 240V, AC-15, A600 EN/IEC 60947-5-1
1.2 A 600V, AC-15, A600 EN/IEC 60947-5-1
0.55 A 125V, DC-13, Q600 EN/IEC 60947-5-1
0.27 A 250 V, DC-13, Q600 EN/IEC 60947-5-1
0.1 A600 V, DC-13, Q600 EN/IEC 60947-5-1

Electrical durability

1000000 cycles, AC-15, 2 A 230 V 3600 cyc/h 0.5 EN/IEC 60947-5-1 appendix C
1000000 cycles, AC-15, 3 A 120 V 3600 cyc/h 0.5 EN/IEC 60947-5-1 appendix C
1000000 cycles, AC-15, 4 A 24 V 3600 cyc/h 0.5 EN/IEC 60947-5-1 appendix C
1000000 cycles, DC-13, 0.2 A 110 V 3600 cyc/h 0.5 EN/IEC 60947-5-1 appendix C
1000000 cycles, DC-13, 0.5 A 24 V 3600 cyc/h 0.5 EN/IEC 60947-5-1 appendix C

Electrical reliability

N < 10exp(-6) at 5 V and 1 mA conforming to EN/IEC 60947-5-4
N\ < 10exp(-8) at 17 V and 5 mA conforming to EN/IEC 60947-5-4

Environment
Protective treatment

TH

Ambient air temperature for storage

-40...158 °F (-40...70 °C)

Ambient air temperature for operation

-40...158 °F (-40...70 °C)

Electrical shock protection class

IP degree of protection

Class Il conforming to IEC 60536

IP66 IEC 60529
1P69

IP69K

P67

NEMA degree of protection

NEMA 13
NEMA 4X

IK degree of protection
Standards

IKO3 EN 50102

EN/IEC 60947-5-4
EN/IEC 60947-1

EN/IEC 60947-5-5
EN/IEC 60947-5-1

Vibration resistance

5gn 12...500 Hz)IEC 60068-2-6

Shock resistance

30 gn 18 ms) half sine wave acceleration IEC 60068-2-27
50 gn 11 ms) half sine wave acceleration IEC 60068-2-27

Ordering and shipping details
Category

22475 - WALL STATIONS

Discount Schedule CS2

GTIN 00785901579212
Package weight(Lbs) 0.66 Ib(US) (0.30 kg)
Returnability Yes

Country of origin FR

Offer Sustainability

Sustainable offer status

Green Premium product

REACh Regulation

REACHh free of SVHC

Yes

EU RoHS Directive

Toxic heavy metal free

Pro-active compliance (Product out of EU RoHS legal scope)

Yes

Mercury free

Yes

RoHS exemption information
China RoHS Regulation

Environmental Disclosure

Circularity Profile



http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=6702032&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6702032&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6702032&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=6702032&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1806010EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1806010EN

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins.

Contractual warranty

Warranty 18 months






