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Panels

Back  
Panels
Mount electrical and  
electronic devices inside
Stahlin traditional sized back panels allow for the 
mounting of electrical and electronic devices inside an 
enclosure. Stahlin back panels are available in a variety  
of materials, in standard industry footprints.

CATALOG 
SUFFIX MATERIAL GRADE FINISH MISC.

AL Aluminum 3003 H14 None

SS Stainless Steel 304 None

FG Fiberglass UL94-V0

CS Carbon Steel 1008/1010 Painted 
White Enamel
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Note: Available for all product families unless otherwise specified.
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Technical Data Panels

Panels

Back Panels – Starke Series
CATALOG  
NUMBER BA BB BK BL BT(P) PANEL TYPE HOLE DIA. # OF HOLES

BPS0605P 1.89  
(48)

1.61                  
(41)

1.50                 
(38) N/A                  0.06                 

(1.5) Flat 0.14                 
(3.5)

4                 

BPS0808P 2.83  
(72)

2.76                 
(70)

2.28                 
(58)

2.28                 
(58)

0.06                 
(1.5) Flat 0.17                 

(4.3)
10                 

BPS1280P 4.33  
(110)

2.76                 
(70)

3.23                 
(82)

2.28                 
(58)

0.06                 
(1.5) Flat 0.18                 

(4.5)
10                 

BPS1680P 5.91  
(150)

2.76                 
(70)

4.80                 
(122)

2.28                 
(58)

0.06                 
(1.5) Flat 0.18                 

(4.5)
10                 

BPS2080P 7.48  
(190)

2.76                 
(70)

6.38                 
(162)

2.28                 
(58)

0.06                 
(1.5) Flat 0.18                 

(4.5)
6                 

BPS1212P 4.41  
(112)

4.33                 
(110)

3.31                 
(84)

3.86                 
(98)

0.08                   
(2) Flat 0.18                 

(4.5)
4                 

BPS1612P 5.94  
(151)

4.41                 
(112)

4.70                 
(120)

3.56                 
(91)

0.08                   
(2) Flat 0.19                 

(4.8)
4                 

BPS2012P 7.44  
(189)

4.29                 
(109)

6.30                 
(160)

3.54                 
(90)

0.08                   
(2) Flat 0.18                 

(4.5)
4                 

BPS2412P 9.06  
(230)

4.33                 
(110)

7.91                 
(201)

3.86                 
(98)

0.10                 
(2.5) Flat 0.18                 

(4.5)
4                 

BPS2015P 7.52  
(191)

5.59                 
(142)

6.28                 
(160)

4.65                 
(118)

0.08                   
(2) Flat 0.20                   

(5)
4                 

BPS3415P 11.65  
(296)

5.39                 
(137)

8.66                 
(220)

4.41                 
(112)

0.10                 
(2.5) Flat 0.18                 

(4.5)
4                 

BPS1616P 5.94  
(151)

5.20                 
(132)

5.43                 
(138)

4.78                 
(122)

0.10                 
(2.5) Flat 0.18                 

(4.5)
4                 

BPS2416P 9.06  
(230)

5.91                 
(150)

7.93                 
(202)

5.43                 
(138)

0.10                 
(2.5) Flat 0.19                 

(4.7)
4                 

BPS2516P 9.53  
(242)

5.98                 
(152)

8.33                 
(212)

5.04                 
(128)

0.10                 
(2.5) Flat 0.19                 

(4.7)
4                 

BPS3620P 13.58  
(345)

7.44                 
(189)

11.81                 
(300)

4.61                 
(117)

0.10                 
(2.5) Flat 0.26                 

(6.5)
4                 

BPS3023P 11.42  
(290)

8.64                 
(220)

10.04                 
(255)

7.80                 
(198)

0.10                 
(2.5) Flat 0.20                   

(5)
4

Caution: Metric units are for reference, do not convert. 




