
27A R M O R ED C A B L E/FL E X I B L E M E TA L L I C CO N D U IT FIT TI N G S

—
Duplex clamp-type connector – die-cast zinc

—
Insulated

—
Snap-in connector for flexible metal conduit – 105° C rated

—
Snap-in connector for flexible metal conduit – 105° C rated

Cat. No.
Conduit Size

(in.)
KO Size

(in.)
Unit
Qty.

Std. 
Ctn.

100-TB 3 ⁄8 1 ⁄2 50 500

100BP 3 ⁄8 1 ⁄2 250 1,000

Cat. No.
Fits Standard

Cable Range Unit Size Qty.
Std. 
Ctn.

IT100 SC 14/2–14/3–12/2 0 100 100

IT-101 14/4–12/3–6/1–4/1 1 100 35

IT-102 12/4–10/2–10/3–2/1 2 50 50

IT-103 10/4–8/2–8/3–1/1 3 50 50

IT-104 8/4–6/2–6/3–4/2–4/3–6/4 4 50 50

Note: For die-cast armored cable/flexible metallic conduit fittings and combination fittings, see Steel City® Die-Cast Conduit Fittings, pages 33-35.

—
Armored cable/flexible metallic conduit fittings
Snap-in connector for flexible metal conduit – 105° C rated

—
BX flex bushings – anti-short

—
Straight set-screw connectors

—
BX flex saddle-type connectors
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Features and benefits:
•	 No locknut required
•	 No special tools required
•	 High-impact thermoplastic with steel insert

Features and benefits:
•	 Packed in polybags
•	 Available bulk packed – 10,000 per carton
•	 Plastic

—
Straight set-screw connectors - non-insulated – die-cast zinc

—
BX flex saddle-type connectors – die-cast zinc

 Size
(in.)

Dimensions (in.) Std.
Ctn.Cat. No. A (min.) A (max.) B

XC-220SC 3 ⁄8 (1 ⁄2 KO) 0.38 0.63 0.84 1,000

XC-221 1 ⁄2 0.74 0.94 1.46 250

XC-821 1 ⁄2 0.74 0.94 1.46 250

XC-220 and XC-221: 
UL File No. E-1383 3 ⁄8".
UL File No. E-23018 1 ⁄2".
XC-821: UL File No. E-1275 1 ⁄2".

 Size
(in.)

Dimensions (in.) Std.
Ctn.Cat. No. A (min.) A (max.) B

XC-2200-C 3 ⁄8 0.12 0.63 0.98 500
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