SPECIFICATIONS:
P.C. BOARD QT2 QTS
SUGGESTED /—0.31 DIA . RED RED/WHITE AMP, 110
3.00 | | QT1
MOUNTING DISTANCE / ) 1a; BLACK | VOLT 240-600
* - € . A a1 PHASE 3
") & Jami alh ; BLUE
SUGGESTED [ 3
3.00 wE[ = BLACK/WHITE — \ H/ 60
HOLE DISTANCE = @Te
f r\\fﬁ? "if_ﬁﬂ 10.25 BLUE/WHITE WEIGHT, LBS.|40
O A
3.00 06 OPEN VERSION
«35m4 Hea—
4,33 H REACTOR TERMINALS A1,A2,B1,B2,C1,C2
LOCATE STAR
WASHER UNDER (LD Al | gk QT aT4 BLK/WHITEOAE (T
BOLT HEAD X «M
RL1
LINE 8.00 e L2 BLL RED QT2 QTS RED/WHITE |B2 T2 .0
REACTOR 25 DIA, —— O—m
700 0 BACK PLATE L3 C1 " ce a3
NOT SHOWN BLUE QTB:;;: QT6 BLUE/\A_/HITEO

1T )
1T D

C

J
D
D

1O C

RL3
RCli Rcﬁ RC3

REACTOR AND BOARD ASSEMBLY

[ E—
[« | o o W
C

C

o 00 CONNECTIONS
wﬂi L 1/4-20 GRD,
STUD
HH% —0.31 DIA
T VYUY B ® | K3
TOLERANCE UNLESS
OTHERWISE NOTED:
700 20 MOUNTING +/-.06
OVERALL +/-12
"SEE VIK INSTALLATION GUIDE FOR TERMINAL WIRE SIZE AND TURQUE”
TOLERANCES
TCl, LLC CLAIMS ExcerT 1 NTED | T W132 N10611 GRANT DRIVE
THE MATERIAL HEREN DECIHAL M GERMANTOWN, WI 53022
SUPPLIED WITHOUT XX *.03
PREDJUDICE TO' ANY VIKI10A00, OUTPUT FILTER
PATENT RIGHTS OF TCI XXXE .01
éggsédﬁggggagiusm kanln%e 110 AMP, OPEN VERSION
TO MEET ALL NATIONAL AND LOCAL ELECTRICAL CODES. WRITTEN PERMISSION |\ REVISION DATE | BY | £1/2° SREONE PE 3 ol ol




