




Watts Loss
The watts loss shown above are based on the effects of increased losses in both the core steel laminations and wire
due to the presence of harmonic currents. Consideration of eddy currents in the watts loss calculation is important.
The watt losses in the reactor core caused by eddy currents are proportional to the harmonic frequency squared.
The harmonic current levels were derived from a typical 6 pulse converter as follows:
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PART
NUMBER

NEC
MOTOR

HP

NEC
MOTOR

CURRENT

WATTS
LOSS

MINIMUM
CAB SIZE

STANDARD
TERMS5

7
5

 / 6
0

0
 V

O
LT

S
  H

IG
H

-Z

HEIGHT WIDTH DEPTH

WEIGHTDIMENSIONS

KDRA55H
KDRA52H
KDRA50H
KDRA51H
KDRA43H
KDRA44H
KDRA45H
KDRB42H
KDRB43H
KDRB44H
KDRD41H
KDRC43H
KDRE42H
KDRF44H
KDRF45H
KDRH43H
KDRH42H
KDRI41H
KDRG44H
KDRG45H
KDRJ41H
KDRL46H
KDRL47H
KDRL48H
KDRL49H
KDRS47H
KDRS46H
KDRS49H
KDRS48H
KDRX44H
KDRX41H
KDRX42H
KDRX43H
KDRY41H
KDRY42H

0.5
0.75

1
1.5
2
3
5

7.5
10
15
20
25
30
40
50
60
75
100
125
150
200
250
300
350
400
450
500
600
700
800
900
1000
1100
1250
1500

0.9
1.3
1.7
2.4
2.7
3.9
6.1
9
11
17
22
27
32
41
52
62
77
99
125
144
192
242
289
336
382
412
472
576
672
768
864
960
1056
1200
1440

9
13
17
26
24
35
48
61
71
73
106
107
140
172
166
205
251
268
381
406
466
472
490
539
603
521
661
1194
1393
1592
1791
1990
2189
2488
2985

C1
C1
C1
C1
C1
C1
C1
C2
C2
C2
C2
C2
C2
C3
C3
C4
C4
C4
C4
C4
C5
C5
C5
C5
C5
C5
C5
C5
C5
C7
C7
C7
C7
C7
C7

TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB

4
4
4
4
4
4
4
5
5
5

5.75
5.75
5.75

7
7
9
9
9
9
9
9

11.38
11.38
11.38
11.38
11.38
11.38
11.38
11.38
18.5
18.5
18.5
18.5
20
20

4.18
4.18
4.18
4.18
4.18
4.18
4.18

6
6
6

7.2
7.2
7.2
9
9
11
11
11
11
11
11
15
15
15
15
15
15
15
15

18.25
18.25
18.25
18.25

21
21

3.75
3.75
3.75
3.75
3.75
3.75
3.75

4
4
4

4.25
5
5
6
6
6
6
7

7.5
8
9
11
11
11
11
13
13
13
13

12.5
12.5
12.5
12.5
16
16

4
4
4
4
4
4
4
8
8
8
12
15
16
30
30
45
45
50
65
65
70
110
110
110
110
165
165
175
200
280
290
375
450
475
575

ENCLOSED
PART NUMBER

KDRA55HC1
KDRA52HC1
KDRA50HC1
KDRA51HC1
KDRA43HC1
KDRA44HC1
KDRA45HC1
KDRB42HC2
KDRB43HC2
KDRB44HC2
KDRD41HC2
KDRC43HC2
KDRE42HC2
KDRF44HC3
KDRF45HC3
KDRH43HC4
KDRH42HC4
KDRI41HC4
KDRG44HC4
KDRG45HC4
KDRJ41HC5
KDRL46HC5
KDRL47HC5
KDRL48HC5
KDRL49HC5
KDRS47HC5
KDRS46HC5
KDRS49HC5
KDRS48HC5
KDRX44HC7
KDRX41HC7
KDRX42HC7
KDRX43HC7
KDRY41HC7
KDRY42HC7
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NEC
MOTOR

HP

NEC
MOTOR

CURRENT

WATTS
LOSS

MINIMUM
CAB SIZE
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7
5

 / 6
0

0
 V

O
LT

S
  LO

W
-Z

HEIGHT WIDTH DEPTH

WEIGHTDIMENSIONS

KDRA55L
KDRA56L
KDRA50L
KDRA51L
KDRA46L
KDRA52L
KDRA47L
KDRA48L
KDRA49L
KDRB45L
KDRB44L
KDRB43L
KDRD42L
KDRC43L
KDRC44L
KDRF46L
KDRF47L
KDRF45L
KDRH43L
KDRH44L
KDRI42L
KDRG47L
KDRG45L
KDRJ45L
KDRJ43L
KDRJ44L
KDRL45L
KDRL42L
KDRL43L
KDRL44L
KDRX41L
KDRX42L
KDRX43L
KDRX44L
KDRY41L

0.5
0.75

1
1.5
2
3
5

7.5
10
15
20
25
30
40
50
60
75
100
125
150
200
250
300
350
400
450
500
600
700
800
900
1000
1100
1250
1500

0.9
1.3
1.7
2.4
2.7
3.9
6.1
9
11
17
22
27
32
41
52
62
77
99
125
144
192
242
289
336
382
412
472
576
672
768
864
960
1056
1200
1440

6
9.3
12
19
22

23.3
34.7
42.9
43.8
66.2
71.2
76.7
106
109
123
181
194
194
261
253
342
394
374
474
463
473
587
716
836
955
1075
1194
1313
1493
1791

C1
C1
C1
C1
C1
C1
C1
C1
C1
C1
C1
C1
C2
C2
C2
C3
C3
C4
C4
C4
C4
C4
C4
C5
C5
C5
C5
C5
C5
C5
C7
C7
C7
C7
C7

TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB

4
4
4
4
4
4
4
4
4
5
5
5

5.75
5.75
5.75

7
7
7
9
9
9
9
9
9
9
9

11.38
11.38
11.38
11.38
18.5
18.5
18.5
18.5
20

4.18
4.18
4.18
4.18
4.18
4.18
4.18
4.18
4.18

6
6
6

7.2
7.2
7.2
9
9
9
11
11
11
11
11
11
11
11
15
15
15
15

18.25
18.25
18.25
18.25

21

3.75
3.75
3.75
3.75
3.75
3.75
3.75
3.75
3.75

4
4
4

4.25
5
5
6
6
6
7
7
7
8
8
9
9
9
11
11
11
11

12.5
12.5
12.5
12.5
16

KDRA55LC1
KDRA56LC1
KDRA50LC1
KDRA51LC1
KDRA46LC1
KDRA52LC1
KDRA47LC1
KDRA48LC1
KDRA49LC1
KDRB45LC1
KDRB44LC1
KDRB43LC1
KDRD42LC2
KDRC43LC2
KDRC44LC2
KDRF46LC3
KDRF47LC3
KDRF45LC4
KDRH43LC4
KDRH44LC4
KDRI42LC4
KDRG47LC4
KDRG45LC4
KDRJ45LC5
KDRJ43LC5
KDRJ44LC5
KDRL45LC5
KDRL42LC5
KDRL43LC5
KDRL44LC5
KDRX41LC7
KDRX42LC7
KDRX43LC7
KDRX44LC7
KDRY41LC7

ENCLOSED
PART NUMBER

4
4
4
4
4
4
4
4
5
8
8
8
12
15
15
30
30
30
45
45
50
65
65
70
70
70
110
150
270
275
280
290
315
325
465

Harmonic Current
Distortion

5th 17%
7th 11%
11th 4.5%









ENCLOSURES

KDR

Watt loss will vary due to fundamental frequency, carrier frequency and other system characteristics. KDR Drive Reactors comply
with the thermal and altitude standards set forth by NEMA’s Standard ST20-1992.
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STANDARD
TERMS

5
7
5
 V

O
LT

S
 O

U
T
P

U
T

HEIGHT WIDTH DEPTH

WEIGHTDIMENSIONS

KDRA31P
KDRA35P
KDRA33P
KDRA34P
KDRA36P
KDRD31P
KDRD32P
KDRD35P
KDRD33P
KDRD34P
KDRC31P
KDRF31P
KDRF32P
KDRF33P
KDRH31P
KDRI31P
KDRI32P
KDRG31P
KDRJ31P
KDRJ32P
KDRL31P
KDRL35P
KDRL32P

2
3
5

7.5
10
15
20
25
30
40
50
60
75
100
125
150
200
250
300
350
400
450
500

2.7
3.9
6.1
9
11
17
22
27
32
41
52
62
77
99
125
144
192
242
289
336
382
412
472

C1
C1
C1
C1
C1
C2
C2
C2
C2
C2
C2
C3
C3
C4
C4
C4
C4
C4
C5
C5
C5
C5
C5

TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
TB
CB
CB
CB
CB
CB
CB
CB
CB
CB
CB

4
4
4
4
4

5.75
5.75
5.75
5.75
5.75
5.75

7
7
7
9
9
9
9
9
9

11.38
11.38
11.38

4.18
4.18
4.18
4.18
4.18
7.2
7.2
7.2
7.2
7.2
7.2
9
9
9
11
11
11
11
11
11

14.5
14.5
14.5

3.75
3.75
3.75
3.75
3.75
4.25
4.25
4.25
4.25
4.25

5
6
6
6
7
7
7
8
9
9

9.31
9.31
9.31

4
4
4
5
5
10
10
10
12
12
15
25
25
30
40
50
45
60
70
70
85
85
95

KDRA31PC1
KDRA35PC1
KDRA33PC1
KDRA34PC1
KDRA36PC1
KDRD31PC2
KDRD32PC2
KDRD35PC2
KDRD33PC2
KDRD34PC2
KDRC31PC2
KDRF31PC3
KDRF32PC3
KDRF33PC4
KDRH31PC4
KDRI31PC4
KDRI32PC4
KDRG31PC4
KDRJ31PC5
KDRJ32PC5
KDRL31PC5
KDRL35PC5
KDRL32PC5

NEMA 1
ENCLOSED

PART NUMBER

KDR Optimized Drive Reactors may be used at the output of AC-PWM variable frequency drives where the motor lead lengths
are less than 100 feet.  The addition of a KDR unit to the output of a drive will dampen overshoot peak voltage, reduce motor
heating and audible noise, helping to extend the life of the motor.  The units will also help prevent inverter instantaneous
overcurrent trips because they provide needed inductance when the load on an inverter has an abnormally high capacitance.
The 100 foot guideline has been recommended because as motor leads become longer, the resonant frequency is lowered, and
the magnitude and duration of the voltage spikes increases. The addition of a reactor on lead lengths exceeding 100 feet may
be ineffective and potentially detrimental to system performance.
For lead lengths exceeding 100 feet, TCI offers KLC/KLCUL Output Filters and KMG MotorGuard High Performance Output
Filters for long lead motor protection needs.
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UL TYPE 1 ENCLOSURES
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UL TYPE 3R ENCLOSURES

OPEN UL
PART

NUMBER

NEC
MOTOR

HP

OPEN
UL

WEIGHT

UL TYPE 1
Enclosed Part

Number HEIGHT x WIDTH x DEPTH

DIMENSIONS

KDRULA31P
KDRULA35P
KDRULA33P
KDRULA34P
KDRULA36P
KDRULD31P
KDRULD32P
KDRULD35P
KDRULD33P
KDRULD34P
KDRULC31P
KDRULF31P
KDRULF32P
KDRULF33P
KDRULH31P
KDRULI31P
KDRULI32P
KDRULG31P
KDRULJ31P
KDRULJ32P
KDRULL31P
KDRULL35P
KDRULL32P

2
3
5

7.5
10
15
20
25
30
40
50
60
75
100
125
150
200
250
300
350
400
450
500

4
4
4
4
5
10
10
10
12
12
15
25
25
33
43
56
51
69
75
79
104
109
109

KDRULA31PE01
KDRULA35PE01
KDRULA33PE01
KDRULA34PE01
KDRULA36PE01
KDRULD31PE01
KDRULD32PE01
KDRULD35PE01
KDRULD33PE01
KDRULD34PE01
KDRULC31PE01
KDRULF31PE01
KDRULF32PE01
KDRULF33PE01
KDRULH31PE01
KDRULI31PE01
KDRULI32PE01
KDRULG31PE01
KDRULJ31PE01
KDRULJ32PE01
KDRULL31PE01
KDRULL35PE01
KDRULL32PE01

12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
  12.25 X 12.50 X 6.75
 19.13 X 15.43 X 15.43
 19.13 X 15.43 X 15.43
 19.13 X 15.43 X 15.43
 19.13 X 15.43 X 15.43
 19.13 X 15.43 X 15.43
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37
 22.12 X 20.43  X 24.37

UL
TYPE 1
WEIGHT

14.50
14.50
14.50
15.50
15.50
20.50
20.50
20.50
22.50
22.50
25.50

67
67
67
77
86
111
131
136
136
151
151
161

UL TYPE 3R
Enclosed Part

Number
KDRULA31PE3R
KDRULA35PE3R
KDRULA33PE3R
KDRULA34PE3R
KDRULA36PE3R
KDRULD31PE3R
KDRULD32PE3R
KDRULD35PE3R
KDRULD33PE3R
KDRULD34PE3R
KDRULC31PE3R
KDRULF31PE3R
KDRULF32PE3R
KDRULF33PE3R
KDRULH31PE3R
KDRULI31PE3R
KDRULI32PE3R
KDRULG31PE3R
KDRULJ31PE3R
KDRULJ32PE3R
KDRULL31PE3R
KDRULL35PE3R
KDRULL32PE3R

  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
  11.50 X 10.00 X 12.00
 19.18 X 15.62 X 19.50
 19.18 X 15.62 X 19.50
 19.18 X 15.62 X 19.50
 19.18 X 15.62 X 19.50
 19.18 X 15.62 X 19.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50
 22.15 X 20.62 X 28.50

HEIGHT x WIDTH x DEPTH

DIMENSIONS UL TYPE
3R

WEIGHT

19
19
19
20
20
25
25
25
27
27
30
63
63
67
77
95
120
140
145
150
165
165
165

5
7
5
 V

O
LT

S
 O

U
T
P

U
T




