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E CONDUIT SIZE DIMENSIONS (IN.) STD. CONDUIT SIZE DIMENSIONS (IN.) STD.
o CAT. NO. (IN.) A B C CTN. CAT. NO. (IN.) A B C CTN.
;" LT-200 % 1.81 50 1.06 100 LT-800 % 1.81 50 1.06 100
_..? LT-201 Y 1.88 61 1.19 100 LT-801 % 1.88 61 1.19 100
o LT-202 % 2.03 .56 1.44 100 LT-802 % 2.03 .56 1.44 100
g LT-203 1 2.28 63 1.75 50 LT-803 1 2.28 63 1.75 50
5 LT-204 1% 2.59 .69 2.44 40 LT-804 1% 2.59 .69 2.44 40
I LT-205 1% 2.78 .78 2.75 20 LT-805 1% 2.78 .78 2.75 20
o LT-206 2 3.22 78 Bl58 20 LT-806 2 3.22 78 BI58 20
D LT-207 2% 3.53 84 4.28 1 LT-807 2% 3.53 84 4.28 1
= LT-208 3 3.91 .88 4,72 1 LT-808 3 3.91 .88 4,72 1
e LT-209 3% 4.04 91 542 1 LT-809 3% 4.04 91 542 1
o LT-210 4 4,16 94 5.91 1 LT-810 4 4,16 .94 5.91 1
- UL File No. E-23018. CSA File No. LR-12798.
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CONDUIT SIZE DIMENSIONS (IN.) STD. CONDUIT SIZE DIMENSIONS (IN.) STD.
CAT. NO. (IN.) A B C CTN. CAT. NO. (IN.) A B C CTN.
LT-290 % 188 138 50 100 LT-890 % 188 138 50 100
LT-201 % 2.00 1.41 50 100 LT-891 v 2.00 141 50 100
LT-202 % 2.19 166 56 100 LT-892 % 2.19 166 56 100
LT-203 1 256 188 63 50 LT-893 1 256 1.88 63 50
LT-294 1% 3.00 2,00 69 40 LT-894 1% 3.00 2,00 69 20
LT-295 1% 3.38 256 78 20 LT-896 2 4,06 3.00 78 10
LT-296 2 4,06 3.00 78 10 LT-897 % 5.03 372 84 1
LT-297 W% 5.03 3.72 84 1 UL File No. E-23018.
LT-298 3 563 466 88 1
LT-299 3% 6.10 482 91 1 . .
LT-2910 4 6.56 497 94 1 Sealing 0-Rings ©
UL File No. E-23018.
CONDUIT STD.
CAT. NO. SIZE (IN.) CTN.
SR 101 7 500
SR-102 % 500
SR-103 1 500
SR-104 1% 250
SR-105 1% 250
SR-106 2 250

Material: Neoprene

> United States Technical Services
Thomas&Betts Tel: 901.252.8000 Tel: 888.862.3289 m
E-552 800.816.7809
Fax: 901.252.1354



	cable_protection_systems.pdf
	Front Cover
	Vertical Market Solutions
	T&B Services, Online Support and Online Tools
	New Products
	T&B® Liquidtight Fittings
	Contents
	Overview
	52®/53® Series Liquidtight Fittings and Flexible Metallic Conduits
	Type A Liquidtight Fittings and Flexible Non-Metallic Conduits
	Type B Liquidtight Fittings and Flexible Non-Metallic Conduits
	Kopr-Shield® Compound
	Technical Information

	T&B® Rigid Fittings
	Contents
	Overview
	Bushings, Nipples, Locknuts and Plugs
	Hubs and Bulkhead Fittings
	Couplings and Accessories
	Conduit Bodies and Covers
	Device Boxes and Covers
	Hazardous Location Fittings
	Technical Information

	T&B® Cord & Cable Fittings
	Contents
	STAR TECK® Teck Cable Fittings
	Spin-On® Series Fittings and Accessories
	Metallic Liquidtight Cord and Cable Connectors
	Non-Metallic Liquidtight Cord Connectors
	Service Entrance Cable Fittings
	MC and AC Cable Fittings
	Tray Cable Fittings
	Non-Metallic Sheathed Cable Fittings

	PMA® Nylon Flexible Conduit Systems
	Contents
	Overview
	Nylon Flexible Conduits
	Connectors for Nylon Flexible Conduits
	Large-Size Nylon Flexible Conduits and Connectors
	Divisible-System Nylon Flexible Conduits and Connectors
	Special Products
	Accessories and Tools
	Hazardous Location ATEX Systems
	Technical Information

	Adaptaflex® Metallic & Specialty Flexible Conduit Systems
	Contents
	Overview
	Metallic Flexible Conduits and Fittings
	Liquid-Resistant Metallic Flexible Conduits and Fittings
	Liquidtight Metallic Flexible Conduits and Fittings
	Overbraided Metallic Flexible Conduits and Fittings
	Accessories and Tools
	Specialty Non-Metallic Flexible Conduit Systems
	Technical Information

	Kopex-Ex™ Hazardous Location Conduit Systems
	Contents
	Overview
	Liquidtight Non-Metallic Flexible Conduits and Fittings
	Liquidtight Metallic Flexible Conduits
	Liquidtight Hazardous Location Glands
	Enlargers, Reducers and Thread Converters
	Stopping Plugs
	Index Exe Cable Glands, Sealing Washers and Locknuts
	Technical Information

	Harnessflex® Specialty Conduit Systems
	Contents
	Overview
	Conduits
	Hinged Connectors
	Interfaces
	Sealed Fittings
	Technical Information

	Ocal® Corrosion-Resistant Conduit Systems
	Contents
	Overview
	PVC-Coated Conduit and Accessories
	PVC-Coated Conduit Bodies and Fittings
	PVC-Coated Boxes and Covers
	PVC-Coated Hazardous Location Fittings
	PVC-Coated Strut and Accessories
	Ocal® Installation Products
	Technical Information

	Carlon® PVC Elbows, Conduit & Fittings
	Contents
	Elbows, Sweeps and Accessories
	Conduit Bodies and Fittings (for use with Schedule 40 and 80 Conduit)
	Switch and Junction Boxes
	Straps, Clamps and Accessories
	Spacers
	P&C Flex® Conduit and Fittings
	Carflex® Liquidtight Flexible Conduit and Fittings
	Technical Information

	Steel City® Commercial Fittings
	Contents
	Overview
	Electrical Metallic Tubing (EMT) Fittings
	Rigid Conduit/IMC Fittings
	Non-Metallic Sheathed Cable Fittings
	Armored Cable/Flexible Metallic Conduit Fittings
	Accessories
	Liquidtight Flexible Metallic Conduit Fittings: Zinc Die Cast

	Red•Dot® Commercial Rigid Fittings
	Contents
	Conduit Bodies
	Fittings and Accessories

	Catalog Number Index
	Product Index




