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E-24

Type B Liquidtight Fittings and Flexible Non-Metallic Conduits
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Cat. No.
Conduit

Size

I.D. (in.) O.D. (in.)

min. max. min. max.

EFC025* 1⁄4" .390 .405 .560 .575
EFC038 3⁄8" .484 .504 .690 .710
EFC050 1⁄2" .622 .642 .820 .840
EFC075 3⁄4" .820 .840 1.030 1.050
EFC100 1" 1.041 1.066 1.290 1.315
EFC125 11⁄4" 1.380 1.410 1.630 1.660
EFC150 11⁄2" 1.575 1.600 1.865 1.900
EFC200 2" 2.020 2.045 2.340 2.375

Maximum flexibility for tight applications!

Corrugated Flexible Non-Metallic Tubing

•	 OEM grade — UL® Recognized

•	 PVC material

•	 Black color standard

•	 Extremely fast installation

•	 Liquidtight with specified fittings

•	 Good tensile strength provides excellent pullout protection

•	 Smooth inner diameter allows easy wire pulling

•	 Broad operating temperature range: 18° C to +60° C  
(-2° F to +140° F).

•	 Flammability Rating VW-1 (Vertical Wire) UL224

Recommended industrial applications
•	 Protection of fiber optic cable

•	 Installation of instrumentation and control cable

•	 Indoor/outdoor lighting

•	 Packaging equipment

•	 Marine and shipboard wiring

*	 Not CSA certified. All other tubing complies with CSA File No. 067241. 
	 Underwriters Recognized (UL File No. 96548). 
	 Use with Bullet® Liquidtight Fittings. 
	 See technical data next page.

Cat. No.   
LTC –

Available Colors

Color of Conduit

w/o suffix Black
-1 Orange
-2 Blue

O.D.I.D.I.D. O.D.




