
Connector Style Female Part Number Male Part Number Features Pinout

BK ..

BK 5-0 BS 5-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 5x18 AWG 
conductors, 85 °C, 60 VAC/DC,
6 A, Mates with 5-pin cordsets 
and receptacles

Female

Male

BK 6-0 BS 6-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 6x18 AWG 
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with 6-pin cordsets 
and receptacles

Female

Male

BS ..

BK 7-0 BS 7-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 7x18 AWG 
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with 7-pin cordsets 
and receptacles

Female

Male

BK 8-0 BS 8-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 8x18 AWG 
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with 8-pin cordsets 
and receptacles

Female

Male
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M16 versafast® Connectivity Products

  B2007 G27

 y For use with Custom Wiring or 
       Junction Boxes

 y IEC IP67 Protection

5 - 8 Pin Field Wireable, In-line Connectors

A
cc

es
so

ri
es



Connector Style Female Part Number Male Part Number Features Pinout

BK ..

BK 12-0 BS 12-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter solder 
cup, accepts up to 12x24 AWG 
conductors, 85 °C, 60 VDC/VAC, 
3 A, mates with 12-pin cordsets 
and receptacles

Female

BS ..

BKS ..

BKS 12-0 BSS 12-0

Stainless steel PG 9 cable gland, 
accepts 6-8 mm cable diameter 
solder cup, accepts up to 12x24 
AWG conductors, 85 °C, 60 
VDC/VAC, 3 A, mates with 12-
pin cordsets and receptacles, 
shielded

Male

BSS ..
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M16 versafast® Connectivity Products  

G28 B2007   www.turck.com • 1-800-544-7769 • Fax: (763) 553-0708 • Turck • Minneapolis, MN 55441 B2007 G29

 y Standard Nylon and Shielded
 y IEC IP67 Protection

12-pin Field Wireable, In-line Connectors



Connector Style Female Part Number Male Part Number Features Pinout

BK ..

BK 14-0 BS 14-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 14x24 AWG
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with Picofast®
junction boxes, unshielded

Female

Male

BS ..

BK 19-0 BS 19-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 19x24 AWG
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with Picofast junction 
boxes, unshielded

Female

Male

WBK ..

WBK 14-0 WBS 14-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 14x24 AWG
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with Picofast junction 
boxes, unshielded

Female

Male

WBS ..

WBK 19-0 WBS 19-0

Nylon PG 9 cable gland, accepts 
6-8 mm cable diameter, solder 
cup, accepts up to 19x24 AWG
conductors, 85 °C, 60 VAC/DC,
3 A, Mates with Picofast junction 
boxes, unshielded

Male
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M16 versafast® Connectivity Products

  B2007 G29
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 y Male Connectors
 y For use with Custom Wiring or 

       Junction Boxes
 y IEC IP67 Protection

14 and 19-Pin Field Wireable, In-line Connectors




