
7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 20- *M
WKM 20- *M

RSM 20- *M
WSM 20- *M

ITC/PLTC PVC Yellow 
2x18 AWG, 105 °C,
6.2 mm OD, Cable 
#RF50511-*M, Flexlife®, 
600 V

1. BN
2. BU

Female

Male

WKM ..**

RKM 30-*M
WKM 30-*M

RSM 30-*M
WSM 30-*M

ITC/PLTC PVC Yellow, 
3x18 AWG, 105 °C,
6.2 mm OD, Cable 
#RF50880-*M, Flexlife, 
600 V

1. GN/YE
2. BN
3. BU

Female

RKM 30-*M/S90
WKM 30-*M/S90

RSM 30-*M/S90
WSM 30-*M/S90

AWM TPU Yellow, 3x18 
AWG , 90 °C, 6.0 mm OD, 
Cable #RF50545-*M, Cut 
Abrasion Immune, 600 V

RSM ..**

RKM 30-*M/S101
WKM 30-*M/S101

RSM 30-*M/S101
WSM 30-*M/S101

AWM TPE Yellow, 3x18 
AWG , 105 °C, 5.7 mm 
OD, Cable #RF51173-*M, 
Flexlife-20, high flex over 
20 million cycles, 600 V
C-track

Male

RKM 311-*M
WKM 311-*M

RSM 311-*M
WSM 311-*M

ITC/PLTC PVC Yellow, 
3x18 AWG, 105 °C,
6.2 mm OD, Cable 
#RF50520-*M, Flexlife, 
600 V 1. GN

2. RD/BK
3. RD/WH

WSM ..**

RKM 311-*M/S600
WKM 311-*M/S600

RSM 311-*M/S600
WSM 311-*M/S600

SJOOW CPE, Yellow, 3x18
AWG , 105 °C, 8.0 mm OD,
Cable #RF50658-*M, Weld 
Flash Immune, Flame 
Immune, 300 V

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 9 A

2 and 3-Wire Cordsets, Standard



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 31-*M
WKM 31-*M

RSM 31-*M
WSM 31-*M

ITC/PLTC PVC 
Yellow, 3x18 AWG, 
105 °C, 6.2 mm OD, 
Cable #RF50513-*M, 
Flexlife®, 600 V

1. BK
2. BN
3. BU

Female

WKM ..**

RSM ..**

RKM 31-*M/S600
WKM 31-*M/S600

RSM 31-*M/S600
WSM 31-*M/S600

SJOOW CPE Yellow, 
3x18 AWG, 105 °C, 
8.0 mm OD, Cable 
#RF50654-*M, Weld 
Flash Immune, Flame 
Immune, 300 V

Male

WSM ..**
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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3-Wire Cordsets, Standard

yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 9 A



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 40-*M
WKM 40-*M

RSM 40-*M
WSM 40-*M

ITC/PLTC PVC Yellow, 
4x18 AWG, 105 °C,
6.7 mm OD, Cable 
#RF50548-*M,  Flexlife®, 
600 V

1. BN
2. WH
3. BU
4. BK

Female

RKM 40-*M/S90
WKM 40-*M/S90

RSM 40-*M/S90
WSM 40-*M/S90

AWM TPU Yellow, 4x18 
AWG, 90 °C, 7.2 mm OD, 
Cable #RF50544-*M, Cut/
Abrasion Immune, 600 V

WKM ..**

RKM 40-*M/S101
WKM 40-*M/S101

RSM 40-*M/S101
WSM 40-*M/S101

AWM TPE Yellow, 4x18 
AWG, 105 °C, 6.2 mm 
OD, Cable #RF50968-*M, 
Flexlife-20, High Flex - 
Over 20 million cycles, 
600 V, C-trackRSM ..**

MaleRKM 40-*M/S529
WKM 40-*M/S529

RSM 40-*M/S529
WSM 40-*M/S529

TPU Yellow, 4x20 AWG,
90 °C, 5.7 mm OD, Cable
#RF50526-*M, Cut/
Abrasion Immune, 
Braided Mechanical 
Shield, 300 V

WSM ..**

RKM 40-*M/S600
WKM 40-*M/S600

RSM 40-*M/S600
WSM 40-*M/S600

SJOOW CPE Yellow, 4x18
AWG, 105 °C, 8.5 mm OD,
Cable #RF50644-*M, Weld 
Flash Immune, Flame 
Immune, 300 V

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 9 A

3 and 4-Wire Cordsets, Standard



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**
RKM 50-*M
WKM 50-*M

RSM 50-*M
WSM 50-*M

ITC/PLTC PVC Yellow, 
5x18 AWG, 105 °C,
7.6 mm OD, Cable 
#RF50549-*M, Flexlife®, 
600 V

1. BK
2. BU
3. GN/YE
4. BN
5. WH

Female

RKM 50-*M/S90
WKM 50-*M/S90

RSM 50-*M/S90
WSM 50-*M/S90

AWM TPU Yellow, 5x18
AWG, 90 °C, 7.2 mm OD,
Cable #RF50751-*M,
Cut/Abrasion Immune,
600 VWKM ..**

RKM 50-*M/S101
WKM 50-*M/S101

RSM 50-*M/S101
WSM 50-*M/S101

AWM TPE Yellow, 5x18 
AWG, 105 °C, 6.7 mm 
OD, Cable #RF51174-*M, 
Flexlife-20, high flex over 
20 million cycles, 600 V,
C-track

RSM ..**
RKM 50-*M/S1551
WKM 50-*M/S1551

RSM 50-*M/S1551
WSM 50-*M/S1551

ITC/PLTC PVC Yellow, 
5x18 AWG, 105 °C,
7.6 mm OD, Cable 
#RF50578-*M, Yellow 
conductor instead of 
Green/Yellow, 600 V

1. BK
2. BU
3. YE
4. BN
5. WH

Male

RKM 511-*M
WKM 511-*M

RSM 511-*M
WSM 511-*M

ITC/PLTC PVC Yellow, 
5x18 AWG, 105 °C,
7.6 mm OD, Cable 
#RF50521-*M, Flexlife, 
600 V 1. RD/WH

2. RD/BU
3. GN
4. RD/OG
5. RD/BK

WSM ..**

RKM 511-*M/S600
WKM 511-*M/S600

RSM 511-*M/S600
WSM 511-*M/S600

SJOOW CPE Yellow, 5x18 
AWG, 105 °C, 9.4 mm OD, 
Cable #RF50659-*M, Weld 
Flash Immune, Flame 
Immune, 300 V
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 9 A

5-Wire Cordsets, Standard



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 61-*M
WKM 61-*M

RSM 61-*M
WSM 61-*M

ITC/PLTC PVC Yellow, 
6x18 AWG, 105 °C, 
8.4 mm OD, Cable 
#RF50575-*M, Flexlife®, 
600 V

1. BN
2. N/C
3. GN/YE
4. N/C
5. BU
6. N/C

Female

WKM ..**

RKM 61-*M/S739
WKM 61-*M/S739

RSM 61-*M/S739
WSM 61-*M/S739

ITC/PLTC PVC Yellow, 
7x18 AWG, 105 °C,
8.4 mm OD, Cable 
#RF50637-*M, Shielded 
cable with drain wire, 
not connected at plug, 
600 V

1. GN
2. WH
3. BU
4. Gy
5. YE
6. BNRSM ..**

Male

RKM 61-*M/S763
WKM 61-*M/S763

RSM 61-*M/S763
WSM 61-*M/S763

ITC/PLTC PVC Black, 
6x18 AWG, 105 °C, 
8.4 mm OD, Cable 
#RF50551-*M, Shielded 
cable with drain wire, 
not connected at plug, 
600 V

1. BU
2. WH
3. BK
4. GN
5. RD
6. OG

WSM ..**

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 8 A

6-Wire Cordsets, Standard



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 26-*M
WKM 26-*M

RSM 26-*M
WSM 26-*M

STOOW PVC Yellow 2x16 
AWG, 105 °C, 9.6 mm 
OD, Cable #RF50561-*M, 
Flexlife®

1. WH
2. BK

Female

Male

WKM ..**

RKM 35-*M
WKM 35-*M

RSM 35-*M
WSM 35-*M

STOOW PVC Yellow, 3x16 
AWG, 105 °C, 10.0 mm 
OD, Cable #RF50537-*M, 
Flexlife

1. GN
2. RD/BK
3. RD/WH

Female

RKM 35-*M/S600
WKM 35-*M/S600

RSM 35-*M/S600
WSM 35-*M/S600

SOOW CPE Yellow, 3x16
AWG, 105 °C, 10.3 mm 
OD, Cable #RF50596-*M, 
Weld Flash Immune, 
Flame Immune

1. GN
2. RD
3. RD

RSM ..**

RKM 36-*M
WKM 36-*M

RSM 36-*M
WSM 36-*M

STOOW PVC Yellow, 3x16 
AWG, 105 °C, 10.0 mm 
OD, Cable #RF50536-*M, 
Flexlife

1. GN
2. BK
3. WH

Male
WSM..**

RKM 36-*M/S1587
WKM 36-*M/S1587

RSM 36-*M/S1587
WSM 36-*M/S1587

SEOOW/STOOW TPE 
Yellow, 3x16 AWG, 105 
°C, 10.0 mm OD, Cable 
#RF51563-*M, Weldlife, 
Weld Flash Immune
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 600 V, 10 A

2 and 3-Wire Cordsets, Heavy Duty



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 46-*M
WKM 46-*M

RSM 46-*M
WSM 46-*M

STOOW PVC Yellow, 4x16 
AWG, 105 °C, 10.8 mm 
OD, Cable #RF50538-*M, 
Flexlife®

1. BK
2. WH
3. RD
4. GN

Female

RKM 46-*M/S600
WKM 46-*M/S600

RSM 46-*M/S600
WSM 46-*M/S600

SOOW CPE Yellow, 4x16
AWG, 105 °C, 11 mm OD,
Cable #RF50595-*M, Weld 
Flash Immune, Flame 
Immune

WKM ..**

Male

RKM 46-*M/S824
WKM 46-*M/S824

RSM 46-*M/S824
WSM 46-*M/S824

TC PVC Yellow, 4x16 
AWG, 90 °C, 9.2 mm OD, 
Cable #RF51220-*M,
Tray Rated

RSM ..**

RKM 47-*M
WKM 47-*M

RSM 47-*M
WSM 47-*M

STOOW PVC Yellow, 4x16 
AWG, 105 °C, 10.8 mm 
OD, Cable #RF50626-*M, 
Flexlife

1. BN
2. WH
3. BU
4. GN/YE

Female

WSM ..**

Male

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 600 V, 10 A

4-Wire Cordsets, Heavy Duty



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..** RKM 55-*M
WKM 55-*M

RSM 55-*M
WSM 55-*M

STOOW PVC Yellow, 5x16 
AWG, 105 °C,12.7 mm 
OD, Cable #RF50540-*M, 
Flexlife®

1. RD/WH
2. RD/BU
3. GN
4. RD/OG
5. RD/BK

Female

RKM 55-*M/S600
WKM 55-*M/S600

RSM 55-*M/S600
WSM 55-*M/S600

SOOW CPE Yellow, 5x16
AWG, 105 °C, 13 mm OD,
Cable #RF50597-*M, Weld 
Flash Immune, Flame 
Immune

1. RD
2. RD
3. GN
4. RD
5. RD

WKM ..**

RKM 56-*M
WKM 56-*M

RSM 56-*M
WSM 56-*M

STOOW PVC Yellow, 5x16 
AWG, 105 °C, 12.7 mm 
OD, Cable #RF50539-*M, 
Flexlife 1. WH

2. RD
3. GN
4. OG
5. BK

Male

RKM 56-*M/S1587
WKM 56-*M/S1587

RSM 56-*M/S1587
WSM 56-*M/S1587

SEOOW/STOOW TPE 
Yellow, 5x16 AWG,
105 °C, 12.7 mm OD Cable 
#RF51265-*M, Weldlife, 
Weld Flash Immune

RSM ..**

RKM 66-*M
WKM 66-*M

RSM 66-*M
WSM 66-*M

STOOW PVC Yellow, 6x16 
AWG, 105 °C, 13.6 mm OD 
Cable #RF50565-*M,

1. WH
2. RD
3. GN
4. OG
5. BK
6. BU

Female

WSM ..**

RKM 66-*M/S1587
WKM 66-*M/S1587

RSM 66-*M/S1587
WSM 66-*M/S1587

SEOOW TPE Yellow, 6x16 
AWG, 105 °C, 13.6 mm 
OD, Cable #RF51564-*M, 
Weldlife, Weld Flash 
Immune

Male
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RK ..” indicates nylon, “RKV ..” indicates stainless steel, and “RKVH ..” indicates stainless steel hex.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 600 V, 10 A (5-pin), 8 A (6-pin)

5 and 6-Wire Cordsets, Heavy Duty



1” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 6B6-*M
WKM 6B6-*M

RSM 6B6-*M
WSM 6B6-*M

ITC/PLTC PVC Yellow, 
6x16 AWG, 105 °C,
9.0 mm OD, Cable 
#RF51030-*M, Flexlife®

1. OG
2. BU
3. BK
4. WH
5. RD
6. GN

Female

RKM 6B6-*M/S90
WKM 6B6-*M/S90

RSM 6B6-*M/S90
WSM 6B6-*M/S90

AWM TPU Yellow, 6x16 
AWG, 90 °C, 9.0 mm OD, 
Cable #RF51137-*M, Cut/
abrasion Immune

Male

RKM 6B6-*M/S101
WKM 6B6-*M/S101

RSM 6B6-*M/S101
WSM 6B6-*M/S101

AWM TPE Yellow, 6x16
AWG, 105 °C, 8.5 mm OD,
Cable #RF51044-*M,
Flexlife-20, High flex - 
over 20 million cycles, 
C-track

WKM ..**

RKM 76-*M
WKM 76-*M

RSM 76-*M
WSM 76-*M

ITC/PLTC PVC Yellow, 
7x16 AWG, 105 °C,
9.6 mm OD, Cable 
#RF51031-*M, Flexlife

1. WH/BK
2. BK
3. WH
4. RD
5. OG
6. BU
7. GN

Female
RSM ..**

RKM 76-*M/S90
WKM 76-*M/S90

RSM 76-*M/S90
WSM 76-*M/S90

AWM TPU Yellow, 7x16 
AWG, 90 °C, 9.0 mm OD, 
Cable #RF51138-*M, Cut/
abrasion Immune

RKM 76-*M/S101
WKM 76-*M/S101

RSM 76-*M/S101
WSM 76-*M/S101

AWM TPE Yellow, 7x16 
AWG, 105 °C, 9.6 mm 
OD, Cable #RF51049*M, 
Flexlife-20, High flex - 
over 20 million cycles, 
C-track

Male

WSM ..**

RKM 76-*M/S1587
WKM 76-*M/S1587

RSM 76-*M/S1587
WSM 76-*M/S1587

ITC/PLTC TPE Yellow, 
7x16 AWG, 105 °C,
9.6 mm OD, Cable 
#RF51009-*M, Weldlife, 
Weld Flash Immune

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP68 Protection
yy 600 V, 8 A

6 and 7-Wire Cordsets, B-Size Heavy Duty



1” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 86-*M
WKM 86-*M

RSM 86-*M
WSM 86-*M

ITC PLTC PVC Yellow, 
8x16 AWG, 105 °C,
10.0 mm OD, Cable 
#RF51032-*M, Flexlife®

1. OG
2. BU
3. WH/BK
4. BK
5. WH
6. RD
7. GN
8. RD/BK

Female

WKM ..**

RKM 86-*M/S90
WKM 86-*M/S90

RSM 86-*M/S90
WSM 86-*M/S90

AWM TPU Yellow, 8x16 
AWG, 90 °C, 10.0 mm OD, 
Cable #RF51139-*M, Cut/
abrasion Immune

RSM ..**

RKM 86-*M/S101
WKM 86-*M/S101

RSM 86-*M/S101
WSM 86-*M/S101

AWM TPE Yellow, 8x16, 
105 °C, 10.5 mm OD, 
Cable #RF51050-*M, 
Flexlife-20, High flex - 
over 20 million cycles 
C-track Male

WSM ..**

RKM 86-*M/S1587
WKM 86-*M/S1587

RSM 86-*M/S1587
WSM 86-*M/S1587

ITC/PLTC TPE Yellow, 
8x16 AWG, 105 °C,
10.0 mm OD, Cable 
#RF51011-*M, Weldlife, 
Weld Flash Immune
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP68 Protection
yy 600 V, 8 A

8-Wire Cordsets, B-Size Heavy Duty



1 1/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**
RKM 96-*M
WKM 96-*M

RSM 96-*M
WSM 96-*M

ITC/PLTC PVC Yellow, 
9x16 AWG, 105 °C,
11.3 mm OD, Cable 
#RF51033-*M, Flexlife®

1. OG
2. BU
3. RD/BK
4. GN/BK
5. WH
6. RD
7. GN
8. WH/BK
9. BK

Female

RKM 96-*M/S90
WKM 96-*M/S90

RSM 96-*M/S90
WSM 96-*M/S90

AWM TPU Yellow, 9x16 
AWG, 90 °C, 10.5 mm OD, 
Cable #RF51140-*M, Cut/
abrasion Immune

WKM ..**
RKM 96-*M/S101
WKM 96-*M/S101

RSM 96-*M/S101
WSM 96-*M/S101

AWM TPE Yellow, 12x16 
AWG, 105 °C, 13.7 mm 
OD, Cable #RF51148-*M, 
Flexlife-20, High flex - 
over 20 million cycles, 
C-track

Male

RKM 96-*M/S1587
WKM 96-*M/S1587

RSM 96-*M/S1587
WSM 96-*M/S1587

ITC/PLTC TPE Yellow, 
9x16 AWG, 105 °C,
11.2 mm OD, Cable 
#RF51013-*M, Weldlife, 
Weld Flash Immune

RSM ..**
RKM 106-*M
WKM 106-*M

RSM 106-*M
WSM 106-*M

ITC/PLTC PVC Yellow, 
10x16 AWG, 105 °C,
12.0 mm OD, Cable 
#RF51034-*M, Flexlife

1. OG
2. BU
3. WH/BK
4. RD/BK
5. GN/BK
6. OG/BK
7. RD
8. GN
9. BK
10. WH

Female

RKM 106-*M/S90
WKM 106-*M/S90

RSM 106-*M/S90
WSM 106-*M/S90

AWM TPU Yellow, 10x16 
AWG, 90 °C, 12.0 mm OD, 
Cable #RF51141-*M, Cut/
abrasion Immune

WSM ..**
RKM 106-*M/S101
WKM 106-*M/S101

RSM 106-*M/S101
WSM 106-*M/S101

AWM TPE Yellow, 12x16 
AWG, 105 °C, 13.7 mm 
OD, Cable #RF51148-*M, 
Flexlife-20, High flex - 
over 20 million cycles, 
C-track

Male

RKM 106-*M/S1587
WKM 106-*M/S1587

RSM 106-*M/S1587
WSM 106-*M/S1587

ITC/PLTC TPE Yellow, 
10x16 AWG, 105 °C,
12.0 mm OD, Cable 
#RF51015-*M Weldlife, 
Weld Flash Immune

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP68 Protection
yy 600 V, 7 A

9 and 10-Wire Cordsets, C-Size Heavy Duty



1 1/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 126-*M
WKM 126-*M

RSM 126-*M
WSM 126-*M

ITC/PLTC PVC Yellow, 
12x16 AWG, 105 °C,
12.5 mm OD, Cable 
#RF51035-*M, Flexlife®

1. OG
2. BU
3. WH/BK
4. RD/BK
5. GN/BK
6. OG/BK
7. BU/BK
8. BK/WH
9. GN
10. RD
11. WH
12. BK

Female

WKM ..**

RKM 126-*M/S90
WKM 126-*M/S90

RSM 126-*M/S90
WSM 126-*M/S90

AWM TPU Yellow, 12x16 
AWG, 90 °C, 12.4 mm OD, 
Cable #RF51142-*M,
Cut/abrasion Immune

RSM ..**

RKM 126-*M/S101
WKM 126-*M/S101

RSM 126-*M/S101
WSM 126-*M/S101

AWM TPE Yellow, 12x16 
AWG, 105 °C, 13.7 mm 
OD, Cable #RF51148-*M, 
Flexlife-20, High flex - over 
20 million cycles, C-track Male

WSM ..**

RKM 126-*M/S1587
WKM 126-*M/S1587

RSM 126-*M/S1587
WSM 126-*M/S1587

ITC/PLTC TPE Yellow, 
12x16 AWG, 105 °C,
12.5 mm OD, Cable 
#RF51017-*M, Weldlife, 
Weld Flash Immune
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P 
yy IEC IP68 Protection
yy 250 V, 4 A

8-Wire Cordsets, B-Size Heavy Duty



1 1/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM .. **

RKM 190-*M
WKM 190-*M

RSM 190-*M
WSM 190-*M

ITC/PLTC PVC Yellow, 3x18, 
16x22 AWG, 105 °C, 300 
VAC/VDC, 4 A (pins 5, 7, & 
12), 2 A (all other pins),
10.0 mm OD, Cable 
#RF50620-*M, Flexlife®

1. VT
2. RD
3. GY
4. RD/BU
5. BU
6. GN
7. BN
8. WH/GN
9. WH/YE
10. WH/GY
11. BK
12. GN/YE
13. YE/BN
14. BN/GN
15. WH
16. YE
17. PK
18. GY/BN
19. GY/PK

Female

WKM ..**

RKM 190-*M/S90
WKM 190-*M/S90

RSM 190-*M/S90
WSM 190-*M/S90

AWM TPU Yellow, 3x18, 
16x22 AWG, 90 °C, 300 VAC/
VDC, 4 A (pins 5, 7, & 12), 2 A 
(all other pins), 10.0 mm OD, 
Cable #RF50682-*M, Cut/
abrasion Immune

RSM .. **

RKM 190-*M/S101
WKM 190-*M/S101

RSM 190-*M/S101
WSM 190-*M/S101

AWM TPE Yellow, 3x18, 
16x22 AWG, 105 °C, 300 
VAC/VDC, 4 A (pins 5, 7, & 
12), 2 A (all other pins),
11.2 mm OD, Cable 
#RF50916-*M, Flexlife-20, 
High flex - over 20 million 
cycles, C-track

Male

WSM ..**

RKM 190-*M/S760
WKM 190-*M/S760

RSM 190-*M/S760
WSM 190-*M/S760

ITC/PLTC PVC Black, 3x18, 
16x22 AWG, 105 °C, 300 
VAC/VDC, 4 A (pins 5, 7, & 
12), 2 A (all other pins),
10.0 mm OD, Cable 
#RF50733-*M, Flexlife

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP68 Protection

19-Wire Cordsets, C-Size Heavy Duty



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..A**

RKM 28A-*M RSM 28A-*M

MC ITC/PLTC PVC Armor Yellow, 
2x18 AWG, 105 °C, 14.4 mm 
OD, Cable #RF51039-*M, Armor 
Cable for Extreme Conditions, 
CSA Approved ITCERDB

1. WH
2. BK

Female/Male

RKM 38A-*M RSM 38A-*M

MC ITC/PLTC PVC Armor Yellow, 
3x18 AWG, 105 °C, 14.9 mm 
OD, Cable #RF51040-*M, Armor 
Cable for Extreme Conditions, 
CSA Approved ITCERDB

1. GN
2. BK
3. WH

Female

Male

RKM 48A-*M RSM 48A-*M

MC ITC/PLTC PVC Armor Yellow, 
4x18 AWG, 105 °C, 15.2 mm 
OD, Cable #RF51041-*M, Armor 
Cable for Extreme Conditions, 
CSA Approved ITCERDB

1. BK
2. WH
3. RD
4. GN

Female

Male

RSM ..A**

RKM 58A-*M RSM 58A-*M

MC PVC Armor Yellow, 5x18 
AWG, 90 °C, 14.9 mm OD, Cable 
#RF51042-*M, Armor Cable for 
Extreme Conditions ITCERDB

1. WH
2. RD
3. GN
4. OG
5. BK

Female

Male

RKM 68A-*M RSM 68A-*M

MC PVC Armor Yellow, 6x18 
AWG, 90 °C, 14.9 mm OD, Cable 
#RF51043-*M, Armor Cable for 
Extreme Conditions ITCERDB

1. WH
2. RD
3. GN
4. OG
5. BK
6. BU

Female

Male
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 300 V, 9 A (2-5-pin), 8 A (6-pin)

2-6 Wire Extreme Duty, Armored Cordsets



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..D**

RKM 26D-*M RSM 26D-*M

STOOW PVC Yellow 2x16 
AWG, 105 °C, 9.6 mm 
OD, Cable #RF50561-*M, 
Flexlife®

1. WH
2. BK

Female/Male

RKM 35D-*M RSM 35D-*M

STOOW PVC Yellow, 3x16 
AWG, 105 °C, 10.0 mm 
OD, Cable #RF50537-*M, 
Flexlife

1. GN
2. RD/BK
3. RD/WH

Female

RKM 36D-*M RSM 36D-*M

STOOW PVC Yellow, 3x16 
AWG, 105 °C, 10.0 mm 
OD, Cable #RF50536-*M, 
Flexlife

1. GN
2. BK
3. WH

Male

RKM 46D-*M RSM 46D-*M

STOOW PVC Yellow, 4x16 
AWG, 105 °C, 10.8 mm 
OD, Cable #RF50538-*M,
Flexlife

1. BK
2. WH
3. RD
4. GN

Female

RSM ..D**

Male

RKM 56D-*M RSM 56D-*M

STOOW PVC Yellow, 5x16 
AWG, 105 °C, 12.7 mm 
OD, Cable #RF50539-*M,
Flexlife

1. WH
2. RD
3. GN
4. OG
5. BK

Female

Male

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 600 V, 9 A

2-5 Wire Cordsets, Smooth Body



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

RKM ..**

RKM 30-2M/S90-SP
WKM 30-2M/S90-SP

RSM 30-2M/S90-SP
WSM 30-2M/S90-SP

AWM TPU Yellow 3x18 
AWG, 90 °C, 300 V, 9 A,
7.2 mm OD, for repetitive
2-wire AC with ground or 
3-wire applications

1. GN/YE
2. BN
3. BU

Female

WKM ..** Male

RSM ..**

RKM 50-1M/S90-SP
WKM 50-1M/S90-SP

RSM 50-1M/S90-SP
WSM 50-1M/S90-SP

AWM TPU Yellow 5x18 
AWG, 90 °C, 300 V, 9 A,
7.2 mm OD, for repetitive
5-wire AC applications

1. BK
2. BU
3. GN
4. BN
5. WH

Female

WSM ..**
Male
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**
Standard cable lengths are 2 (3-wire) and 1 (5-wire) meters. Consult factory for other lengths.
Standard coupling nut material is nickel plated brass “RKM ..”; “RKV ..” indicates stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy 300 V, 9 A

3 and 5-Wire Spiral Cordsets, Standard



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

WD-RKV ..**

WD-RKV 20-*M
WD-WKV 20-*M

WD-RSV 20-*M
WD-WSV 20-*M

PP White, 2x18 AWG,
105 °C, 300 V, 9 A, 5.1 mm
OD, Cable #RF51441-*M

1. BN
2. BU

Female

WD-RKV 26-*M
WD-WKV 26-*M

WD-RSV 26-*M
WD-WSV 26-*M

PP White, 2x16 AWG,
105 °C, 600 V, 10 A, 6.2 mm 
OD, Cable #RF51442-*M

1. WH
2. BK

WD-RKV 30-*M
WD-WKV 30-*M

WD-RSV 30-*M
WD-WSV 30-*M

PP White, 3x18 AWG,
105 °C, 300 V, 9 A, 5.7 mm
OD, Cable #RF51443-*M

1. GN/YE
2. BN
3. BU

Female

WD-WKV ..**

WD-RKV 36-*M
WD-WKV 36-*M

WD-RSV 36-*M
WD-WSV 36-*M

PP White, 3x16 AWG,
105 °C, 600 V, 10 A,
7.2 mm OD, Cable 
#RF51444-*M

1. GN
2. BK
3. WH

Male

WD-RKV 40-*M
WD-WKV 40-*M

WD-RSV 40-*M
WD-WSV 40-*M

PP White, 4x18 AWG,
105 °C, 300 V, 9 A, 6.2 mm
OD, Cable #RF51445-*M

1. BN
2. WH
3. BU
4. BK

Female

WD-RSV ..**

Male

WD-RKV 46-*M
WD-WKV 46-*M

WD-RSV 46-*M
WD-WSV 46-*M

PP White, 4x16 AWG,
105 °C, 600 V, 10 A, 7.2 mm 
OD, Cable #RF51446-*M

1. BK
2. WH
3. RD
4. GN

Female

WD-WSV ..**

Male

W
e reserve the right to m

ake technical alterations w
ithout prior notice.

*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is stainless steel.
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yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy Polypropylene Contact Holder, Mold Material and

        Cable Jacket
yy High Chemical Solvent Resistance & Tensile Strength

2, 3, and 4-Wire Washdown Cordsets



7/8” minifast® Connectivity Products

Connector Style Female Part Number Male Part Number Features Pinout

WD-RKV ..**

WD-RKV 50-*M
WD-WKV 50-*M

WD-RSV 50-*M
WD-WSV 50-*M

PP White, 5x18 AWG,
105 °C, 300 V, 9 A, 7.2 mm
OD, Cable #RF51447-*M

1. BK
2. BU
3. GN/YE
4. BN
5. WH

Female

WD-WKV ..**

WD-RKV 56-*M
WD-WKV 56-*M

WD-RSV 56-*M
WD-WSV 56-*M

PP White, 5x16 AWG,
105 °C, 600 V, 10 A, 7.2 mm 
OD, Cable #RF51448-*M

1. WH
2. RD
3. GN
4. OG
5. BK

Male

WD-RSV ..**

WD-RKV 60-*M
WD-WKV 60-*M

WD-RSV 60-*M
WD-WSV 60-*M

PP White, 6x18 AWG,
105 °C, 300 V, 8 A, 7.2 mm
OD, Cable #RF51449-*M

1. GN
2. WH
3. BU
4. GY
5. YE
6. BN

Female

WD-WSV ..**

WD-RKV 66-*M
WD-WKV 66-*M

WD-RSV 66-*M
WD-WSV 66-*M

PP White, 6x16 AWG,
105 °C, 600 V, 8 A, 8.0 mm
OD, Cable #RF51450-*M

1. WH
2. RD
3. GN
4. OG
5. BK
6. BU

Male
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*
**

Length in meters. Standard cable lengths are 2, 4, 5, 6, 8 and 10 meters. Consult factory for other lengths.
Standard coupling nut material is stainless steel.
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5 and 6-Wire Washdown Cordsets

yy NEMA 1, 3, 4, 6P
yy IEC IP67 Protection
yy Polypropylene Contact Holder, Mold Material and

        Cable Jacket
yy High Chemical Solvent Resistance & Tensile Strength
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