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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Designator for Receptacle

Gender
K = female connector
S = male connector

Mounting Style
(blank) = front mount
P = back panel mount

1/2” Microfast Receptacle

Length in Meters

Reverse Key
(blank) = nickel plated brass
V = stainless steel

Varieties
/S .. = consult factory, special

F K B V 4 - * / 18.25 / S..

Mounting Threads
18.25 = 1/4-18 NPT
14.5 = 1/2-14 NPSM
14.5/NPT = 1/2-14 NPT

Mounting Threads
2 = BN, BU
3 = GN, RD/BK, RD/WH
4 = RD/BK, RD/WH, RD, GN
5 = RD/WH, RD, GN, RD/YE, RD/BK
6 = RD/WH, RD, GN, RD/YE, RD/BK, RD/BU

AWG sizes depend on body style and “/S” variety

1/2 Microfast Field Wireable

Gender
(blank) = female
S = male

Field Wireable Type
MF = standard field wireable

Number of Pins
3 = 3

Cable Option
0 = no cable

Termination
1 = standard

Housing Style
1 = straight
2 = right angle

Cordset Part Number key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

MF S 3 2 3 1 - 0

Field Wireable Part Number Key




