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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Gender
K = female connector, female threads
S = male connector, male threads

D-Size 1 3/8” Powerfast Cordset

G S D M 30 - *M

Varieties
(blank) = TC-ER STOOW PVC cable jacket
/S4000 = TC-ER PVC cable jacket

Length in Meters

D-Size Power Number of Wires / AWG / Color Codes
30 = 3x10 AWG BK, GN, WH
32 = 3x12 AWG BK, GN, WH
34 = 3x14 AWG BK, GN, WH
40 = 4x10 AWG BK, GN, RD, WH
42 = 4x12 AWG BK, GN, RD, WH
44 = 4x14 AWG BK, GN, RD, WH

G S D M G K D M 30 - *M

Extension Examples

Insertion Point of Extension Cable Second Prefix*

* Male connector listed first, female connector second
Example: RSM RKM 44-2M

D-Size 1 3/8” Powerfast Receptacle Part Number Key

Configuration
(blank) = straight
W = right angle

Coupling Nut Material
A = anodized aluminum
M = nickel plated brass
V = 316 stainless steel

Gender
K = female connector, female threads
S = male connector, male threads

D-Size 1 3/8” Powerfast Receptacle

G K D F 30 - *M /14.5/NPT

Thread Type
/14.5/NPT = ½-14 NPT threads
/14.75/NPT = ¾-14 NPT threads
/M20 = M20x1.5 threads

Length in Meters

D-Size Power
Number of Wires / AWG / Color Codes
30 = 3x10 AWG BK, GN, WH
32 = 3x12 AWG BK, GN, WH
34 = 3x14 AWG BK, GN, WH
40 = 4x10 AWG BK, GN, RD, WH
42 = 4x12 AWG BK, GN, RD, WH
44 = 4x14 AWG BK, GN, RD, WH

Designator for Receptacle

Housing Material
(blank) = nickel plated brass
A = anodized aluminum
V = 316 stainless steel

D-Size 1 3/8” powerfast Connectivity

D-Size 1 3/8” Powerfast Cordset Part Number Key




