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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Gender
K = Female Connector, Female Threads
D = Male Connector, Male Threads

Coupling Nut Material
(blank) = Nylon
M = Nickel Plated Brass
V = Stainless Steel

7/8-16 UN (Minifast)
R = Straight
W = Right Angle

W K M 57x - *M

Length in Meters (*)
Consult factory for other lengths.

Protocol
57 = DeviceNet

Gender
K = Female Connector, Female Threads
S = Male Connector, Male Threads

7/8-16 UN (Minifast)

R K F V 57x - *M /NPT

Connection Type
(Blank) = Leads or PCB Pins
L = Solder Cup

Length in Meters (*)
Consult factory for other lengths.

Protocol
57 = DeviceNet

Minifast Receptacle Part Number Key

Designator for Receptacle

Mounting Style
(Blank) = Front Mount
P = Back Panel Mount

Material
(Blank) = Anodized Aluminum
K = Nylon
V = Stainless Steel

Connection Thread
(Blank) = 1/2-14 NPSM Threads
/14.5 = 1/2-14 NPT Full Length Threads
/14.75 = 3/4-14 NPT Full Length Threads
/M20 = M20 Threads

DeviceNet™ Physical Media Connectivity  

Minifast® Cordset Part Number Key



  B2007 M5

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Gender
K = Female Connector, Female Threads
S = Male Connector, Male Threads

Plug Body
C = Large Plug Body
G = Robust Large Plug Body
S = Shielded to Coupling Nut
T = Small Plug Body

M12x1 (Eurofast)
R = Straight
W = Right Angle

R S C W V 57x - *M

Length in Meters (*)
Consult factory for other lengths.

Cable Type (x)
57 = DeviceNet

Keying Options
(blank) = Standard Key
W = Reverse Key

Coupling Nut Material
(blank) = Nickel Plated Brass
K = Nylon
V = Stainless Steel

Gender
K = Female Connector, Female Threads
S = Male Connector, Male Threads

Housing Style
(Blank) = Front Mount
FD = Standard Back Panel Mount
S = Shielded to Receptacle Housing
SDE = Shielded Back Panel Mount, Large Body

M12x1 (Eurofast)

F S F V 57x - *M

Length in Meters (*)
Consult factory for other lengths.

Cable Type (x)
57 = DeviceNet

Coupling Nut Material
(blank) = Nickel Plated Brass
V = Stainless Steel

Keying Options
(Blank) = Standard Key
W = Reverse Key

Eurofast Receptacle Part Number Key

DeviceNet™ Physical Media Connectivity 
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Eurofast® Cordset Part Number Key
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DeviceNet™ Physical Media Connectivity  

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Gender
K = Female Connector
S = Male Connector

Coupling Nut (Threaded coupling nut only)
(blank) = Nickel Plated Brass
V = Stainless Steel

M8x1 (Picofast)

P S G 5 M 57x - *M

Length in Meters
Consult factory for other lengths.

Configuration
G = Straight
W = Right Angle

Number of Pins

Cable Type (x)
57 = DeviceNet

Locking Method
(Blank) = Snap lock (No Locking Sleeve)
M = M8x1 Threaded Coupling Nut
Z = Snap lock (locking sleeve)

M8 Picofast Receptacle Part Number Key

Picofast® Part Number Key

Designator for Receptacle

Connection Type
(blank) = snap lock
S = threaded
SH = threaded and mounting bracket
SHL = threaded and long mounting bracket

M8 Picofast Receptacle
M = straight
WM = right angle (PCB pins)

M F K S 5 F 57x - *

Connection Type / Length in Meters
PCB = PCB pins
PCBF = PCB pins

Gender
K = female connector
S = male connector

Number of Wires

Cable Type (x)
57 = DeviceNet

Locking Method
(Blank) = front mount (rear thread and locknut)
F = rear mount (front thread and locknut)




