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M8  picofast® Connectivity  

Number of Wires / AWG / Color Codes
3 = 3x26 AWG	 BN, BU, BK
4 = 4x26 AWG	 BN, BU, BK, WH
6 = 6x26 AWG	 BN, BU, BK, WH, GY, PK

Connection Type / Length in Meters
PCB = PCB pins
PCBF = PCB pins

Mounting Style
(blank) = front mount (rear thread and locknut)
F = rear mount (front thread and locknut)

Designator for Receptacle

M8 Picofast Receptacle
M = straight
WM = right angle (PCB pins) 

Gender
K = female connector
S = male connector

Connection Type
(blank) = snap lock
S = threaded
SH = threaded and mounting bracket
SHL = threaded and long mounting bracket 

Field Wireable Type 
B = standard field wireable

Gender 
(Blank) = female connector
S = male connector

M8 Picofast Field Wireable

Housing Style
1 = straight
2 = right angle

Cable Option
0 = no cable

Termination
1 = threaded connector
2 = snap lock
3 = threaded with screw terminal
6 = IDC

Number of Pins
3 = 3
4 = 4

M F K  S 3 F - *

B S 5 1 3 1 - 0

Receptacle Part Number Key

Field Wireable Part Number Key
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Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.  




