
15⁄8" Framing System
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P2326

Wt/100 pcs: 171 Lbs  (77.6 kg)

5 3⁄8"
(136.5)

3 1⁄2"
(88.9)

1 7⁄8"
(47.6)

1      "
(42.1)

21
32

P1000 (shown), P1100, 
P2000, P4001 or P4101

P1973P1044

1 5⁄8"
(41.3)

1 5⁄8"
(41.3)

13⁄16"
(20.6)

2 1⁄4"
(57.2)

(96.0)

1 7⁄8"

3 25⁄32"

(47.6)

1 5⁄64"
(27.4)

1 5⁄8"
(41.3)

P1001 (shown),
P1101, P2001
or P4004

Wt/100 pcs: 70 Lbs  (31.8 kg) Wt/100 pcs: 53 Lbs  (24.0 kg)

P1043a P1737

P4043P2473

“U” Shape Fittings

Wt/100 pcs: 128 Lbs  (58.1 kg)

Wt/100 pcs: 197 Lbs  (89.4 kg)

Wt/100 pcs: 105 Lbs  (47.6 kg)

Wt/100 pcs: 106 Lbs  (48.1 kg)

7"
(177.8)

(83.3)
3 9⁄32"

1 5⁄8"
(41.3)

(41.3)
1 5⁄8"

P1001A

(47.2)
1 55⁄64"

4 7⁄8"
(123.8)

P1001A3 (shown)
or P5501

(136.5)
5 3⁄8"

P1001(shown),  P1101,
P2001, P4004 or P5000

(82.6)
3 1⁄4"1 21⁄32"

(42.1)

7"
(177.8)

3 9⁄32"
(83.3) (41.3)

1 5⁄8"

P4004 (shown), P1001, 
P1101, P2001, or P5000

P1732 P5543P2237

Wt/100 pcs: 88 Lbs  (39.9 kg) Wt/100 pcs: 18 Lbs  (8.2 kg) Wt/100 pcs: 97 Lbs  (44.0 kg)

(41.3)
1 5⁄8"

5 3⁄8"
(136.5)

Tapped
5⁄16"-18
Thread

(42.1)
1      "21

32

(62.7)
2     "

(161.1) 1 7⁄8"
(47.6)

15 32

6       "11 32

P5500

Material: 1⁄8" (3.2) thick.

(41.3)
1 5⁄8"

(19.1)
3⁄4"

(10.3) (93.7)
3 11⁄16"

(42.9)
1 11⁄16"

All Holes 
9⁄32" (7.1) Dia.

13⁄32"

P1048, P1049, P1050

1 5⁄8"
(41.3)

B
1 1⁄2"
(38.1)

A

Part
Number

“A”
In (mm)

“B”
In (mm)

Wt/100 pcs
Lbs (kg)

P1048 71⁄4 41⁄8 105
184.2 104.8 47.6

P1049 81⁄2 53⁄8 120
215.9 136.5 54.4

P1050 103⁄8 71⁄4 130
263.5 184.2 59.0

P1383

5 3⁄8"
(136.5)

(42.1)

1 7⁄8"
(47.6)

1      "21
32

Wt/100 pcs: 95 Lbs  (43.1 kg)

P2328 P1046aP2329

Wt/100 pcs: 76 Lbs  (34.5 kg)Wt/100 pcs: 209 Lbs  (94.8 kg) Wt/100 pcs: 257 Lbs  (116.6 kg)

1     "
(42.1)

21
32

3 1⁄2"
P1001(shown),
P1101, P2001, 
P4004 or P5000

3 1⁄2"
(88.9)

(88.9)

5 3⁄8"
(136.5)

4 1⁄32"
(102.4)

1 7⁄8" 1 5⁄64"(47.6) (27.4)
7"

(177.8)

3 1⁄2"
(88.9)

1 7⁄8"

P1001(shown),
P1101, P2001, 
P4004 or P5000

3 9⁄32"
(83.3)

(47.6)

CORE PRODUCTS - TYPICALLY AVAILABLE FROM STOCK

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hg

eg, gr, hgDf, eg, gr, hg

 Standard Dimensions for 15⁄8" (41.3mm) width series channel fittings (Unless Otherwise Shown on Drawing)
Hole Diameter:  9⁄16" (14.3mm); Hole Spacing - From End: 13⁄16" (20.6mm); Hole Spacing - On Center: 17⁄8" (47.6mm); Width: 15⁄8"(41.3mm); Thickness: 1⁄4" (6.4mm) with

steel meeting or exceeding ASTM A1011 SS GR 33, or 0.220" (5.6mm) with steel meeting or exceeding ASTM A1011 HSLAS GR 45




