SINGLE PHASE - FOOT MOUNT

Starting capacitors, cast iron frames, rigid base and
oversized bali bearings to ensure extended motor life are
all standard features:

Remember to considered ambient temperatures and that
ODP are suitable where dirt and moisttire are at minimum.
ODP TEFC motors are specifically designed for operating in
environments of dirt, dust and excess moisture.

TEFC

* Pumps » Single-phase, II, 1V and VI pole, 60Hz « Special Voltages and frequency
« Fans » Squirrel cage rotor / Aluminum die cast * Stainless steel shaft
» Conveyors * NEMA dimensions « C and D flanges available for all
- Blowers * Ball bearings frames
» Air compressors « Insulation Class ‘F’ » F2 mount
» Refrigeration equipment « High starting torque
* Industrial equipment » Continuous Duty (S1)
* Milling machines » 104°F (40°C) ambient temperature
* Tools * Altitude: 3300 ft (1000m)
« Farm equipment* » 1045 carbon steel shaft « Steel frame
* Aeration equipment * F1 mounting T-Box + Single-phase, II, IV or VI pole, 60Hz
* Other moderate-to-high starting * NPT threaded terminal box - Voltage: 115/208-230V
torque applications. - Stainless steel nameplate .

Squirrel cage rotor
* Paint: Enamel alkyd resin base

+ Color: RAL 7022 — Dark Gray

* Service Factor : 1.25 (ODP only)
* 143/5T steel plate frames

* 182T up to 215T cast iron frames
= Service factor: 1.15

.

Start capacitor

* NEMA dimensions

» Class ‘B’ insulation (130°C)
High starting torque

Ball Bearings

Open drip proof (ODP - IP21)

Totally enclosed fan cooled (TEFC - 1P55)
Color: RAL 7022 (Dark Gray)

« Automatic drain plugs

* V-ring slingers on both endshields

Only for TEFC (IP55) motors:

* Continuous Duty (S1), 40°C ambient
* V-ring slingers on both endshields

* Designed to operate in any position

APPROVED BY APPROVED BY

Note: Motors are tested according to IEEE 112 std. - method ‘B’ or C390 CSA m spv
+ Design B torque rating on nameplate can be re-plated for design C @

Energy efficiency motors verified by UL in addition to the DOE. E 104530 LR 38324
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Approx. FL FL
HP RPM NEMA Catalog List Price WMult.| Shipp. | Service| Amps| Eff. "c" Voltage Notes
Frame Number Sym.| Weight | Factor | 230V | % | Dimension
Lbs

1/8 1800 48 .1218051BB48 17 140 @ 1.80 | 9409 . 115/208-230V
3600 48 .16360S1BB48 17 1.35 11.60 9.409: . | 115/208-230V

6 1800 48 16180518848 17 1.35 | 1.90 9.409 | 115/208-230V
1800 48 .16180S1BSPB48 19 1,35 1 1.90 9.409 | 115/208- 230V ¥
3600 48 25360S1BB48 19 1.35 1 1.90 | 9.409 .| 115/208-230V
3600 56 2536081856 19 135 @ 190 9764  115/208-230V

14 1800 48 25180518848 19 1.35  2.40 ° 9.409  115/208-230V |
1800 48 .2518051BSPBA48 20 1.35 240 9.409  115/208-230V %
1800 56 25180$1B56 19 1.35 = 2.40 9764  115/208-230V
3600 48 .3336051BC48 22 135 | 260 | 10197 | 115/208-230V |
3600 56 .33360S1BC56 22 1.35 1 2.80 10551 I 115/208-230V

13 1800 48 .3318051BC48 22 1.35° | 3.00 10197 - I 115/208-230V
1800 48 .33180S1BSPC48 22 1.356 - 3.00 10.197 1 115/208-230V | &
1800 56 .33180S1BC56 22 1.35 | 3.00 10.551 | 115/208-230V.
3600 48 50360S1BC48 24 125 ° 3.40 10,197 115/208-230V |
3600 - 56 50360S1BC56 24 125 340 10551 ° 115/208-230V |

V2 1800 48 5018051BC48 24 125 3.90 10197 © 115/208-230V |
1800 48 | .5018081BSPC48 24 125 390 10197 115/208-230V | %
1800 56 .50180S1BC56 24 | 125 3.90 10.6561 - 115/208-230V

34 3600 56 .75360518B56 32 1.25. 1 550 11102} 115/208-230V
1800 56 .75180S1BD56 36 125 | 5.50 12,283 1 115/208-230V

’ 3600 56 001360S1BDS6 36 125  7.00 . 12283 115/208-230V
1800 56 001180S1BD56 39 1145 @ 7.00  12.283 | 115/208-230V

{42, 13600 56 001560S1BD56 40 115 9.00 12,283 © | 115/208-230V
1800 56H 0015805 1BF56 51 1151 105 . 13.464 | 115/208-230V

2 3600 | 56H 0023605 1BF56 48 1.15 110 13464 115/208-230V |
1800 56H 00218051BG56 55 115 @ 13.0 13.858  115/208-230V .
3600 56H 003360S18G56 53 1.15. | 15.00 13.858 + | 115/208-230V.

3 3600 182T 0033605101827 80 1,251 15.00.178.00 /" 14.448 230V -
1800 1847 00318081D184T 99 125 117.00 | 72.0.]. - 14.875 | 230V
3600 | 1847 00536081D184T 109 125  21.00 82.00 14875 230v

5 1800 | 184T 005180S1C184T 109 1.25 | 2460 8160 14875 208-230V
1800 184T  005180S1CCD184T 109 125 2450 8200 14875  208-230V c

75 ..3600 z 184T 007360S1C184T 130 1.25. | 30.60 | 85.00] 114,875 208-230V

' 1800 |+ 2157 00718081F215T 130 1.15. | 30.60 | 85.00 7 19.660 208-230V

= ELECTRICAL FEATURES ON PAGE B-2, B-10.
- MECHANICAL FEATURES ON PAGE B-50, B-61.

¥ = Split-Phase Motor

¢ = Compressor Duty
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* ELECTRICAL FEATURES ON PAGE B-3, B-10.
° MECHANICAL FEATURES ON PAGE B-51, B-61.

Approx.
HP RPM NEMA Catalog List Price Mult.| Shipp. | Service| Amps| Eff. "c! Voitage Notes
Frame Number Sym.| Weight { Factor | 230V | % | Dimension
Lbs
1 3600 56 2536ES1BB56 31 115 11498 115/208-230V
1800 56 2518ES1BB56 33 1.15 11.496 | 115/208-230V
1313600 56 .3336ES1BB56 . 36 115 11.496 | 115/208-230V
1800 56 .331BES1BBS6 36 115 11,496 - | 115/208-230V.
3600 56 5036ES1BB56 40 145 11496 | 115/208-230V .
w2 1800 56 | .501BES1BBSE LA s 11496 115208230V
1200 5 . .s012Es1BDSS | 41 1.15 12.677 | 115/208-230V
3600 56 .7536ES1BB56 41 1,15 11.496. ' | 115/208-230V g
34 1800 56 .751BES1BB56 46 115 11,496 | 115/208:230V
1200 56 .7512ES1BF56 58 1.15 13,858 | 115/208-230V
3600 56 00136ES1BDS56 46 115 8. 12677 115/208-230V
4 3600 ' F143T | 00136ES1E143T 63 116 | 630 6770  14.834 | 208-230/460V
1800 56 00118ES1BD56 52 | 115 700 | 42877 | 115/208-230V ,
. . 1800  F143T  00118ES1E143T 85 115 7.00 68.00 14834  208-230/460V
36001 56 00156ES1BD56 56 145 850 ) 12.877 . [115/208-230V
3600 | F143T | Q0156ES1E143T 65 1151 8.50. 70.00 | 14.834" | 208-230/460V
1.5 1 1800 56| 00158ES1BF56 58 1155 | 9,00 | 13888 | 115/208.230V.
1800 | G145T | U0158ESE145T [oo730 1115 1 900 [72.000 15228 | 208-230/460V
> 12001 " 182T | O0152ES1E182T | 1360 | 145 | 770 [80.00} 17.240 | 208-230/460V
~.3600 56 00236ES1BF56 85 . 115 | 105 ... 13858 . 115/208-230v.
2 | 3600 _G145T  Q023BES1E145T 73 115 102 7500 15228  208-230M60V
1800 . G145T = 0021BES1E145T 75 115 108 7400 15228 | 208-230/460V |
1200 : w213T 00212ES1E213T 184 115 . 10.0 80.00. 21.000  208-230/480V
3600 | G145T | 00336ES{E145T 79 1,15 1 13.5/ | 78.80] | 15.228° " | 208-230/460V
3 3600 182T 00336ESTE182T 109 115 | 135 17880 17240 208-230/4eov
1800 1847 00318ES1E184T 133 [ 115 | 14.0 | 78.00)  17.050 | 208-230/460V.
1200- | 215T 00312ESTE215T 204 115 130 [82.00] 21,000 | 208-230/460V |
3600  184T 00536ES1E184T 183 115 | 21.0 8300  17.050  208-230/460V
s 1800 1841 0051BESTE184T 157 115 210 7940, 17.050 2082304460V
1800 . 215TZ . 00518ESIE215TZ 169 115 210 7940 19567  208-230/460V
1200 | 215T 00512ES1E215T 213 116 22.0 83.000 19.500 | 208-230/460V |
36001 213T 00736ES1E21aT 187 115 31.0 184.00} - 21.000 | 208-230/460v
7.5 118001 215T 00718ES1E215T 199 1,157 34.0° [82.00/ 19.500° | 208-230/460V
1800 |- 215TZ | 00718ES1E215TZ 199 1.15.01°34.0 1 82.00 19,567 | 208-230/460V
jo | 3800 2157 01036ES1E215T 196 195 382 88.20  19.500 izoa-zaomeov o
1800 215T 0101BES1E215T 223 115 40.0 83.00 19500 | 208-230/460V

www.wegelectric.com




	Text46: 
	Text47: 


