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Pushbuttons and Pilot Lights 
Accessories for CSW (22mm)

Voltage Color Diagram
Standard 
packing

Compatible 
flange

Catalog Number

 12 V ac/dc

White

X1

X2

1 piece AF3F

CSW-BIDLF0E25
Red CSW-BIDLF1E25

Green CSW-BIDLF2E25
Yellow CSW-BIDLF3E25
Blue CSW-BIDLF4E25

24 V ac/dc

White CSW-BIDLF0E26
Red CSW-BIDLF1E26

Green CSW-BIDLF2E26
Yellow CSW-BIDLF3E26
Blue CSW-BIDLF4E26

48 V ac/dc

White CSW-BIDLF0E27
Red CSW-BIDLF1E27

Green CSW-BIDLF2E27
Yellow CSW-BIDLF3E27
Blue CSW-BIDLF4E27

110-130 V ac

White CSW-BIDLF0E10
Red CSW-BIDLF1E10

Green CSW-BIDLF2E10
Yellow CSW-BIDLF3E10
Blue CSW-BIDLF4E10

220-240 V ac

White CSW-BIDLF0D66
Red CSW-BIDLF1D66

Green CSW-BIDLF2D66
Yellow CSW-BIDLF3D66
Blue CSW-BIDLF4D66

125 V dc

White CSW-BIDLF0E10
Red CSW-BIDLF1E10

Green CSW-BIDLF2E10
Yellow CSW-BIDLF3E10
Blue CSW-BIDLF4E10

Illumination Blocks with Integrated LED1)2)3) 

0.016 kg

Notes: 
1) Not compatible with the PBW control stations line. For control stations accessories, please refer to the page 295 and 296. of this catalog
2) Unitary weight.
3) Not compatible with black flanges

Voltage Reduction Blocks1)2)3)

Description Ue
Diagram

Standard 
packing

Compatible
flange 

Catalog Number

For use with 
Integrated 
LED blocks 

models: 
CSW-BIDL(F)_D66 

(220-240 V ac)

380-
460 V 

ac

6

CSW-BRT4

CSW-BIDL-_D66 (220-240 V dc)

38
-4

6 
V 

22
-2

4 
V 

1 piece
AF3
AF5

CSW-BRT4F

0.016 kg




