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Busbar 1: 80 x 10 mm

Busbar 2: 60 x 30 mm

Round cable: 55 mm
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Busbar 1: 100 x 10 mm

Busbar 2: 80 x 30 mm

Round cable: 70 mm
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Plug-In Current Transformer; with CAGE CLAMP® Connection
Primary  
Rated  
Current

Secondary
Rated  
Current

Rated 
Power

Accuracy 
Class Item No. Pack. 

Unit

1000 A 1 A 10 VA 1 855-801/1000-1001 1

2000 A 5 A 10 VA 1 855-805/2000-1001 1

2000 A 1 A 10 VA 1 855-801/2000-1001 1

Plug-In Current Transformer; with CAGE CLAMP® Connection
Primary  
Rated  
Current

Secondary
Rated  
Current

Rated 
Power

Accuracy 
Class Item No. Pack. 

Unit

2500 A 5 A 10 VA 1 855-1005/2500-1001 1

2500 A 1 A 10 VA 1 855-1001/2500-1001 1

855 Series
Plug-In Current Transformer; with CAGE CLAMP® Connection
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https://www.wago.com/855-801/1000-1001
https://www.wago.com/855-805/2000-1001
https://www.wago.com/855-801/2000-1001
https://www.wago.com/855-1005/2500-1001
https://www.wago.com/855-1001/2500-1001



