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Insulated and Uninsulated Ferrules; for Chassis-Mount Terminal Strip

Ferrule; insulated; electro-tin-plated; electrolytic copper; gastight crimped; per DIN 46288 (Part 4/09.09)
Conductor 
Cross Section

Color Strip Length L L 1 D D 1 D 2 Item No. Pack. Unit

0.5 mm² / 20 AWG white 12 mm / 0.47 inch 16 10 3,1 2,6 1 216-241 1000

0.75 mm² / 18 AWG gray 12 mm / 0.47 inch 16 10 3,3 2,8 1,2 216-242 1000

1 mm² / 18 AWG red 12 mm / 0.47 inch 16 10 3,5 3 1,4 216-243 1000

1.5 mm² / 16 AWG black 12 mm / 0.47 inch 16 10 4 3,5 1,7 216-244 1000

Ferrule; uninsulated; electro-tin-plated; electrolytic copper; gastight crimped; per DIN 46288 (Part 4/09.09)
Conductor 
Cross Section

Strip Length L D D 2 Item No. Pack. Unit

0.5 mm² / 20 AWG 10 mm / 0.39 inch 10 2,1 1 216-141 5000 (1000)

0.75 mm² / 18 AWG 10 mm / 0.39 inch 10 2,3 1,2 216-142 5000 (1000)

1 mm² / 18 AWG 10 mm / 0.39 inch 10 2,5 1,4 216-143 5000 (1000)

1.5 mm² / 16 AWG 10 mm / 0.39 inch 10 2,8 1,7 216-144 5000 (1000)
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