
255

A
ud

ib
le

 S
ig

na
l D

e
vi

c
e

s

	 TECHNICAL DIAGRAMS:

	 see page 306

	 ORDER SPECIFICATIONS:

	 TECHNICAL SPECIFICATIONS:

Dimensions (L x H x W):	 148 mm x 350 mm x 152 mm
Housing:	 ABS
Connection:	 Screw terminal max. 2.5 mm
Cable entry:	 Rubber squeeze grommet Ø 7-10 mm
Fixing:	 Wall mounting, sound outlet facing downwards

Continuous tone (AC)
Voltage	 24 V AC (50 Hz)	 42-48 V AC (50 Hz)	 115 V AC (50/60 Hz)	 230 V AC (50 Hz)
Current consumpt.	 500 mA	 250 mA	 200 mA	 70 mA
	 570 052 65	 570 052 66	 570 052 67	 570 052 68

Pulse tone (AC)
Voltage		  230 V AC (50 Hz)
Current consumpt.		  ≤ 70 mA
		  570 100 68

Continuous tone (DC)
Voltage		  24 V DC	 115 V DC	 230 V DC
Current consumpt.		  350 mA	 150 mA	 100 mA
		  570 052 55	 570 052 57	 570 052 58

Further voltages on request.

The Horn 570 is also available 
in an Ex version (see page 290)

IP 55
+60°C

-20°C

108 dB1 kg

•	Pulse tone available

Signal Horn570

•	Suitable for indoor and  
outdoor applications

See note 
on page 347




