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In order to be able to find the technical diagrams for your desired product 
even more quickly, there is a reference on the relevant product page stating 
the page number for the corresponding diagram located in the ”Technical 
diagrams“ section

On the following pages you will find the technical diagrams for our products. 
The dimensions are always stated in millimetres. Please note that the diagrams 
are not to scale.

Reference on the product page

The technical diagrams are in numerical order of the first three 
digits of the article number.

Layout of the technical diagrams

The technical diagrams for our extensive accessories are in numerical 
order of the full article number (from page 294 onwards).

Technical diagrams for accessories

You are welcome to request the technical diagrams in digital form. 
The relevant 3D models, instruction leaflets and connection diagrams 
can be obtained from us or downloaded from our homepage at any time.
 
Select the required product or search with the aid of the part number, go to 
“downloads” and click on “drawing” and save the file.

Digital data
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 MASSZEICHNUNGEN:

 siehe Seite 303

 ZUBEHÖR:

 BESTELLDATEN:

 TECHNISCHE DATEN:

Größenvergleich Dauerleuchten

Kunststoffwinkel, Adapter für 
Rohrmontage und Drahtschutzkorb 

(Zubehör)

Hohe Lichtstärke 
durch einzigartige LED-Technologie

Kunststoffwinkel
(Zubehör)

Spannung  12-50 V DC 230 V AC
Stromaufnahme  12 V: 500 mA 50 mA
  50 V: 100 mA 
rot  280 100 55 280 100 68
gelb  280 300 55 280 300 68

Kunststoffwinkel für Wandmontage      975 883 06
Adapter für Rohrmontage      975 883 09
Drahtschutzkorb, nur für Bodenmontage     975 883 08

•  Schlagfest bis 20 Joule 
•  DC-Weitspannungsvariante

•  Hohe Lichtstärke 
•  Rohrmontage mittels Adapter   

möglich (Zubehör)

Maße (Ø x Höhe): 142 mm x 218 mm
Gehäuse: PC/ABS-Blend
Kalotte: PC, transparent
Befestigung: Bodenmontage, Winkelmontage (Zubehör), 
 Rohrmontage (Zubehör)
Anschluss: Schraubklemme mit Drahtschutz max. 2,5 mm2

Kabeleinführung: Kabeldurchmesser 5-7 mm
Einschaltdauer: 100 % 

280 LED-Dauerleuchte

Lebensdauer

bis zu 50.000 h

www.werma.com

Hinweis S. 347
beachten
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