
DATA SUBJECT TO CHANGE WITHOUT NOT ICE

ENVIRONMENTAL CONTROLS
COMPACT SERIES AIR COOLED
TOP-MOUNT AIR CONDITIONERS

K21

Standard Features
• Built-in Condensate Evaporator
• CFC-Free Refrigerant
• EMI/RFI Suppressor
• Low Temperature Control Thermostat
• UL/CUL Listed
• Gray Powder Finish

Accessories and Options                
• Cooling Effect Detector
• Enclosure Heater
• Filter Recoating Adhesive

C O M PA C T  S E R I E S  A I R - C O O L E D  T O P - M O U N T E D  A I R  C O N D I T I O N E R S

MODEL RATED CAPACITY 95/95 RATING AMBIENT TEMP. °F VOLTS HZ RUNNING APPROX.
(BTU/H) (BTU/H) MAX./MIN. AMPS WEIGHT (LBS.)

WA4C2HTL6 2000 1100 125/50 115/100 60/50 13.1 85

W2A4C2HTL6 2000 1100 115/50 230/200 60/50 5.9 85

WA4C4HTL6 4000 2200 125/50 115/100 60/50 13.1 85

W2A4C4HTL6 4000 2200 115/50 230/200 60/50 5.9 85
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• Filters for replacement
• Internal corrosion protection
• Lifting Eyes
• Low Airflow Detector
• Low Ambient Kit
• Short Cycle Protector
• Special materials or finishes
• Special motors, linecords or 

protectors
• Stainless or Aluminum Cabinet

Operation within shaded areas not recom-
mended.
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