
JIC HANDY SERIES ENCLOSURES
NEMA 12 J IC SCREW COVER WALL-MOUNT

C14

FEATURES-SPECIFICATIONS

Applications
Ideal for use where protection from
dirt, dust, oil and water is needed.
Particularly suitable for use with liquid-
tight flexible conduit.

Construction
• Bodies and doors fabricated from 

14 gauge steel  
• Drawn lid which features no welded

seams or sharp corners    
• No holes or conduit knockouts           
• Cover screws thread into neoprene

gasket for maximum sealing
• External mounting plates, top and

bottom of enclosure
• Grounding provisions provided
• Lids are sealed with closed cell oil

resistant neoprene gasket

Finish
• ANSI 61 gray polyester powder

inside and out over phosphatized
surfaces

Industry Standards
UL508, Types 12, 13
CSA Certified, Type 12
NEMA/EEMAC Type 12 & 13 
JIC EL-1-71
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CATALOG BODY/DOOR ENCLOSURE SIZE
NUMBER STEEL GAUGE H X W X D

JIC040202 14/14 4.00x2.00x2.00 (102x51x51)

JIC0403025 14/14 4.25x2.88x2.63 (108x73x67)

JIC0404036 14/14 4.00x4.00x3.00 (102x102x76)
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