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WC-C SERIES CONSOLETS
NEMA 12 OPERATOR INTERFACE

H12

FEATURES-SPECIFICATIONS

Applications
Designed to house a variety of electronic
control or instrumentation devices.
Consolets provide protection from dust,
dirt, oil, and water. Flexible design
allows for mounting on either or two
sides, creating control surfaces of 30
degrees or 60 degrees. Consolets can
be mounted on desktops, pedestals,
or other flat surfaces. 

Industry Standards
UL 508, Types 12 & 13
CSA Certified, Types 12 & 13
NEMA/EEMAC Type 12 & 13 
JIC EL-1-71

R

® UL F i l es  E64791

CSA F i l e  LL66078

CATALOG BODY/DOOR ENCLOSURE SIZE  
NUMBER STEEL GAUGE H X W X D  E N L K I J

WC08C08 14/14
8.00x8.00x7.09 5.69 7.44 6.56 7.44 8.31 8.31
(203x203x180) (144) (189) (167) (189) (211) (211)

WC08C12 14/14
8.00x12.00x7.09 5.69 7.44 6.56 11.44 8.31 12.31
(203x305x180) (144) (189) (167) (291) (211) (313)

WC08C16 14/14
8.00x16.00x7.09 5.69 7.44 6.56 15.44 8.31 16.31
(203x406x180) (144) (189) (167) (392) (211) (414)

WC08C20 14/14
8.00x20.00x7.09 5.69 7.44 6.56 19.44 8.31 20.31
(203x508x180) (144) (189) (167) (494) (211) (516)

WC12C12 14/14
12.00x12.00x9.09 7.69 10.91 10.56 11.44 12.31 12.31
(305x305x231) (195) (277) (268) (291) (313) (313)

WC12C16 14/14
12.00x16.00x9.09 7.69 10.91 10.56 15.44 12.31 16.31
(305x406x231) (195) (277) (268) (392) (313) (414)

WC12C20 14/14
12.00x20.00x9.09 7.69 10.91 10.56 19.44 12.31 20.31
(305x508x231) (195) (277) (268) (494) (313) (516)

WC12C24 14/14
12.00x24.00x9.09 7.69 10.91 10.56 23.44 12.31 24.31
(305x610x231) (195) (277) (268) (595) (313) (618)

WC16C16 14/14
16.00x16.00x11.09 9.69 14.38 14.56 15.44 16.31 16.31
(406x406x282) (246) (365) (370) (392) (414) (414)

WC16C20 14/14
16.00x20.00x11.09 9.69 14.38 14.56 19.44 16.31 20.31
(406x508x282) (246) (365) (370) (494) (414) (516)

WC16C24 14/14
16.00x24.00x11.09 9.69 14.38 14.56 23.44 16.31 24.31
(406x610x282) (246) (365) (370) (595) (414) (618)

WC16C30 14/14
16.00x30.00x11.09 9.69 14.38 14.56 29.44 16.31 30.31
(406x762x282) (246) (365) (370) (748) (414) (770)

WC16C36 14/14
16.00x36.00x11.09 9.69 14.38 14.56 35.44 16.31 36.31
(406x914x282) (246) (365) (370) (900) (414) (922)

WC20C20 14/14
20.00x20.00x13.09 11.69 17.84 18.56 19.44 20.31 20.31
(508x508x333) (297) (453) (471) (494) (516) (516)

WC20C246 14/14
20.00x24.00x13.09 11.69 17.84 18.56 23.44 20.31 24.31
(508x610x333) (297) (453) (471) (595) (516) (618)

WC20C30 14/14
20.00x30.00x13.09 11.69 17.84 18.56 29.44 20.31 30.31
(508x762x333) (297) (453) (471) (748) (516) (770)
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WC12C12

Construction
• Bodies and doors fabricated from 

14 gauge steel
• Continuously welded seams ground

smooth, less knockouts or holes
• Captivated cover screws thread into

sealed wells
• Control panel is continuously hinged

along bottom edge

• Closed cell oil resistant neoprene
gasket

• Grounding provisions provided

Finish
• ANSI-61 gray polyester powder

inside and out over phosphatized
surfaces

Accessories
See pages J1-J19

6NEW PRODUCT IN 2003



WC-C SERIES CONSOLETS
NEMA 12 OPERATOR INTERFACE

H13

DATA SUBJECT TO CHANGE WITHOUT NOT ICE


