ACCESSORY PANELS FOR DOUBLE DOOR FLOOR-MOUNT ENCLOSURES

FEATURES-SPECIFICATIONS

NPDD SERIES BACK PANELS

a

Description
e Steel panels are fabricated from
10 gauge carbon steel

e Panels are painted with a white
polyester powder

e Panels are used in NEMA 12
double door floor-mounted
enclosures and some 2-door
wall-mount enclosures

e Optional “G” panels have a con-
ductive finish (no paint)
Fits:
SSN4D, SSN4D3PT-A
N12 Floor Mount
WAX
WACPX
WAXSSN4
WACPXSSN4
WAWF

SSN4AWF3PT 0.88 TYP

BACK PANELS FOR DOUBLE DOOR FLOOR-MOUNTED ENCLOSURES
CATALOG NUMBER
PAINTED STEEL (WHITE) “G” PANEL SIZEAX B
NPDD4242 NPDD4242G 39.00x39.00 (991x991)
NPDD4260 NPDD4260G 38.00x56.00 (965x1422)
NPDD4842 NPDD4842G 45.00x39.00 (1143x991)
NPDD4848 NPDD4848G 44.00x44.00 (1118x1118)
NPDD5442 NPDD5442G 50.00x38.00 (1270x965)
NPDD6048 NPDD6048G 44.00x56.00 (1118x1422)
NPDD6060 NPDD6060G 56.00x56.00 (1422x1422)
NPDD7260 NPDD7260G 56.00x68.00 (1422x1727)
NPDD7272 NPDD72726 68.00x68.00 (1727x1727)
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