
5 mm / 66 mm / 64 mm
8 mm
EMD  

IEC UL CSA ?
EN 60 947-7-1

22 – 12 24 – 12
24 A 20/25 A 25 V
500 V 600 V 600 V
6 A
3

APN 2,5 E 07.312.1755.0 10
TWN 2,5 E 07.312.1855.0 10
IVB WK 2,5 - 2 Z7.280.2227.0 10
IVB WK 2,5 - 3 Z7.280.2327.0 10
IVB WK 2,5 - 12 Z7.280.3227.0 10
TS 2,5 GELB 07.311.2053.8 10
AD VB 2,5 GELB 04.326.2053.8 10

04.343.4756.8 10

WKN 2,5 E/U 57.403.7055.0 100

WKN 2,5 E/U/VB 57.403.6955.1 100

5 mm / 66 mm / 64 mm
8 mm
EMD

IEC UL CSA ?
EN 60 947-7-1 

22 – 12 24 – 12 
24 A 20/25 A 25 A
500 V 600 V 600  V
6 A
3)

WKN 2,5 E / U

WKN 2,5 E / U / VB

22

selos

Multi-tier blocks with screw connection

Multi-tier block, gray
•  Multi-tier block for mounting on TS 35 and TS 32

• Nominal cross section 2.5 mm2

Accessories Type Part No. Std. Pack

End plate gray
Partition gray
Cross connector with screws, 2 pole
insulated 3 pole
 up to 12 pole
Partition plate with marking facility yellow
Single cover with marking facility yellow
Cover with warning symbol over 4 blocks

Multi-tier block, black
•  Multi-tier block, vertically jumpered, with screw 

connection for mounting on TS 35 and TS 32

• Nominal cross section 2.5 mm2

Accessories for selos WKN 2,5 E/U...

General data

Width / length / height, incl. TS 7.5
Wire strip length
Approvals
Technical data

Cross section fi ne-stranded 0.5 – 2.5 mm2

Cross section solid/stranded 0.5 – 4 mm2

Cross section, AWG
Rated current
Rated voltage
Rated impulse voltage
Pollution degree
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