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Busbar adapter with fuse carrier, 16 A, with removable top section, with leads AWG 14 (2.5 mm²)
Type Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

 fixe  mounting rail  it  fuse carrier x   lass 22.5 160 1 18.0 05  36001

Busbar adapter, 32 A, with leads AWG 10 (6 mm²)

1 adjustable mounting rail 45 160 4 19.8 05  32590

Busbar adapter, 63 A, with leads AWG 8 (10 mm²)

1 adjustable mounting rail 54 160 4 21.8 05  32591

Busbar adapter, 160 A, connection to system at the top

for Siemens 3VA10, 11 and VT160 76 160 1 78.0 05  32661

Side-mounted module, for busbar adapters 32 A to 63 A

for 32590 and 32591 9 160 10 2.0 05  32912

Hybrid motor starter, MOTUS®30Compact, 3-pole, with reversing function and CrossLink®Technology

0.075 - 0.6 A direct and reversing starter 22.5 160 1 55.3 21  36101
0.18 - 2.4 A direct and reversing starter 1 55.8 21  36104
1.5 - 9 A direct and reversing starter 1 55.9 21  36107

Replacement component, for MOTUS®30Compact

electronic unit 0.075 - 0.6 A direct and reversing starter 1 50.9 21  36109
electronic unit 0.18 - 2.4 A direct and reversing starter 1 50.7 21  36110
electronic unit 1.5 - 9 A direct and reversing starter 1 51.4 21  36111
busbar adapter base with CrossLink® interface 1 9.3 05  36113
fuse 16 A for version 0.6 A and 2.4 A 3 2.8 21  31567
fuse 20 A for version 9 A 3 2.8 21  31568
fuse 30 A for version 9 A for motors with heavy-duty starting 3 2.8 21  31569

Hybrid switch, OMUS®30Compact, 3- or 1-pole switchable, for resistive loads, with CrossLink®Technology
Type Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

25 A (IEC) 36 160 1 62.8 21  36152
20 A (UL) 1 45.2 21  36157

Replacement component, for OMUS®30Compact

electronic unit, 25 A (IEC) 1 55.2 21  36154
electronic unit, 20 A (UL) 1 55.2 21  36159
busbar adapter base with CrossLink® interface 1 10.6 05  36155
3-pole load plug with spring terminals 1 1.5 21  36916
3-pole load plug with screw terminals 1 1.4 21  36918
12-pole control plug with spring terminals 1 0.6 21  36917

Replacement fuse-link, for OMUS®30Compact

cylindr. fuse link 32 A 10 0.6 22  31189
cylindr. fuse link 30 A, time delay 10 0.8 22  31252

EQUES®30Compact - MOTUS®30Compact - OMUS®30Compact
busbar adapters and hybrid switches for switching of inductive and resistive loads

 certificate

2

GD_KP_$KT-PHB2016DE-$KP-60MMSYSTEMCOMPACT_#SEN_#APR_#V1.indb   3 15.10.2019   22:08:16

4

D0 busbar mounted fuse-base, with touch-safe protection
Type Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

E 18 / 63 A 36 160 6 13.0 01  31554

NH busbar mounted fuse-switch-disconnector, size 000, 3-pole, connection at top / bottom
Type Rated current Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

box terminal 125 A 49.5 174.5 1 52.5 09  33801
box terminal 125 A 90 160 1 90.0 09  33416

Side-mounted module, for NH busbar mounted fuse-switch-disconnector, size 000
Type Width Pack 

size
Weight 
kg/100 u.

PG  Part No.

attachable to both sides 3.5 10 2.2 09  33805
to extend the disconnector NH000 33801 to 53 mm wide

Pilot switch, for monitoring the disconnector lid position
Type Pack 

size
Weight 
kg/100 u.

PG  Part No.

changeover 250 V AC / 5 A, 30 V DC / 4 A 1 1.1 09  33156
suitable for disconnector 33416 only

Accessories, busbar adapter base with CrossLink® interface
Type Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

with CrossLink® interface * 49.5 160 2 11.2 05  32619
* 

CUSTO®30Compact - QUADRON®30Compact
3-pole fuse-bases and fuse-switch-disconnectors, system height 160 mm

New product Accessories → .6; 7.7.; 7.10  certificate

230Compact 200 A / 360 A 
30 mm / 60 mm busbar system
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