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Busbar adapter, 630 A, 3-pole, phase pitch 43 - 45 mm, connection to system at the top / bottom
Type Rated current Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

for ABB T-max T5, Allen-Bradley 140G-K and Siemens 
3RV1073

580 A 140 300 1 252.0 05  32593

for Allen-Bradley 140U-K, 140U-L, 140M-L 600 A 272 1 212.0 05  32138
for Schneider Electric NS400/630, NSX 400/630 570 A 1 222.6 05  32157
for Eaton NZM3-XKR13O and NZM3-XKR13U 630 A 300 1 250.0 05  32978
for Siemens 3VL4 400 A 295 1 222.4 05  32975
for Siemens 3VA13, 14, 23, 24, 53, 54, 63, 64 590 A 300 1 250.0 05  32031
for Siemens 3VT37, OEZ BH630 600 A 1 250.0 05  32641

Busbar adapter, 630 A, 3-pole, phase pitch 63 mm, connection to system at the top

for Siemens 3VL5 580 A 184 325 1 276.0 05  32980

Busbar adapter, 650 A, 3-pole, phase pitch 70 mm, connection to system at the top

for ABB T-max T6, Allen-Bradley 140G-M and Siemens 
3RV1073

650 A 238 300 1 285.6 05  32064

Busbar adapter, 630 A, 4-pole, phase pitch 43 - 45 mm, connection to system at the top

for ABB Tmax T5, Allen-Bradley 140G-K 500 A 185 300 1 360.0 05  32585
for Schneider Electric NSX400-NSX630 * 520 A 284 1 283.1 05  32643
for Eaton NZM3-XKR13O 500 A 300 1 350.0 05  32581
for Siemens 3VA13, 14, 23, 24, 53, 54, 63, 64 590 A 1 350.0 05  32033
for Siemens 3VL400 400 A 1 350.0 05  32579

* connection to the system at the top / bottom

Universal busbar adapter, 200 A - 250 A, 3-pole

terminals 70 mm² at top 200 A 108 222 1 84.2 05  32214
terminals 70 mm² at bottom 200 A 1 86.0 05  32215
terminals 35 - 120 mm² at top 250 A 110 320 1 160.4 05  32168
terminals 35 - 120 mm² at bottom 250 A 1 164.0 05  32216

for all commerciall  a aila le s itc gear it   fixing scre s see accessories for  scre s

Universal busbar adapter, 630 A, 3-pole

connection screws M12 (top / bottom) 630 A 184 320 1 278.0 05  32004

Accessories, slide nut M5, for universal busbar adapters 200 A - 250 A
Type Pack 

size
Weight 
kg/100 u.

PG  Part No.

for 32168, 32214, 32215, 32216 4 0.4 05  32937

Accessories, mounting set, adjustable for various MCCBs
Type Width Height Pack 

size
Weight 
kg/100 u.

PG  Part No.

for adapter 32004 180 315 1 82.0 05  32982

EQUES®60Classic - Busbar adapters 200 A - 630 A
aligned to switchgear or universal busbar adapters

 certificate

all devices can be mounted directly on busbars 12, 15, 20, 25, 30 x 5, 10 and section busbars
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Hybrid motor starter, MOTUS®60Classic, 3-pole, with reversing function and CrossLink®Technology
Type Width Height Depth Pack 

size
Weight 
kg/100 u.

PG  Part No.

0.075 - 0.6 A direct and reversing starter 22.5 200 156 1 56.1 21  36102
0.18 - 2.4 A direct and reversing starter 1 56.5 21  36105
1.5 - 9 A direct and reversing starter 1 56.6 21  36108

Hybrid motor starter IO-Link, MOTUS®60Classic, 3-pole, with reversing function, CrossLink®Technology and 
communication interface

Type Width Height Depth Pack 
size

Weight 
kg/100 u.

PG  Part No.

IO-Link 0.18 - 3 A direct and reversing starter 22.5 200 156 1 56.6 21 36125
IO-Link 1.5 - 9 A direct and reversing starter 1 56.6 21 36128

Replacement component, for MOTUS®60Classic
Type Pack 

size
Weight 
kg/100 u.

PG  Part No.

electronic unit 0.075 - 0.6 A direct and reversing starter 1 50.9 21  36109
electronic unit 0.18 - 2.4 A direct and reversing starter 1 50.7 21  36110
electronic unit 1.5 - 9 A direct and reversing starter 1 51.4 21  36111
busbar adapter base with CrossLink® interface 1 11.0 05  36114
fuse 16 A for version 0.6 A and 2.4 A 3 2.8 21  31567
fuse 20 A for version 9 A 3 2.8 21  31568
fuse 30 A for version 9 A for motors with heavy-duty starting 3 2.8 21  31569

Hybrid switch, OMUS®60Classic, 3- or 1-pole switchable, for resistive loads, with CrossLink®Technology
Type Width Height Depth Pack 

size
Weight 
kg/100 u.

PG  Part No.

25 A (IEC) 36 200 144 1 45.8 21  36153
20 A (UL) 1 45.8 21  36158

supplied with both load and control plug

Replacement component, for OMUS®60Classic
Type Pack 

size
Weight 
kg/100 u.

PG  Part No.

electronic unit, 25 A (IEC) 1 55.2 21  36154
electronic unit, 20 A (UL) 1 55.2 21  36159
busbar adapter base with CrossLink® interface 1 10.8 05  36156
3-pole load plug with spring terminals * 1 1.5 21  36916
3-pole load plug with screw terminals 1 1.4 21  36918
12-pole control plug with spring terminals 1 0.6 21  36917

* maximum load current 20 A

Replacement fuse, for OMUS®60Classic

cylindr. fuse link 32 A 10 0.6 22  31189
cylindr. fuse link 30 A, time delay 10 0.8 22  31252

MOTUS®60Classic - OMUS®60Classic
for switching of inductive and resistive loads

New product  certificate

all devices can be mounted directly on busbars 12, 15, 20, 25, 30 x 5, 10 and section busbars

360Classic 630 A / 800 A / 2500 A 
60 mm busbar system
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