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Class CC fuse-holder
Type Poles Connection Width Pack 

size
Weight 
kg/100 u.

PG  Part No.

30 A / 600 V 1-pole 0.75 - 25 mm² / AWG 
18 - 4

18 12 5.5 17  31295
30 A / 600 V 2-pole 36 6 11.3 17  31296
30 A / 600 V 3-pole 54 4 17.0 17  31297

Class CC fuse-holder, with LED 110 - 690 V AC / DC

30 A / 600 V 1-pole 0.75 - 25 mm² / AWG 
18 - 4

18 12 6.2 17  31298
30 A / 600 V 2-pole 36 6 12.3 17  31299
30 A / 600 V 3-pole 54 4 18.5 17  31300

LED signals blown fuse

Class CC fuse-holder, with LED 12 - 72 V AC / DC

30 A / 12 - 72 V 1-pole 0.75 - 25 mm² / AWG 
18 - 4

18 12 6.2 17  31929

LED signals blown fuse

Comb-type busbar, length 1 m
Type Crosssection 

mm²
Centre feed End 

feed
Pack 
size

Weight 
kg/100 u.

PG  Part No.

comb-type busbar, 1-pole, bridge type, pitch 18 mm 25 200 A 100 A 10 47.5 06  31548
comb-type busbar, 2-pole, bridge type, pitch 18 mm 10 81.0 06  31561
comb-type busbar, 3-pole, bridge type, pitch 18 mm 10 113.3 06  31549

Feeder terminal, 1 pol
Article Type Connection 

mm²
Rated current Pack 

size
Weight 
kg/100 u.

PG  Part No.

dircet feeding of the comb-type busbar 31548, 31549, 31561 6 - 35 115 A 10 3.0 07 31562

Connection terminal, for comb-type busbars
Type Connection 

mm²
Pack 
size

Weight 
kg/100 u.

PG  Part No.

for 31548 6 - 35 10 3.0 07  31039
for 31549, 31561 10 3.5 07  31550

a connection terminal is required for each phase

End cover, for comb-type busbars
Type Pack 

size
Weight 
kg/100 u.

PG  Part No.

for 1-pole comb-type busbars 25 mm² 20 0.1 06  31042
for 2-pole and 3-pole comb-type busbars 25 mm² 20 0.2 06  31552

AMBUS®Panel - Fuse-holders for fuses Class CC
type AES with box terminals, with touch-safe protection in accordance with EN 50274, for fuses that conform to UL 248-4

New product Accessories → �.14 8/ certificate
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Class J fuse-holder, AMBUS®Panel, DIN rail mounted
Type Poles Connection Width Pack 

size
Weight 
kg/100 u.

PG  Part No.

30 A / 600 V (21x57) 1-pole 0.75 - 50 mm² / AWG 18 - 1 36 6 15.8 16  31284
2-pole 72 3 32.2 16  31285
3-pole 108 2 48.6 16  31287

60 A / 600 V (27x60) 1-pole 2.5 - 50 mm² / AWG 14 - 1 40 6 18.2 16  31920
2-pole 80 3 37.0 16  31921
3-pole 120 2 55.9 16  31922

Class J fuse-holder, AMBUS®Panel, DIN rail mounted, with LED 110 - 600 V AC / DC

30 A / 600 V (21x57) 1-pole 0.75 - 50 mm² / AWG 18 - 1 36 6 15.8 16  31932
30 A / 600 V (21x57) 2-pole 72 3 32.2 16  31933
30 A / 600 V (21x57) 3-pole 108 2 48.6 16  31934
60 A / 600 V (27x60) 1-pole 2.5 - 50 mm² / AWG 14 - 1 40 6 18.2 16  31923
60 A / 600 V (27x60) 2-pole 80 3 37.0 16  31924
60 A / 600 V (27x60) 3-pole 120 2 55.9 16  31925

LED signals blown fuse

Class J fuse-holder, QUADRON®Panel, for screwing onto mounting plate

100 A / 600 V (29x118) * 3-pole 4 - 50 mm² / AWG 14 - 2/0 106 1 107.0 16  33408
200 A / 600 V (41x146) * 35 - 150 mm² / AWG 2 - 300 

MCM
184 1 203.0 16  33409

400 A / 600 V (54x181) 25 - 300 mm² / AWG 4 - 600 
MCM

256 1 672.0 16  33308

* do not use fuse links with sharp-edged blades

AMBUS®Panel - QUADRON®Panel - Fuse-holders for fuses Class J
with touch-safe protection, for fuses that comply with UL 248-8

Accessories → �.15;   7.16 8/ certificate

Panel 
devices for panel mounted and DIN rail
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