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WORLDWIDE FRACTIONAL HP MOTORS

 
W

O
RLD

W
ID

E
FRA

CTIO
N

A
L H

P

 
General Purpose Motors
TEFC Enclosure  ▪  C-Face  ▪  Removable Base
Three-Phase  ▪  208-230/460 and 575 Volt

HP RPM Voltage Frame Model
Number

FL Amps
(A)

FL Eff.  
(%)

Approx. Wt. 
(lbs.) Notes

 1/3 
3600 208-230/460 56C NAT13-36-56CB 0.65 60.0 18

1800 208-230/460 56C NAT13-18-56CB 0.72 67.0 18

 1/2 
3600 208-230/460 56C NAT12-36-56CB 0.85 67.5 19

1800 208-230/460 56C NAT12-18-56CB 0.95 70.0 19

 3/4 
3600 208-230/460 56C NAT34-36-56CB 1.2 71.5 21

1800 208-230/460 56C NAT34-18-56CB 1.3 73.0 22

1
3600 208-230/460 56C NAT1-36-56CB 1.5 74.5 22

1800 208-230/460 56C NAT1-18-56CB 1.8 73.5 25

1 1/2
3600 208-230/460 56C NAT1.5-36-56CB 2.05 78.5 26

1800 208-230/460 56C NAT1.5-18-56CB 2.3 78.0 30

2
3600 208-230/460 56C NAT2-36-56CB 2.75 79.5 30

1800 208-230/460 56C NAT2-18-56CB 2.9 78.0 35

3 3600 208-230/460 56C NAT3-36-56CB 3.8 81.5 36

Product Overview

▪ 1/3 - 3 HP
▪ 3600 and 1800 RPM
▪ 208-230/460 volt
▪ TEFC enclosure
▪ 1.15 service factor
▪ Class F insulation
▪ C-face - removable base
▪ Shaft slinger to keep moisture and
 contaminants from the drive-end bearing
▪ Inverter duty
▪ Suitable for 50 hz operation with 1.0 service factor

Dimensions On Page 84


