WORLDWIDE GENERAL PURPOSE MOTORS

PREMIUM EFFICIENCY / HIGH EFFICIENCY
TEFC Enclosure = C-Face = Rigid Base
Three-Phase = 208-230/460 and 460 Volt

WORLDWIDE

ALL DIMENSIONS IN INCHES

---ﬂ-ﬂ--ﬂﬂ--ﬂ---

PEWWE-143TC 2.75 0.34 | 2.25 13.46 0.472| 142 | 7.09 | 7.48 0.188| 1.42 (0.771| 2.25 |0.875 012 | 212 5.875| %-16| 0.16 | 6.5

PEWWE-145TC 275 | 4 5 0.34 | 2.25 7 6 |14.77| 35 |0472] 142|709 | 748 | — 6.3 |0.188| 1.42 |0.771| 2.25 |0.875| 3% | 0.2 | 212 | 45 |5875|%-16| 0.16 | 6.5
PEWWE-182TC-2P-6P | 3.75 | 45 | 55 | 043 | 275 | 9 71 | 159 | 45 | 059 | 1.97 | 9.06 | 897 | - |7.48 | 0.25 | 1.78 |0.986| 2.75 |1.125| 1 0.12 | 262 | 85 | 725 | 213|025 | 9
PEWWE-182TC-4P 375 | 45 | 55 | 043 |275| 9 7.1 |1791| 45 | 059 | 1.97 | 9.06 | 897 | - |7.48 | 0.25 | 1.78 |0.986| 2.75 |1.125| 1 0.12 | 262 | 85 | 7.25 | »-13] 025 | 9
PEWWE-184TC-2P-6P | 3.75 | 45 | 55 | 043 | 275 | 9 71 | 159 | 45 | 059 [ 1.97 | 9.06 | 897 | — | 748 | 025 | 1.78 |0.986| 2.75 |1.125| 1 012 | 262 | 85 | 725 |%13|025| 9
PEWWE-184TC-4P 375 | 45 | 55 (043 |275| 9 7.1 |17.91) 45 | 059 [ 1.97 | 9.06 | 897 | — | 748 | 0.25 | 1.78 |0.986| 2.75 |1.125| 1 012 | 262 | 85 | 725 |%13|025| 9

PEWWE-213TC 425 | 55 7 043 | 35 | 104 | 88 [20.19| 525 [0.709| 2.36 | 104 [10.53| 1.73 | 8.66 |0.312| 2.41 |1.201| 3.38 [1.375| 1 025|312 | 85 725 |"%13/025| 9

PEWWE-215TC 425 | 55 7 |043| 35 | 105|103 (2169|525 [0.709| 2.36 | 104 [10.53| 1.73 | 8.66 |0.312| 2.41 |1.201| 3.38 [1.375| 1 025 (312 | 85 | 725 | %»-13] 025 | 9

PEWWE-254TC 5 [825| 10 | 053 |425|125 | 125 |25.06| 6.25 |0.787 | 2.76 | 126 |12.89| 2.05 | 11.2 |0.375| 291 |1.416| 4 |1.625| 1.5 | 025 | 3.75 | 85 | 7.25 | ¥2-13| 0.25 | 10 (w)
PEWWE-256TC 5 [825| 10 | 053 |425| 124 | 143 |27.83| 6.25 |0.787 | 2.76 | 12.6 |12.89| 2.05 | 11.2 |0.375| 291 |1.416| 4 |1.625| 1.5 | 025 |3.75 | 85 | 7.25 | ¥5-13| 0.25 | 10 §
PEWWE-284TC 55 | 95 -~ | 053 475| 14 | 125 | 28 7 10.866| 2.76 [14.17|14.28| 2.05 | 12 | 0.5 | 3.28 |1.591| 462 |1.875| 1.5 | 0.25 | 438 | 105 | 9 |%-13| 025 |11.25 E
PEWWE-284TSC 55 | 95 -~ | 053475 | 14 | 125 |2663| 7 |0.866| 276 |14.17|14.28| 2.05 | 12 |0375| 1.91 |1.416| 3.25 |1.625| 1.5 [ 025 | 3 105 | 9 |%-13] 025 |11.25 g
PEWWE-286TC 55| 95 1 | 053|475 | 14 14 |29.57| 7 |0.866| 276 [14.17(14.28| 2.05 | 12 | 0.5 | 3.28 |1.591| 4.62 |1.875| 1.5 | 025|438 | 105 | 9 |%-13| 025 [11.25 2
PEWWE-286TSC 55 | 95 1 | 053|475 | 14 14 | 282 | 7 |0866|276 [14.17|14.28|2.05 | 12 |0375| 1.91 [1.416| 3.25 |1.625| 1.5 | 025 | 3 105 9 |%-13|025|11.25 “
PEWWE-324TC 625 (105 | 12 | 066 | 525 | 16 | 155 |3063| 8 |0.984| 276 (1575|1591 244 | 134 | 0.5 | 3.91 [1.845| 525 |2.125| 2 |025| 5 125 | 11 | %-11] 025 | 14

PEWWE-324TSC 6.25 1 10.5 | 12 | 066 | 525 | 16 | 155 | 29.1 8 0984|276 (1575|1591 | 244 | 134 | 05 | 203 [1.591|3.75 [1.875| 2 | 025 | 35 | 125 | 11 |%11|025| 14

PEWWE-326TC 6.25 | 10.5 | 12 | 066 | 525 | 16 | 165|322 | 8 |0984|2.76 |1575|1591| 244 | 134 | 0.5 | 391 |1.845| 525 |2.125| 2 |025| 5 125 | 11 | %11 025 | 14

PEWWE-326TSC 6.25 | 10.5 | 12 | 066 | 525 | 16 | 16.5 |30.67| 8 |0.984|2.76 |15.75|15.91| 244 | 134 | 0.5 | 203 |1.591|3.75 |1.875| 2 | 025 | 3.5 [125| 11 |%11]025 | 14

PEWWE-364TC 7 |11.25| - | 066 | 588 | 18 |16.78|35.04| 9 |1.102| 295 | 17.7 |18.13|2.835| 15.7 |0.625| 4.28 |2.021| 5.88 |2.375| 3 | 025|562 | 125 | 11 |%11[025| 14

PEWWE-364TSC 7 |1125| - | 066|588 | 18 |16.78|3292| 9 |1.102| 295 |17.7 |18.13|2.835| 157 | 0.5 | 2.03 |1.591| 3.75 |1.875| 3 |025| 35 | 125 | 11 |%11|025 | 14

PEWWE-365TC 7 |11.25]12.25| 066 | 5.88 | 18 |1835|36.62| 9 |1.102| 295 | 17.7 |18.13|2.835| 15.7 |0.625| 4.28 |2.021| 588 |2375| 3 | 025|562 | 125 | 11 |%11|025 | 14

PEWWE-365TSC 7 |11.25|12.25| 0.66 | 588 | 18 |1835|345 | 9 |1.102| 295 | 17.7 |18.13|2.835| 15.7 | 0.5 | 203 |1.591|3.75 {1.875| 3 | 025 | 3.5 [125| 11 |%11]025| 14

PEWWE-404TC 8 |1225| — | 081|662 | 20 | 162 (3681| 10 | 1.18 | 3.15 |21.42(21.02| 2.83 |1831| 0.75 | 565 | 245 | 7.25 |2875| 3 | 025 | 7 125 | 11 | %-11] 025 | 15.5

PEWWE-405TC 8 [1225|13.75| 0.81 | 662 | 20 | 17.8 [3835| 10 | 1.18 | 3.15 |21.42|21.02| 2.83 |18.31| 0.75 | 5.65 | 245 | 7.25 |2.875| 3 | 025 | 7 125 | 11 | %-11| 025 | 15.5

PEWWE-405TSC 8 [1225|13.75| 081 | 662 | 20 | 17.8 [3535| 10 | 1.18 | 3.15 |21.42|21.02| 2.83 |1831| 0.5 | 2.78 [1.845| 425 |2.125| 3 | 025 | 4 125 | 11 | %-11| 025 | 15.5

PEWWE-444TC 9 145 | - | 081 | 75 | 22 | 185 |4252| 11 | 1.38 | 3.35 [23.43|22.97| 3.46 |19.41|0.875| 6.91 | 2.88 | 85 [3.375|2x3 | 025|825 | 16 14 | %-11]025| 18

PEWWE-444TSC 9 145 | - | 081 | 75 | 22 |185(38.94| 11 | 138 | 3.35 |23.43|22.97 | 3.46 |19.41|0.625| 3.03 |2.021| 475 |2.375|2x3 | 0.25 | 4.5 16 14 | %-11|025| 18

PEWWE-445TC 9 145|165 | 081 | 75 | 22 | 205|445 | 11 | 138 | 3.35 |23.43|22.97| 3.46 |19.41|0.875| 691 | 2.88 | 85 |3.375|2x3 | 025 | 825 | 16 14 | %-11| 025 | 18

PEWWE-445TSC 9 145 1165|081 | 75 | 22 | 205 (4071 11 | 1.38 | 3.35 [23.43|22.97| 3.46 [19.41|0.625| 3.03 |2.021| 4.75 |2.375|2x3 | 025 | 45 16 14 | %-11]025| 18

PEWWE-445/7TC 9 165 | 20 (081 | 75 | 22 24 |48.03| 11 | 1.38 | 3.35 (2343|2297 | 3.46 |19.41|0.875| 6.91 | 2.88 | 85 |3.375|2x3 | 025|825 | 16 14 | %-11] 025 | 18
PEWWE-445/7TSC 9 165 | 20 (081 | 75 | 22 24 |4425| 11 | 1.38 | 3.35 (23.43|22.97| 3.46 |19.41|0.625| 3.03 |2.021| 4.75 |2375|2x3 | 0.25 | 45 16 14 | %-11]025| 18

PEWWE-449TC 9 25 -~ 1081 | 75 | 22 31 |5551| 11 |1.575|335 | 24 23 | 425 [19.07|0.875| 7.01 | 2.88 | 85 |3.375|2x3 | 025|825 | 16 14 | %-11]025| 18

PEWWE-449TSC 9 25 — | 081 | 75| 22 31 | 51.8| 11 |1575]335| 24 23 | 425 (19.07|0.625| 3.15 |2.021 | 472 |2.375|2x3 | 0.25 | 4.5 16 14 | %-11| 025 | 18

Dimensions shown in this catalog are for general use only. Continued On Next Page
For an exact drawing on a specific rating, please contact our sales office.
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