WORLDWIDE FRACTIONAL HP MOTORS

Permanent Magnet DC Motors
TENV /TEFC Enclosure = C-Face = Removable Base
90, 180, 12 and 24 Volt

WORLDWIDE

1/4-1/2 HP 3/4-1.5HP
56C Frame 56C Frame
2HP 1.5-2HP

56C Frame 145TC Frame

ALL DIMENSIONS IN INCHES

ﬂ--ﬂ-ﬂ-ﬂ-

WPMDC14-18-90V-56CB 034 | 2.75 | 10.06 763 | 494 101838 | 141 | 0517 | 1.88 | 0625 | 0.12 | 2.06 5.875 | %-16 (@]
WPMDC13-18-90V-56CB 244 — 3 — = 034 | 275 | 1006 | 3.5 7.63 | 494 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16 §
WPMDC13-18-180V-56CB 244 = 3 = = 034 | 275 | 1006 | 3.5 7.63 | 494 | 0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16 E
WPMDC12-18-90V-56CB 244 — 3 — — 034 | 275 | 1094 | 35 7.63 | 494 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 4.5 5.875 | %-16 g
WPMDC12-18-180V-56CB 244 — 3 — — 034 | 275 | 1094 | 35 7.63 | 494 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16 a
WPMDC34-18-90V-56CB 244 — 3] — = 034 | 275 | 13.51 | 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC34-18-180V-56CB 244 = 3 = = 034 | 275 | 13.51 | 35 7.63 | 557 |0.188 | 141 | 0.517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1-18-90V-56CB 244 — 3 — — 034 | 275 | 143 3.5 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1-18-180V-56CB 244 — 3 — — 034 | 275 | 143 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1.5-18-90V-56CB 244 — 3 — = 034 | 275 | 1645 | 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1.5-18-180V-56CB 244 = 3 = = 034 | 275 | 1645 | 35 7.63 | 557 |0.188 | 141 | 0.517 | 1.88 | 0.625 | 0.12 | 2.06 45 | 5875 | %-16
WPMDC1.5-18-180V-145TCB | 2.75 = 4 5 = 034 | 275 | 1587 | 3.5 785 | 687 |0.188 | 141 | 0771 | 225 | 0.875 | 0.12 | 2.12 4.5 5.875 | %-16
WPMDC2-18-180V-56CB 244 | 275 3 4 5 034 | 275 | 1681 | 35 763 | 6.87 |0.188 | 141 | 0517 | 1.88 | 0625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC2-18-180V-145TCB 275 — 4 5 . 034 | 275 | 1687 | 35 7.85 | 6.87 |0.188 | 1.41 | 0771 | 225 | 0.875 | 0.12 | 212 4.5 5875 | %-16

WPMDC13-18-12V-56CB 244 — 3 — — 034 | 275 | 1006 | 3.5 763 | 494 10188 | 141 | 0517 | 1.88 | 0625 | 0.12 | 2.06 4.5 5.875 | %-16
WPMDC13-18-24V-56CB 244 — 3 — — 034 | 275 | 1006 | 35 7.63 | 494 | 0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC12-18-12V-56CB 244 — 3 — — 034 | 275 | 1094 | 35 7.63 | 494 | 0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC12-18-24V-56CB 244 = 3 = = 034 | 275 | 1094 | 35 7.63 | 494 |0.188 | 141 | 0.517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC34-18-12V-56CB 244 — 3 — — 034 | 275 | 1351 | 35 763 | 557 | 0188 | 141 | 0517 | 1.88 | 0625 | 0.12 | 2.06 4.5 5.875 | %-16
WPMDC34-18-24V-56CB 244 — 3 — — 034 | 275 | 1351 | 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1-36-24V-56CB 244 — 3 — — 034 | 275 | 1430 | 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1-18-12V-56CB 244 = 3 = = 034 | 275 | 1430 | 35 7.63 | 557 |0.188 | 141 | 0.517 | 1.88 | 0.625 | 0.12 | 2.06 45 | 5875 | %-16
WPMDC1-18-24V-56CB 244 = 3 = = 034 | 275 | 1430 | 35 7.63 | 557 |0.188 | 141 | 0517 | 1.88 | 0.625 | 0.12 | 2.06 45 5.875 | %-16
WPMDC1.5-18-24V-56CB 244 — 3 — — 034 | 275 | 1645 | 35 763 | 557 | 0188 | 141 | 0517 | 1.88 | 0625 | 0.12 | 2.06 45 5.875 | %-16

Dimensions shown in this catalog are for general use only.
For an exact drawing on a specific rating, please contact our sales office.
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