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B AC fans with external rotor shaded-
pole motor. Impedance protected
against overloading.

M Metal fan housing and impeller.

M Air exhaust over struts. Rotational
direction CW looking at rotor.

B Mounting from either face using
four 4.3 mm holes.
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M Electrical connection: Terminals with
2 flat pins 2.8 x 0.5 mm.

M Fan housing with ground lug for screw

M4 and UNC.

M UL, CSA, VDE approvals on some
models, please contact application
engineering.
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4624ZW 6 105.9 24 60 18 45 85 Ball 3100 Leads 1.19
48002 4 61.8 115 60 12 28 70 Sintec 1800 Terminals 1.19
4800ZW 4 61.8 115 60 12 28 70 Sintec 1800 Leads 1.19
48062 4 61.8 115 60 12 28 75 Ball 1800 Terminals 1.19
4530Z 5 70.6 115 60 12 32 70 Sintec 2000 Terminals 1.19
4530ZW 5 70.6 115 60 12 32 70 Sintec 2000 Leads 1.19
45362 5 70.6 115 60 12 32 75 Ball 2000 Terminals 1.19
4600Z 6 105.9 115 60 18 45 60 Sintec 3100 Terminals 1.19
4606Z 6 105.9 115 60 18 45 85 Ball 3100 Terminals 1.19
4600ZW 6 105.9 115 60 18 45 60 Sintec 3100 Leads 1.19
4606ZW 6 105.9 15 60 18 45 85 Ball 3100 Leads 1.19
Available on request:
B Electrical connection via 2 single leads 310 mm long.
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119x119x38mm

W AC fans with external rotor shaded-
pole motor. Impedance protected

against overloading.

M Metal fan housing and impeller.

M Air exhaust over struts. Rotational
direction CW looking at rotor.

1DCdAld

B Electrical connection: Terminals with
2 flat pins 2.8 x 0.5 mm.

W Fan housing with ground lug for screw

M4 and UNC.

M UL, CSA, VDE approvals on some
models, please contact application

B Mounting from either face using engineering.
four 4.3 mm holes.
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48507 1 58.9 230 50 13 26 65 Sintec 1700 Terminals 1.19
4850ZW 1 58.9 230 50 13 26 65 Sintec 1700 Leads 1.19
48562 1 58.9 230 50 13 26 75 Ball 1700 Terminals 1.19
45807 2 67.7 230 50 13 30 65 Sintec 1900 Terminals 1.19
4580ZW 2 67.7 230 50 13 30 65 Sintec 1900 Leads 1.19
45867 2 67.7 230 50 13 30 75 Ball 1900 Terminals 1.19
4650Z 3 94.2 230 50 19 40 50 Sintec 2650 Terminals 1.19
4650ZW 3 94.2 230 50 19 40 50 Sintec 2650 Leads 1.19
46562 3 94.2 230 50 19 40 75 Ball 2650 Terminals 1.19
4656ZW 3 94.2 230 50 19 40 75 Ball 2650 Leads 1.19
4590ZW 2 67.7 115/230 50/60 12 30 65 Sintec 1900 Leads 1.19
Available on request:
MW Electrical connection via 2 single leads 310 mm long.
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